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 Aluminum alloy panel design 

 Up to 32 apartments 

 Compatible with all WS-DT 2 wire system 
models 

 Compatible with all WS two-wire audio-only 
indoor units 

 Non-polarity two-wire system for simplified 
installation 

 IP43 protection rate 
 

 

 

 

Technical Specification  

Power Supply DC 26V 

Power Consumption Standby 1W 

Working 5W 

Unlock Power Output 12VDC, 250mA 

Unlock Timing 1~99s 

Working Temperature -20°C ~ +55°C 

Wiring 2-wires (non-polarity) 

Dimension 313 x 128 x 63mm (flush) 

313 x 128 x 70mm (surface) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ordering information 

Type Part Number Description 

2-Wire 

Modular  

Audio 

Outdoor 

Station 

WS-DMR11SA/3 Audio outdoor station (3 

buttons, single row) 

WS-DMR11SA/4 Audio outdoor station (4 

buttons, single row) 

WS-DMR11SA/6 Audio outdoor station (6 

buttons, single row) 

WS-DMR11SA/8 Audio outdoor station (8 

buttons, single row) 

WS-
DMR11SA/16 

Audio outdoor station (16 
buttons, double row) 

WS-EP11S/S12 Extended panel (12 call 
buttons, single row) 

WS-EP11S/D24 Extended panel (24 call 
buttons, double row) 

 

 


