
Dahua Light Series Monitor
DHLXX-F600(-S)/LMXX-F200

High-definition Display 24h*7 Operation

24hX7

Extra-wide Viewing Angle Built-in SpeakersStandard VESA

VESA1080P
HDMI / VGA

178°/178°

Optional size：19"/22"/24"/32"/43"
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Dahua Light Series Monitor

Features

Product Specifications

• Light and cost-effective plastic housing  
• Shorter response time and no image ghosting   
• Suitable for 24/7 operation
• Support remote control (LM32/43-F200)

• Extra-wide viewing angle for overall viewing performance    
• Included pedestal can be easily replaced by standard VESA mounting  
• Built-in power, low energy consumption

Model

Screen Size

Resolution 

Brightness

Contrast Ratio

Viewing Angle

Response Time

Input

Output

Control

Bezel Width

Standard Accessories

Optional Accessories

DHL22-F600 DHL22-F600-SDHL19-F600

19.5''(16:9)

1600×900

200cd/m2 

1000:1

H170°, V160°

5ms

1 VGA

/

Physical button

16.7mm (U/R/L), 25mm (B)

VGA cable, power cable, base

Hanging bracket

20.7''(16:9)

1920×1080

250cd/m2 

1000:1

H170°, V160°

5ms

1 VGA, 1 HDMI, 1 Audio

2 Speakers

Physical button

15.2mm (U/R/L), 17.5mm (B)

VGA cable, power cable, base

Hanging bracket

21.5''(16:9)

1920×1080

200cd/m2 

1000:1

H178°, V178°

5ms

1 VGA, 1 HDMI, 1 Audio

2 Speakers

Physical button

13.5mm (U/R/L), 19mm (B)

VGA cable, power cable, base

Hanging bracket
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LM32-F200 LM43-F200DHL24-F600

23.8''(16:9)

1920×1080

250cd/m² 

1000:1

H178°, V178°

5ms 

1 VGA, 1HDMI, 1 Audio

2 Speakers

Physical button

12.5mm (U/R/L), 18mm (B)

VGA cable, power cable, base

Hanging bracket

31.5''(16:9)

1920×1080

240cd/m² 

1400:1

H178°, V178°

8ms

1 VGA, 1 HDMI, 1 USB

2 Speakers

13.9mm (U/R/L), 20.5mm (B)

Hanging bracket

42.5''(16:9)

1920×1080

330cd/m² 

1200:1

H178°, V178°

8ms

1 VGA, 1 HDMI, 1 USB

2 Speakers

12.8mm (U/R/L), 22mm (B)

Hanging bracket

Physical button
Infrared remote control

Physical button
Infrared remote control

HDMI cable, power cable,
remote control, base

HDMI cable, power cable,
remote control, base


