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COMPANY PROFILE

Shenzhen TVT Digital Technology Co., Ltd is a worldwide leading
supplier specialized in CCTV product and solution, established
in 2004. In the past years, we accumulated rich knowledge of
know-how in video compression, hardware design , software
development and Al algorithm. The company was officially
listed on Small and Medium Enterprise Board (SME Board) in
China Shenzhen Stock Exchange on Dec 28, 2016 (002835.52).

TVT has been growing up as a total solution developer and
manufacturer, offering unique products including full range IP
camera and NVR ,Hybrid DVR and HD Analog camera, and
software solutions such as NVMS2.0, mobile applications, and

browser applications.

To keep the advantage in innovation and quality, TVT keeps
reinvesting more than 12% of its sales turnover into R&D each
year. We have 300 talented engineers,more than 60% of which
with more than 3 years in TVT. We keep hearing the voice from
our customers, and make customer 's requirement true step by
step by professional demand management and R&D planning
management. So we are able to deliver customer the world 's
latest technology several months earlier than most of

competitors with reasonable price and reliable quality.

TVT is committed to enhance the security and safety of people's

life and assets. Till now, customers in more than 120 countries
have been benefited by distributing,installing or using TVT's
reliable CCTV products.
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R&D Center Industrial Park

It's located in Shenzhen Bay Eco-technology Park and put into use in October, 2017. TVT has industrial park of its own property with 65, 000 m* building area. It is located in Dongjiang
High-Tech Industrial Park, Zhongkai High-Tech District, Huizhou, China. It is a comprehensive park

integrating research and development, producing and service.

Manufacturing
Center

350+ rsn Engineers
TVT Shi'yan Manufacturing Center
89+ Patents 17, 000+m2 Manufacturing Space 8

120+ Countries have been Benefited Specialized SMT Producing Line

It is located in Huilongda Industrial
Park, Bao'an District, Shenzhen, China.
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IPC Core Technology

o Image Adjustment o System Design
Color Reproduction/Noisy Control/Details Enhancement Professional Laboratory, Mechanism/Optical/Electronic/Image/Lighting/Heating Design
Independent Team
o J3A Algorithm o High Precision Assembling and Production
TVT Patent (Auto Focus/Auto WB/Auto Exposure) Focus Speed Leading the Industry Special High Precision Facility Design Team
Auto Focus Adjustment/Auto Inspection/Auto Fix
o H.264/265 Compression o Analytics/Al
Low Bitrate/Fluent Video/Virtual | Frame 1080P 30fps with bitrate at 600kbps based Line Crossing/Intrusion/Object Removal/Scene Change People Counting/LPR
on H.265 Facial Recognition/Scene Recognition
o Starlight e Cloud
Starlight Software Algorithm WB/Noisy/Ghost, Auto Day/Night Switch under low light Cloud Connection
Cloud Upgrading
o Cyber Security o Mobhile APP
File Encryption, Firmware Upgrading Encryption HTTPS, 802.1X, IP Filter, APR, API Multiple Devices Management with Video/Audio
Transmission Encryption No Super account, Backdoor on the Web Digest Push Notification, 3D PTZ, Fisheye De-warping

Authorization, RTSP/ONVIF Authentication
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CAMERA




CAMERA

H.265

Smart

Smart H.265

Base on latest Al chipset and codec algorithm,
ensures good picture quality with extremely low
bitrate, 30% less than H.265+, another big step to save
the cost for storage and network band width.

Ultra Starlight

1/1.8" inch sensor and latest STARVIS technology,
combined with large aperture starlight lens, the
sensitivity is 5 times that of normal cameras, the
picture is clear and sharp even under extreme light
condition.

Normal Camera

TVT Starlight

Fisheye
12MP and 6MP professional fisheye with different view
styles, support NVR and NVMS .

Motorized

2MP,4MP,5MP&8MP with different typical housing.
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31X

37X, 30X, 20X and 18X optical zoom optional.

True WDR

Latest BSI sensor, Al chipset and advanced algorithm,
ensure great performance.

TVS 6000V

TVS 6000V Lighting, surge 2000V Protection .

Target Tracking

Al version PTZ models can follow the tracing of
target person or Vehicle.

P2pP

Remote view through web client and APP can
be easily realized by scanning QR code.

VCA

E3, A3 and M3 lineups support VCA by video
structure and deep learning, include intrusion
and tripwire ,people/motor vehicle /non-motor
vehicle target classified alarm, people /Vehicle
counting ,heat map, face detection ,recognition
and ANPR. S3 lineup , supports basic VCA
functions.

-50°C~60°C
Most outdoor IPCs run well under -40°C-60°C,

can be applicable to various scene. M3 and
Special PTZ models can work under -50°.

cac

Via DVR, it can set the camera menu, Also can
control PTZ and motorized camera.
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IP67

All outdoor cameras meet IP67 standard.

NIR

850nm IR sensitivity has been improved from 19.4% to
38.4%; 940nm IR sensitivity has improved 9.1 % to20%,
can be clearer picture and longer distance under same
IR condition.

Face Detection [Recognition

E3 and A3-FC series IPC can support face detection,
A3-FR series IPC can support both face detection and
recognition.

Two Parameters Setting

Due to environment change during different period,
especially day/night switch, some cases ask for
different camera setting, TVT IPC supports it with two
ways, auto and time schedule.

IK10

TVT vandal-proof dome with fixed, VF and motorized
lens can meet IK10 standard.

Smart IR

Support smart IR. It can automatically adjust IR
lighting intensity so as to avoid overexposure of object,
especially human face.

Video Encoder

Support switching analogue camera (include TVI and
AHD) to IPC from D1 to 4MP. Support SD card, alarm
infout, VCA. It's good for old system maintenance as
well as system expansion. For instance, old D1 PTZ and
some special housing camera which is not easy to get
from IP range .

802.1X

It provides an authentication mechanism to devices
wishing to attach to a LAN or WLAN

OnvirF

ONVIF

Support latest ONVIF 19.06, covering Profile
S( live stream), Profile C(playback) Profile
Q(Access control) and Profile T(H.265) .

MIC

Eyeball and dome IPC embedded with
professional MIC are much easier for cable
installation .

2-12 MP

Full range IPC from 2MP to 8MP. 12MP is being
developed .

HTTPS

Https is the secure version of HTTP, the protocol
over which data is sent between your Brower and
the website that youre connected to. It means all
communications are encrypted.
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A3-PA-5MP H.265 Perimeter Protection IP Camera
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Picture

Image Sensor
Min.lllumination

Lens

Iris

Day/Night

Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)

1/2.7" CMOS
Colour:0.008lux, F1.2, AGC ON
B/W:0 Lux with IR
Motorized Varfoca 2.8-12mm
DC-IRIS
\/
True WDR
Smart H265/H.265+/H265
/H264+/H264/MIPEG
2592x1944
2592x1944@30fps
G7MA/U
v
RJ45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch audio out
1-ch build-in Speak

Built-in Micro SD slot, up to 128 GB

Tinput; 1 output
ONVIF
\/
v

A Series

IPC

m TD-9452A3-PA TD-9555A3-PA

1/2.7" CMOS
Colour:0.008lux, F1.2, AGC ON
B/W:0 Lux with IR
Motorized Varfocal 2.8-12mm
DC-IRIS
\/
True WDR
Smart H265/H.265+/H265
/H.264+/H264/MIPEG
2592x1944
2592x1944@30fps
G71A/U
4
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in
1-ch audio out
1-ch build-in Speak
Built-in Micro SD slot, up to 128 GB

Tinput; 1 output
ONVIF
\/
v

Object abandoned/missing detection region entrance/exting/intrusion detection(human/vehicle classification), ine/€rossing detection(human/
vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd denstty detection, heat map,

human/vehicle counting, human tracking

v
30-50m
IP67
DC12V/PoE
<45W
<1IW
-30°C~+60°C, <95% humidity
217.7x80.5%80.5

Vv
30-50m
IP67
DC12V/Pok
<45W
<15W
-30°C~+60°C, <95% humidity
¢ 111.5x99.6
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A Series
A3-LR-2MP H.265 ANPR IP Camera IPC

Picture

Image Sensor

1/2.8" CMOS

N
"

1/2.8" CMOS

Min.!llumination Colour:0.0026lux, F1.2, AGC ON Colour:0.0026 lux@F1.2, AGC ON; 0 lux with IR
Lens C/CS Motorized Varfocal 7-22mm
Iris DC-IRIS DC-IRIS
Day/Night 4 va
Wide Dynamic Range True WDR True WDR
Video Compression Smart H.265/H.265+/H.265/H.264+/H.264/MJPEG Smart H.265/H.265+/H.265/H.264+/H.264/MJPEG
Max. Image Resolution 1920x1080 1920x1080
: Main stream FPS 1920x1080@30fps 1920x1080@30fps
. Audio Compression G71A/U GTMA/U
Parking . o y
Network RJ45x1,10M/100M self-adaptive RJ45x1,10M/100M self-adaptive
ke (i CVBS Output v v
p
1-ch audio in(Line in e
Audio T-ch build—in(M\C i Fehaudo nibine o
1-ch audio out
Storage Card Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB
RS485 v
Alarm T input; 1 output Tinput; 1 output
Interface Protocol ONVIF ONVIF
Motion Detection vV 4
USB Vv -
Smart Analysis v Vv
PoE Vv vV
IR Distance 50-70m
Water-proof Standrad - |P67
Power Supply AC24V/DC12V/PoE DC12V/PoE
Power Consumption <4W <4W
IR Consumption ON <4W <nw
Operating Environment -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity
/ Dismensions(mm) 152.9x79.0x63.99 279.5x100.3x88.9
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A3-FR-2MP H.265 Face Recognition IP Camera

m TD-9322A3-FR TD-9423A3-FR TD-9523A3-FR TD-9525A3-FR
4@, A

Picture

Image Sensor
Min.lllumination

Lens

Iris

Day/Night

Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

White Light Distance
Water-proof Standrad
Power Supply

Power Consumption
IR Consumption ON
Operating Environment
Dismensions(mm)

.

-

1/2.8' CMOS
Colour:0.0026lux, 1.2, AGC ON

C/CS
DC-IRIS
\/

True WDR
H.2655/H.265+/H.265/H.264S
[H264+/H264/MJPEG
19201080

1920x1080@30fps
G7MA/U
\/
RJ45x1,10M/100M self-adaptive
\/
1-ch audio in(Line in)
1-ch build-in MIC in
1-ch audio out
Built-in Micro SD slot, up to 128 GB
v
Tinput; 1 output
ONVIF

LA

AC24V/DC12V/PoE
<4W
<4W
-30°C~+60°C, <95% humidity
152.9x79.0x63.99

=

P
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1/2.8' CMOS
Colour:0.0026lux, 1.2, AGC ON

Motorized Varfocal 7-22mm
DC-IRIS

True WDR
H2655/H265+/H265/H.264S
[H264+/H264/MIPEG
19201080
1920x1080@30fps
G7MA/U
\/
RJ45x1,10M/100M self-adaptive

1-ch audio in(Ling in)
1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; 1 output
ONVIF
\/
\/
\/
v
10m
IP67
DCT2V/PoE
<4W
<12W
-30°C~+60°C, <95% humidity
2795x100.3x88.9

1/2.8' CMOS

Colour:0.0026 lux@F1.2, AGC ON

Motorized Varfocal 7-22mm
DC-IRIS

True WDR
H.2655/H.265+/H.265/H.264S
H.264+/H264/MJPEG
1920x1080
1920x1080@30fps
G/MA/U
\/
RJ45x1,10M/100M self-adaptive
\/
1-ch audio in(Ling in)
1-ch build-in MIC in
1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; T output
ONVIF
\/
\/
\/
\/

IP67
DC12V/PoE
<4W
<105W
-30°C~+60°C, <95% humidity
¢ 141x100.2

1/28' CMOS

Colour:0.0026 lux@F1.2, AGC ON

Motorized Varfocal 7-22mm
DC-IRIS
4
True WDR
H.2655/H265+/H.265/H264S
H.264+/H264/MJPEG
19201080
1920x1080@30fps
GMA/U
\/
RJ45x1,10M/100M self-adaptive

1-ch audio in(Ling in)
1-ch build-in MIC in

Built-in Micro SD slot, up to 128 GB

10m
IP67
DC12V/PoE
<4W
<w
-30°C~+60°C, <95% humidity
¢ 111.5%99.6

A Series

IPC

TD-9322A3H-FR

e
=

1/2" CMOS
Color: 0.0015 lux@F1.2, AGC ON;
B&W: 0,001 lux@F1.2, AGC ON
C/CS
DC-IRIS
\/

True WDR
H.265S5/H.265+/H.265/H.264S
H.264+/H264/MJPEG
1920x1080

1920x1080@30fps
G7MA/U
\/
RJ45x1,10M/100M/1000 sel-adaptive
\/
1-ch audio in(Line in)
1-ch build-in MIC in
1-ch audio out
Built-in Micro SD slot, up to 128 GB
\/
Tinput; T output
ONVIF

LA

AC24V/DC12V/PoE
<45W
<65W
-30°C~+60°C, <95% humidity
152.9x79.0x63.99
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A Serles

A3-FC-2MP H.265 Face Capture IP Camera

m TD-9322A3-FC TD-9422A3-FC TD-9423A3-FC TD-9523A3-FC TD-9525A3-FC

Picture

Image Sensor
Min.Illumination

Lens

Iris

Day/Night

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

White Light Distance
Water-proof Standrad
Power Supply

Power Consumption
IR Consumption ON
Operating Environment
Dismensions(mm)

g

>

1/28' CMOS

Colour:00028 Lux, F12, AGC ON;
B/W:0002 Lux, F12, AGC ON
C/CS
DC-IRIS
\/
True WDR
Smart H265/H.265+/H.265/H.264+/H264/MIPEG
19201080
1920x1080@30fps
GMAU
\/
RJ45x1, 10M/100M self-adaptive
+f

1-ch audio in(Line in)
T-ch build-in MIC in
1-ch audio out
Built-in Micro SD slot, up to 128 GB

\/
2 input; 2 output
ONVIF(Ver.19.06)

AR NN

AC24V/DC12V/PoE
<4W
<4W
-30°C~+60°C, <95% humidity
152.9x79.0x63.99
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1/28" CMOS

Colour:00028 Lux, F12, AGC ON;

Fixed 8mm/12mm
Fixed

True WDR
Smart H.265/H265+/H.265/H.264+/H264/MJPEG
19201080
1920x1080@30fps
GMA/U
v/
RJ45x1, 10M/100M sel-adaptive
\/

1-ch audio in(Line in)

Built-in Micro SD slot, up to 128 GB

10m
IP67
DC12V/PoE
<4W
<15W
-30°C~+60°C, <95% humidity
217.7x80.5x80.5

1/28' CMOS

Colour:00028 Lux, F12, AGC ON;

Motorized Varfocal 7-22mm
DC-IRIS

True WDR
Smart H265/H265+/H.265/H.264+/H264/MIPEG
1920%1080
1920x1080@30fps
GMAU
\/
RJ45x1, 10M/100M self-adaptive
+f

1-ch audio in(Line in)
1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; 1output

ONVIF

4

v

N

\/

10m

IP67

DC12v/PoE
<4W
<15W
-30°C~+60°C, <95% humidity

2795x1003x889

1/2.8' CMOS

Colour:00028 Lux, F12, AGC ON;
B/W:0002 Lux, F12, AGC ON
Motorized Varfocal 7-22mm
DC-IRIS
\/
True WDR
Smart H.265/H265+/H.265/H.264+/H264/MJPEG
19201080
1920x1080@30fps
G/MA/U
v/
RJ45x1, 10M/100M sel-adaptive
\/

1-ch audio in(Line in)
T-ch build-in MIC in
1-ch audio out
Built-in Micro SD slot, up to 128 GB

Tinput; 1output
ONVIF

AR NN

|P67
DC12V/PoE
<4W
<4W
-30°C~+60°C, <95% humidity
¢ 141x100.2

1/28' CMOS

Colour:00028 Lux, F12, AGC ON:

Motorized Varfocal 7-22mm
DC-IRIS

True WDR
Smart H265/H265+/H.265/H.264+/H264/MIPEG
1920%1080
1920x1080@30fps
GMAU
\/
RJ45x1,10M/100M self-adaptive

1-ch audio in(Line in)
T-ch build-in MIC in

Built-in Micro SD slot, up to 128 GB

10m
IP67
DC12V/PoE
<4W
<IW
-30°C~+60°C, <95% humidity
¢ 111.5%99.6



E3-8MP H.265 IP Camera

| 1 aass Ty

Picture

Image Sensor
Min.lllumination

Lens

Iris

Day/Night

Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS OQutput

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)

118" CMOS

Colour:0.01 Lux@F15, 0008 Lux, F1.2, AGC ON

Motorized Varfocal 28-12

118" CMOS

Colour.0.01 Lux@F15, 0,008 Lux, F1.2, AGC ON

Motorized Varfocal 28-12mm

E Series

IPC

TD-9382E3

R

118" CMOS

Colour.0.008 Lux, F1.2, AGC ON
B/W:0.0014 Lux with IR

C/CS , Optional

DC-IRIS DC-IRIS DC-IRIS
Vv Vv Vv
Vv v v
Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265
| Smart H264/H264+/H264/MJPEG / Smart H264/H264+/H264/MJPEG / Smart H264/H264+/H264/MJPEG
3840x2160 3840x2160 3840x2160
3840x2160@30fps 3840x2160@30fps 3840x2160@30fps
G7IA/U G7MA/U G7MA/U
v V4 v
RI45x1,10M/100M self-adaptive RI45x1,10M/100M self-adaptive RI45x1,10M/100M self-adaptive
v v v
o 1-ch audio in(Line in) 1-ch audio in(Line in)
W'Ch]f’cuhd'gh'l(”ﬁ‘gjt‘”) T-ch buid-n MC n T-ch buikin MIC
1-ch audio out 1-ch audio out
Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB
vV
Tinput; 1 output 1input; 1 output 2 input; 2 output
ONVIF ONVIF ONVIF
v v v
v v v
Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/
vehicle classffication), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map,
human/vehicle counting, human tracking
v Vv Vv
50-70m 30-50m
P67 P67 -
DC12V/PoE DC12V/PoE AC24V/DC12V/PoE
<bW <TW <
<95W <105W =
-30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity
2795x100.3x88.9 $ 1411002 145x70x60
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E Series

E3L-8MP H.265 IP Camera

m TD-9382E3L TD-9482E3L TD-9483E3L TD-9581E3L TD-9583E3L TD-9585E3L

m-

> ~
Picture "" \Jﬂ o~ - Q O /j
> - 4 )
Image Sensor 1/28' CMOS 1/28' CMOS 1/28' CMOS 1/28' CMOS 1/28' CMOS 1/28' CMOS
Min.lllumination Colour.0.0091ux, Fl“2, AGC ON Colour.0.0091ux, F1“2, AGC ON Colour:0.0091ux, FW.Z, AGC ON Colour:0.0091ux, F1.2, AGC ON Colour.0.0091ux, F1“2, AGC ON Colour:0.0091ux, H‘.Z’ AGC ON
B/W.0 Lux with IR B/W.0 Lux with IR B/W:0 Lux with IR B/W.0 Lux with IR B/W.0 Lux with IR B/W:0 Lux with IR

Lens C/CS Fixed 28mm Motorized Varfocal 28-12mm Fixed 28mm Motorized Varfocal 2.8-12mm Motorized Varfocal 2.8-12mm
Iris C-MIS Fixed IRIS DC-IRIS Fixed DC-IRIS DC-IRIS
Day/Night v Vv v v Vv v
Wide Dynamic Range True WDR True WDR True WDR True WDR True WDR True WDR
Video Compression Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265

[H264+/H264/MIPEG [H264+/H264/MIPEG H264+/H264/MIPEG H264+/H264/MIPEG [H264+/H264/MIPEG H264+/H264/MIPEG
Max. Image Resolution 3840x2160 3840x2160 3840%2160 3840x2160 3840x2160 3840%2160
Main stream FPS 3840x2160@20fps 3840x2160@20fps 3840x2160@20fps 3840x2160@20fps 3840x2160@20fps 3840x2160@20fps
Audio Compression G7IA/U G7IA/U G71IA/U G7IAU G7MA/U G7A/U
ROI vV v 4 vV v vV
Network RI45x1,10M/100M self-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M seff-adaptive
CVBS Output v 4
Audio ool W T-ch audio nlne ) FehaudoinlLiein) ehaudo nLie ) Vool W Tchaudo nLie )

1-ch audio out 1-ch audio out 1-ch build-in MIC in 1-ch audo out 1-ch build-in MIC in
Storage Card Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Buitt-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB
RS485 vV - -
Alarm 2 input; 2 output Tinput; T output Tinput; 1 output 1input; T output
Interface Protocol ONVIF ONVIF ONVIF ONVIF ONVIF ONVIF
Motion Detection vV Vv 4 4 v v
Aisle Mode Vv Vv vV Vv v Vv
Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/
Smart Analysis vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map,
human/vehicle counting, human tracking

PoE Vv Vv Vv 4 v v
IR Distance 30-50m 50-70m 20-30m 30-50m 30-50m
Water-proof Standrad P67 P67 P67 P67 P67
Power Supply AC24V/DC12V/PoE DC12V/Pok DC12V/Pok DC12V/PoE DC12V/Pok DC12V/Pok
Power Consumption <45W <5W <5W <4W <6W <b5W
IR Consumption ON <6W <BAW <14W <75W <1 <IW
Operating Environment -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity
Dismensions(mm) 152.9x79.0x63.99 2177x805x805 2795x100.3x889 ¢ 119x87.8 ¢ 1411002 ¢ 15x996
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E Series
E3-5MP H.265 IP Camera IPC

m TD-9452E3 TD-9453E3 TD-9551E3 TD-9553E3 TD-9554E3
. ~ ﬁv,} 4 » ~ -
: o allf 1
Picture ‘ Tty a ‘rj — o a
.~ ] =y
Image Sensor 1/27" CMOS 1/27' CMOS 1/27" CMOS 1/27" CMOS 1/27" CMOS
. L Colour:0.0045lux@F12, AGC ON Colour:0.0045lux@F1.2, AGC ON Colour:0.0045lux@F1.2, AGC ON Colour:0.0045lux@F1.2, AGC ON
Win flumination Cabour0.0045x@F12, AGC ON B/WO Lux@wnh IR B/W0 Lux@with IR B0 Lux@with R B0 Lux@w'rth R
Lens Motonzed e 2'842[,“”] Motorized Varfocal 2.8-12/7-22mm, Optional Fixed 28mm, 3.6mm Optional Motorized Varfocal 28-12mm Fixed 28mm, 36mm Optional
Fixed 28mm, 3.6mm ; Optional
. Motorized Varifocal with DC-IRIS ) )
Iris Fxed Lens with Fied IRIS DC-IRIS Fixed DC-IRIS Fixed
Day/Night v v/ 4 v v
Wide Dynamic Range 12008 12008 12008 12008 12048
Video Compression Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265
/Smart H264 [H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG

Max. Image Resolution 2592x1944 2592x1944 2592x1944 2592x1944 2592x1944
Main stream FPS 2592x1944@30fps 2592x1944@30fps 2592x1944@30fps 2592x1944@30fps 2592x1944@30fps
Audio Compression GTMA/U G7MA/U GTNA/U GTMA/U G7MA/U

ROI v vV Vv vV 4

Network RI45x1,10M/100M self-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M seff-adaptive RI45x1,10M/100M self-adaptive RI45x1,10M/100M seff-adaptive
CVBS Output - 4 - 4 -

. L 1-ch audio in(Line in 1-ch audio in(Line in 1-ch audio in(Line in 1-ch audio in(Line in
Audio I-¢h audo nfLine n) e e T-ch buid-in MIC i S e
Storage Card Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB
RS485 - - - - -

Alarm - Tinput; T output Tinput; T output Tinput; T output -
Interface Protocol ONVIF ONVIF ONVIF ONVIF ONVIF
Motion Detection vV vV vV vV vV
Aisle Mode vV va Vv vV va

Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/
Smart Analysis vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd denstty detection, heat map,

human/vehicle counting, human tracking

PoE v Vv Vv v vV
IR Distance 30-50m 50-70m/2.8~12mm; 70-100m/7-22mm 20-30m 30-50m 20-30m
Water-proof Standrad P67 P67 P67 P67 P67
Power Supply DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE
Power Consumption <65W (28-12mm/7-22mm )<95W; <55W <55W <55W
IR Consumption ON <105W (28-12mm/7-22mm )<135W <T15W <9W <15W
Operating Environment -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity
Dismensions(mm) 2177x805x805 2195x100.3x889 $ 119x87.8 ¢ 1411002 ¢ 946x828
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E Series

E3-5MP H.265 IP Camera

Picture

Image Sensor

Min.lllumination

Lens

Iris

Day/Night
Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)
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1/27" CMOS

Colour:0.0045lux@F1.2, AGC ON
B/W:0 Lux with IR

Motorized Varfocal 28-12mm

DC-IRIS

\/
12008
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1944
2592x1944@30fps
GT1A/U
\/
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in
Built-in Micro SD slot, up to 128 GB

ONVIF
/
v/

v

30-50m
IP67

DC12V/PoE
<65W
<10.5W
-30°C~+60°C, <95% humidity
$ 111.5x99.6

1/27" CMOS

Colour:0.0045lux@F1.2, AGC ON
B/W.0 Lux with IR

Fixed 2.8mm, 3.6mm Optional

Fixed

\/
12048
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MJPEG
2592x1944
2592x1944@30fps
G7MA/U
\/
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in
Built-in Micro SD slot, up to 128 GB

ONVIF
\/
v

IPC

TD-9552E3 TD-9451E3 TD-9352E3

1/27' CMOS

Colour:0.0045lux@F1.2, AGC ON
B/W:0 Lux with IR

Motorized Varifocal 28-12mm

DC-IRIS

\/
12048
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1944
2592x1944@30fps
GT1A/U
v
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in; 1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; 1 output
ONVIF
v
\/

1/27" CMOS

Colour:0.0045lux@F1.2, AGC ON
B/W:0 Lux with IR

Fixed 2.8mm, 3.6mm Optional

Fixed

\/
12048
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MJPEG
2592x1944
2592x1944@30fps
GrmAU
\/
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)

Built-in Micro SD slot, up to 128 GB

ONVIF
<
v/

Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/
vehicle classffication), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map,

v/
10m-20m
P67
DC12V/PoE
<4W
<55W
-30°C~+60°C, <95% humidity
¢ 110x58

human/vehicle counting, human tracking

v
20-30m

DCI12V/PoE
<6W
<B5W
-30°C~+60°C, <95% humidity
® 1216x959

v/
20m-30m
P67
DC12V/PoE
<65W
<85W
-30°C~+60°C, <95% humidity
1675745745

1/27" CMOS

Colour:0.0045lux@F1.2, AGC ON
B/W:0 Lux with IR

C/CS Optional

DC-IRIS

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1944
2592x1944@30fps
G7MA/U
Vv
RI45x1,10M/100M seff-adaptive
\/
1-ch audio in(Line in)
1-ch build-in MIC in:  1-ch audio out
Built-in Micro SD slot, up t0 128 GB
\/
2 input; 2 output
ONVIF
Vv
Vv

v

AC24V/DC12V/PoE
<75W

-30°C~+60°C, <95% humidity
145x70%60



E3-4MP H.265 IP Camera

E Series

IPC

m TD-9442E3 TD-9443E3 TD-9541E3 _ TD-9544E3

TD-9543E3
g

©

Picture

Image Sensor

Min.lllumination

Lens

Iris

Day/Night
Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)

.

fi
'

1/3" CMOS

Colour:0.0028lux@F12, AGC ON
B/W.0 Lux with IR

Motorized Varfoca 2.8-12mm
Fixed 28mm, 3.6mm ; Optional

Fixed- IRIS

v/
12008
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
GTMAIU
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)

Built-in Micro SD slot, up to 128 GB

ONVIF
v
v/

v/
30-50m
P67
DC12V/PoE
<b5W
<95W
-30°C~+60°C, <95% humidity
217.7x805%80.5

1/3" CMOS

Colour:0.00281ux@F1.2, AGC ON
B/W.0 Lux with IR

Motorized Varfocal 28-12/7-22mm, Optional

DC-IRIS

Vv
12008
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MJPEG
2592x1520
2592x1520@30fps
GIMAU
\/
RI45x1,10M/100M seff-adaptive
\/

1-ch audio in(Line in); 1-ch audio out
Built-in Micro SD slot, up to 128 GB
Tinput; T output
ONVIF

v
V4

v

1/3" CMOS

Colour:0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Fixed 28mm, 36mm Optional

Fixed

\/
12048
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
GIMAIU
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in); 1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; T output
ONVIF
\/
\/

1/3" CMOS

Colour:0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Motorized Varfocal 2.8-12mm

DC-IRIS

v
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
GTMA/U
\/
RI45x1,10M/100M seff-adaptive
\/
1-ch audio in(Line in) 1-ch build-in MIC in
1-ch audio out
Built-in Micro SD slot, up to 128 GB

Tinput; T output
ONVIF
\/
Vv

Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/

v/
50-70m/2.8~12mm; 70-100m/7-22mm
IP67
DC12V/PoE
(28-12mm/7-22mm )<6W,;
(28-12mm)<10W; (7-22mm)<12W
-30°C~+60°C, <95% humidity
2795x100.3x88.9

v
20-30m
P67
DC12V/PoE
<h5W
<15W
-30°C~+60°C, <95% humidity
4119878

vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map,
human/vehicle counting, human tracking

v
30-50m
P67
DC12V/Po
<45W
<8W
-30°C~+60°C, <95% humidity
¢ 1411002

a

1/3" CMOS

Colour:0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Fixed 28mm, 3.6mm Optional

Fixed

v
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1620
2592x1520@30fps
G71A/U
\/
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in

Buitt-in Micro SD slot, up t0 128 GB

ONVIF
W/
Vv

v
20-30m
P67
DC12V/Pok
<bBW
<15W
-30°C~+60°C, <95% humidity
$ 946x828
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E Series

E3-4MP H.265 IP Camera

] wes s

Picture

Image Sensor

Min.lllumination

Lens

Iris

Day/Night
Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)
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1/3" CMOS

Colour:0.00281ux@F1.2, AGC ON
B/W:0 Lux with IR

Motorized Varfocal 2.8-12mm

DC-IRIS

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
GTMAU
v
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)
1-ch bulld-in MIC in

Buitt-in Micro SD slot, up t0 128 GB

ONVIF
v
v

v
30-50m
P67
DC12V/PoE
<65W
<105W
-30°C~+60°C, <95% humidity
451996

1/3" CMOS

Colour:0.0028lux@F1.2, AGC ON
B/W:0 Lux with IR

Fixed 2.8mm, 3.6mm Optional

Fixed

2
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
G7MA/U
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)
T-ch build-in MIC in

Built-in Micro SD slot, up to 128 GB

ONVIF
v
v/

\/

10m-20m

1P67
DC12V/PoE

<3W

<45W

-30°C~+60°C, <95% humidity

¢ 110x58

IPC

D-9542E3 TD-9441E3 TD-9342E3

1/3" CMOS

Colour:0.0028lux@F1.2, AGC ON
B/W.0 Lux with IR

Motorized Varifocal 28-12mm

DC-IRIS

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
G71A/U
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in: 1-ch audio out

Built-in Micro SD slot, up to 128 GB

Tinput; T output
ONVIF
\/
v

v
20-30m

DC12V/PoE
<5W
<15W
-30°C~+60°C, <95% humidity
@ 1216%x959

1/3" CMOS

Colour:0.0028ux@F1.2, AGC ON
B/W:0 Lux with IR

Fixed 28mm, 3.6mm Optional

Fixed

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
G7TA/U
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)

Buitt-in Micro SD slot, up t0 128 GB

ONVIF
v
v/

Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/
vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd denstty detection, heat map,
human/vehicle counting, human tracking

\/
20m-30m
P67
DC12V/PoE
<55W
<15W
-30°C~+60°C, <95% humidity
1675x745x745

1/3" CMOS

Colour:0.0028lux@F1.2, AGC ON

C/CS Optional

DC-IRIS

v
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
2592x1520
2592x1520@30fps
GTMA/U
Vv
RI45x1,10M/100M self-adaptive
\/
1-ch audio in(Line in)
1-ch build-in MIC in; 1-ch audio out
Built-in Micro SD slot, up to 128 GB
\/
2 input; 2 output
ONVIF
\/
v

v

AC24V/DC12V/PoE
<65W

-30°C~+60°C, <95% humidity
145x70x60



E Series

E3-2MP H.265 IP Camera IPC

Colour:0.00281ux@F1.2, AGC ON

Colour:0.0028lux@F1.2, AGC ON

Colour:0.0028ux@F12, AGC ON

Colour:0.0028lux@F1.2, AGC ON

m TD-9422E3 TD-9423E3 TD-9521E3 TD-9523E3 TD-9524E3
ffa -2 » & ~
Picture ‘vf ‘rj - )
j;/}./ .u“,,)" -4—/
Image Sensor 1/28" CMOS 1/28" CMOS 1/28" CMOS 1/28" CMOS 1/28" CMOS

Colour:0.0028lux@F1.2, AGC ON

Min llumination B/WO Lux with IR BIW Lux with IR B/W0 Lux with IR B/W Lux with IR BIW Lux with IR
Lens MOtOHZEd it 2.8—12mm Motorized Varfocal 28-12mm Fixed 2.8mm, 3.6mm Optional Motorized Varfocal 28-12mm Fixed 28mm, 3.6mm Optional
Fixed 28mm, 3.6mm ; Optional

Iris Fixed-IRIS DC-IRIS Fixed DC-IRIS Fixed

Day/Night 4 4 4 4 4

Wide Dynamic Range 120dB 120dB 120dB 120dB 120dB

Tt Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265 Smart H265/H265+/H265
[Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG /Smart H264 /H264+/H264/MIPEG

Max. Image Resolution 19201080 1920x1080 19201080 19201080 19201080

Main stream FPS 1920x1080@20fps 1920x1080@20fps 1920x1080@20fps 1920x1080@20fps 1920x1080@20fps

Audio Compression GTIA/U G7IA/U GTIA/U G7IA/U GTIA/U

ROI v v vV v v

Network RI45x1,10M/100M self-adaptive RI45x1,10M/100M self-adaptive RI45x1,10M/100M self-adaptive RI45x1,10M/100M seff-adaptive R45x1,10M/100M seff-adaptive

CVBS Output - 4 - Vv -

. o 1-ch audio in(Line in) 1-ch audio in(Line in) 1-ch audio in(Line in) 1-ch audio in(Line in)
Audio T-ch audio in(Line in) 1-ch audio out 1-ch build-in MIC in 1-ch build-in MIC in: 1-ch audio out 1-ch build-in MIC in
Storage Card Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB Built-in Micro SD slot, up to 128 GB
RS485 - - - - -

Alarm - 1input; T output Tinput; T output Tinput; T output -
Interface Protocol ONVIF ONVIF ONVIF ONVIF ONVIF
Motion Detection v v v v v
Aisle Mode 4 Vv 4 4 Vv
Smart Analysis . Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/

vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map, human/vehicle counting, human tracking
PoE vV vV vV vV vV
IR Distance 30-50m 50-70m 20-30m 30-50m 20-30m
Water-proof Standrad P67 P67 P67 P67 P67
Power Supply DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE
Power Consumption <b5W <6W <b5W <5W <b5W
IR Consumption ON <95W <10W <75W <B5W <75W
Operating Environment -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity -30°C~+60°C, <95% humidity
Dismensions(mm) 2177x805x805 2795x1003x889 ¢ 119x87.8 ¢ 1411002 ¢ 946x828
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E Series

E3-2MP H.265 IP Camera

m TD-9525E3 TD-9527E3 TD-9522E3 TD-9421E3 TD-9322E3

Picture

Image Sensor

Min.Illumination

Lens

Iris

Day/Night
Wide Dynamic Range

Video Compression

Max. Image Resolution
Main stream FPS
Audio Compression
ROI

Network

CVBS Output

Audio

Storage Card
RS485

Alarm

Interface Protocol
Motion Detection
Aisle Mode

Smart Analysis

PoE

IR Distance
Water-proof Standrad
Power Supply

Power Consumption

IR Consumption ON
Operating Environment
Dismensions(mm)
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1/28" CMOS

Colour: 0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Motorized Varfocal 2.8-12mm

DC-IRIS

v
12048
Smart H265/H265+/H265
/Smart H264 [H264+/H264/MIPEG
19201080
1920x1080@30fps
GTMA/U
vV
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)

T-ch build-in MIC in
Built-in Micro SD slot, up to 128 GB

ONVIF

4‘,:\. o

1/28"CMOS

Colour: 0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Fixed 28mm, 36mm Optional

Fixed

\/
12008
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
19201080
1920x1080@30fps
G7MA/U
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in
Buitt-in Micro SD slot, up to 128 GB

ONVIF
/
v/

F m

1/28" CMOS

Colour: 0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Manual Varifocal 28-12mm

Fixed IRIS

v
12048
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
19201080
1920x1080@30fps
GTMA/U
\/
RI45x1,10M/100M self-adaptive

1-ch audio in(Line in)
1-ch build-in MIC in: 1-ch audio out
Built-in Micro SD slot, up to 128 GB

1input; T output
ONVIF
\/
v

1/28"CMOS

Colour: 0.0028 lux@F1.2 AGC ON
B/W:0 Lux with IR

Fixed 28mm, 36mm Optional

Fixed

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
19201080
1920x1080@30fps
G71A/U
\/
RI45x1,10M/100M seff-adaptive

1-ch audio in(Line in)

Built-in Micro SD slot, up to 128 GB

ONVIF
/
v/

Object abandoned/missing detection, region entrance/exiting/intrusion detection(human/vehicle classification), line crossing detection(human/

vehicle classification), video tampering detection, scene change detection, face detection, face capture, crowd density detection, heat map, human/vehicle counting, human tracking

\/
30-50m
P67
DC12V/Pok
<65W
<105W
-30°C~+60°C, <95% humidity
¢ 1115x996

v/
10m-20m
P67
DC12V/Pok
W
<45W
-30°C~+60°C, <95% humidity
¢ 110x58

v
20-30m

DC12V/Pok
<HW
<15W
-30°C~+60°C, <95% humidity
d 1216x959

v/
20m-30m
P67
DC12V/Pok
<b5W
<1HW
-30°C~+60°C, <95% humidity
167.5x74.5x745

SR

1/28" CMOS

Colour:0.0028 lux@F1.2 AGC ON

C/CS Optional

DC-IRIS

\/
120dB
Smart H265/H265+/H265
/Smart H264 /H264+/H264/MIPEG
1920x1080
1920x1080@30fps
G7IA/U
\/
RI45x1,10M/100M self-adaptive
2
1-ch audio in(Line in)
1-ch build-in MIC in: 1-ch audio out
Built-in Micro SD slot, up to 128 GB
\/
2 input; 2 output
ONVIF
\/
v

VA

AC24V/DC12V/Pok
<65W

-30°C~+60°C, <95% humidity
146x70x60



S Series

S3-8MP H.265 [P Camera IPC

-'..'r J

m TD-9481S3 TD-9482S3 TD-9483S3

Picture

Image Sensor

Min.lllumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression

CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Smart Analysis

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)

—
5

|

1/27" CMOS

Color: 0.032 lux @ F12, AGC ON;
B/W: Olux with IR

Fixed 28mm, 3.6mm Optional

Ture WDR
H265/H.264
3840%2160
3840x2160@20fps
G7MA/U

1CH audio input

20-30m
1P67
DC12V/PoE
<6.5W
-30°C~+60°C, <95% humidity
167.5x745x745

D

A

1727 CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: Olux with IR

Motorized Varifocal 28-12mm
Fixed 2.8mm, 3.6mm Optional
Ture WDR
H265/H.264
38402160
3840%2160@20fps

GTIA/U

1CH audio input

30-50m
P67
DCT2V/PoE
<95W
-30°C~+60°C, <95% humidity
217.7x80.5%x80.5

il
L -

1727 CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: Olux with IR

Motorized Varifocal 2.8-12mm, Fixed

Ture WDR
H265/H.264
3840x2160
3840x2160@20fps
G7MAU

1CH audio input;
1CH audio output

V4

1CH alarm input; 1CH alarm output

ONVIF
v/
4

50-70m
P67

DCT2V/PoE
<95W
-30°C~+60°C, <95% humidity
2795x100.3x88.9
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S Series

S3-8MP H.265 [P Camera

TD-9584S3

TD-9585S3

IPC

TD-9583S3

Picture

Image Sensor

Min.lllumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression

CVBS Output
Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Smart Analysis

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)
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1/2.7" CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: 0lux with IR

Fixed 2.8mm,
3.6mm Optional
Ture WDR
H.265/H.264
3840x2160
3840%2160@20fps
G.711A/U

1CH built-in MIC

V

ONVIF
v
v/
20-30m
IP67
DC12V/PoE
<IW
-30°C~+60°C, <95% humidity
0119%87.8

1/2.1" CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: 0lux with IR

Fixed 2.8mm,
3.6mm Optional
Ture WDR
H.265/H.264
3840x2160
3840x2160@20fps
G.711A/U

1CH built-in MIC

\/

ONVIF
\/
\/
20-30m
P67
DC12V/PoE
<6.5W
-30°C~+60°C, <95% humidity
b 94.6x82.8

- N

1/2.7" CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: 0lux with IR

Motorized Varifocal 2.8-12mm,
Fixed

Ture WDR
H.265/H.264
3840x2160
3840x2160@20fps
G711A/U

1CH built-in MIC

\/

ONVIF
V4
N4
30-50m
IP67
DC12V/PoE
<9W
-30°C~+60°C, <95% humidity
¢ 111.5%99.6

1/2.7" CMOS

Color: 0.032 lux @ F1.2, AGC ON;
B/W: Olux with IR

Motorized Varifocal 2.8-12mm
, Fixed
Ture WDR
H.265/H.264
38402160
3840x2160@20fps
G.71A/U

1CH audio input; 1CH output

\/

1CH alarm input; 1CH alarm output
ONVIF
\/
Vv
30-50m
IP67
DC12V/PoE
<9W
-30°C~+60°C, <95% humidity
$ 141x100.2



S3A-5MP H.263 IP Camera

TD-9451S3A

TD-9452S3A

TD-9551S3A

TD-9554S3A

TD-9555S3A

IPC

TD-9553S3A

Picture

Image Sensor

Min.lllumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression
CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Smart Analysis

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)

P

r .74

1/27" CMOS

Color: 0.0085 lux @ F1.2, AGC ON;
B/W: Olux with IR

Fixed 28mm, 3.6mm Optional

Digital WDR
H.265/H.264
2592x1944
2592x1944@20fps
G7MA/U

ONVIF
V/
Vv

20-30m
P67

DC12V/PoE
<5W
-30°C~+60°C, <95% humidity
167.5x745%745

1/27" CMOS

Color: 0.0085 lux @ F12, AGC ON;
B/W: Olux with IR

Motorized Varifocal 2.8-12mm
Fixed 28mm, 3.6mm, 6mm
Optional
Digital WDR
H.265/H.264
25921944
2592x1944@20fps
G7MA/U

ONVIF
+/
v/

30-50m
P67

DC12V/PoE
<8W
-30°C~+60°C, <95% humidity
217.7x80.5x80.5

-
1/27" CMOS

Color: 0.0085 lux @ F1.2, AGC ON;
B/W: Olux with IR

Fixed 28mm, 3.6mm Optional

Digital WDR
H.265/H.264
2592x1944
2592x1944@20fps
G7MA/U

ONVIF
V/
Vv
20-30m
IP67
DC12V/PoE
<6W
-30°C~+60°C, <95% humidity
g119x87.8

o
1/27" CMOS

Color: 0.0085 lux @ F1.2, AGC ON;
B/W: Olux with IR

Fixed 2.8mm, 3.6mm Optional

Digital WDR
H.265/H.264
2592x1944
2592x1944@20fps
GMA/U

1-ch build-in MIC in
/

ONVIF
W/
v/
20-30m
P67
DC12V/Pok
<5W
-30°C~+60°C, <95% humidity
¢ 94.6%828

Qo

1/27" CMOS

Color; 0.0085 lux @ F1.2, AGC ON;

B/W: Olux with IR

Motorized Varifocal 2.8-12mm,
Fixed

Digital WDR
H.265/H.264
2592x1944
2592x1944@20fps
GTMA/U

T-ch build-in MIC in

30-50m
P67
DC12V/Pok
<9w
-30°C~+60°C, <95% humidity
$ 1115x996

1/27" CMOS

Color: 0.0085 lux @ F1.2, AGC ON;

B/W: Olux with IR

Fixed 28mm, 3.6mm Optional, Fixed

Digital WDR
H.265/H.264
2592x1944
2592x1944@20fps
G7NA/U

T-ch build-in MIC in
+/

ONVIF
W/
V/

30-50m
P67
DC12V/Pok
<9w

-30°C~+60°C, <95% humidity

$ 141x1002
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S Series

S3/S3L-4MP H.265 IP Camera

TD-9544S3L

TD-944183

TD-944253

TD-9544S3

IPC

TD-9545S3

Picture

Image Sensor

Min.lllumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression
CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Smart Analysis

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)
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1727 CMOS

Color: 0.011 lux @F12, AGC ON;
B/W: Olux with IR

Fixed 2.8mm, 36mm Optional

Digital WDR

H.265/H.264

2560x1440
2560x1440@20fps

ONVIF(Ver.19.06)
V4
v/
10-20m
P67
DC12V/PoE
<4W
-20°C~+55°C, <95% humidity
1621x74.8x73.8

1721 CMOS

Color: 0.011 lux @F1.2, AGC ON;
B/W: Olux with IR

Fixed 2.8mm, 36mm Optional

Digital WDR
H.265/H.264
2560x1440
2560x1440@20fps
G7MA/U

1-ch build-in MIC in
\/

ONVIF
v
v
10-20m
P67
DCT2V/PoE
<4W
-20°C~+55°C, <95% humidity
& 948828

1/27' CMOS

Color: 0.011 lux @F12, AGC ON;
B/W: Olux with IR

Fixed 2.8mm, 3.6mm Optional

Digital WDR

H.265/H.264

2560x1440
2560x1440@30fps

ONVIF
V4
v

20-30m
IP67

DC12V/PoE
<5W
-30°C~+60°C, <95% humidity
167.5x745x745

1/27' CMOS

Color: 0.011 lux @F1.2, AGC ON;
B/W: Olux with IR

Manual Varifocal 28-12mm
Motorized Varifocal 2.8-12mm
Fixed 2.8mm, 3.6mm, 6mm Optional
Digital WDR
H.265/H.264
25601440
2560x1440@30fps

ONVIF
W/
v

30-50m
P67

DC12V/PoE
<8W
-30°C~+60°C, <95% humidity
217.7x805%80.5

1727 CMOS

Color: 0.011 lux @F12, AGC ON;
B/W: Olux with IR

Fixed 2.8mm, 36mm Optional

Digital WDR
H.265/H.264
2560x1440
2560x1440@30fps
G7MA/U

T-ch build-in MIC in
\/

ONVIF
\/
\/
20-30m
IP67
DCI2V/PoE
<55W
-30°C~-+60°C, <95% humidity
b 946828

ﬁ
B
4

1/2.7" CMOS

Color: 0.011 lux @F1.2, AGC ON;
B/W: Olux with IR

Motorized Varifocal 28-12mm, Fixed

Digital WDR
H.265/H.264
2560x1440
2560x1440@30fps
G7MA/U

1-ch build-in MIC in
\/

ONVIF
v/
N
30-50m
P67
DCT2V/PoE
<8W
-30°C~+60°C, <95% humidity
¢ 1M1.5%x99.6



S3/S3L-2MP H.265 IP Camera

TD-9421S3L

TD-9524S3L

TD-9421S3

TD-9422S3

TD-9524S3

TD-9525S3

S Series
IPC

-9522S3

Picture

Image Sensor

Min.Illlumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression
CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection
Smart Analysis

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)

-

1/32" CMOS

Color: 0.012lux @F1.2, AGC ON;
B/W:0 lux with IR

Fixed 2.8mm, 3.6mm Optional,

Digital WDR
H.265/H264/MIPEG
1920x1080
1920x1080@30fps

ONVIF
N

10-20m
IP67
DC12V/PoE
<5W
-20°C~+55°C, <95% humidity
1621x74.8x73.8

1/32" CMOS

Color: 0.012lux @F1.2, AGC ON;
B/W:0 lux with IR

Fixed 28mm, 3.6mm Optional

Digital WDR
H265/H264/MJPEG
1920x1080
1920x1080@30fps
G/MA/U

\/

ONVIF
\/
\/
10-20m
P67
DCI2V/PoE
<5W
-20°C~+55°C, <95% humidity
$ 948x828

Tt

1/29" CMOS

Color: 0.0035 lux@F1.2, AGC ON;
B/W:0lux with IR

Fixed 2.8mm, 3.6mm Optional

Digital WDR
H265/H264/MIPEG
1920x1080
1920x1080@30fps
G71IA/U

Vv
v

ONVIF
W/
Vi

20-30m
IP67

DC12V/Pok
<55W
-30°C~+60°C, <95% humidity
167.5%745x745

\

1/29" CMOS

Color: 0.0035 lux@F1.2, AGC ON;
B/W:0lux with IR

Manual Varifocal 2.8-12mm

Fixed 2.8mm, 3.6mm, 6mm Optional

Digital WDR
H265/H264/MIPEG
1920x1080
1920x1080@30fps
G7MA/U

\/
\/

ONVIF
v
v

30-50m
IP67

DC12V/PoE
<15W
-30°C~+60°C, <95% humidity
217.7x805%805

1/29" CMOS

Color: 0.0035 lux@F1.2, AGC ON;
B/W:0lux with IR

Fixed 2.8mm, 3.6mm Optional

Digital WDR
H265/H264/MIPEG
1920x1080
1920x1080@30fps
G7MA/U

\/
\/

ONVIF
\/
\/
20-30m
P67
DCI2V/PoE
<45W
-30°C~+60°C, <95% humidty
b 946x828

—
B
y

1/29" CMOS

Color: 0.0035 lux@F1.2, AGC ON;
B/W:0lux with IR

Manual Varifocal 2.8-12mm

Digital WDR
H265/H264/MIPEG
1920x1080
1920x1080@30fps
G71A/U

\/
\/

ONVIF
N
v
30-50m
IP67
DC12V/PoE
<8W
-30°C~+60°C, <95% humidity
¢ 1115%x99.6

©

1/29" CMOS

Color: 00035 lux@F1.2, AGC ON;
B/W:0lux with IR

Manual Varifocal 2.8-12mm

Digital WDR
H265/H264/MJPEG
1920x1080
1920x1080@30fps
G7MA/U

\/
\/

ONVIF

20-30m

DCI2V/PoE
<55W
-20°C~~+40°C, <95% humidity
$122x96
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S Series

S3H-2MP H.265 Starlight IP Camera

m TD-9322S3H TD-9421S3H TD-9422S3H TD-9521S3H TD-9524S3H TD-9525S3H

Picture

Image Sensor

Min.Illlumination

Lens

Wide Dynamic Range
Video Compression
Max. Image Resolution
Main stream FPS
Audio Compression
CVBS Output

Audio

Storage Card

RS485

Alarm

Interface Protocol
Motion Detection

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
Operating Environment

Dismensions(mm)

D
1727 CMOS

Color: 0.0028lux@F1.2, AGC ON
B/W:0.0002lux, F12, AGC ON, No IR

C/CS, DC-IRIS

Digital WDR
H.265+/H.264/MJPEG
1920x1080
1920x1080@30fps
G7MA/U

\/
\/
\/
1CH alarm input / output
ONVIF
v

DCI2V/PoE
<4W
-30°C~+40°C, <95% humidity
1384x70x60.5

21 | TVT PRODUCT SELECTION

o2

1727 CMOS

Color: 0.0028lux@F1.2, AGC ON
B/W: Olux with IR

Fixed 2.8mm, 3.6mm, 6mm Optional,

Fixed

Digital WDR
H.265+/H.264/MJPEG
1920x1080
1920x1080@30fps

ONVIF
v/

20-30m
P67

DC12v/PoE
<6W
-30°C~+60°C, <95% humidity
167.5%745x745

‘ ﬁ
1/27" CMOS

Color: 0.0028lux@F1.2, AGC ON
B/W: Olux with IR

Manual Varifocal 2.8-12mm
Motorized Varifocal 2.8-12mm
Fixed 2.8mm, 36mm, 6mm Optional
Digital WDR
H.265+/H.264/MJPEG
1920x1080
1920x1080@30fps

ONVIF
4

30-50m
P67

DC12V/PoE
<TW
-30°C~+60°C, <95% humidity
217.7x80.5x80.5

1/27" CMOS

1/27" CMOS

Color: 0.0028lux@F1.2, AGC ON

B/W: Olux with IR B/W: Olux with IR

Fixed 2.8mm, 3.6mm Optional

Digital WDR Digital WDR
H.265+/H.264/MJPEG H.265/H.264/MJPEG
1920x1080 1920x1080
1920x1080@30fps 1920x1080@30fps

- G7MA/U

T-ch build-in MIC in 1-ch build-in MIC in

v v
ONVIF ONVIF
v v
20-30m 20-30m
P67 P67
DC12V/PoE DC12v/PoE
<6W <6W

-30°C~+60°C, <95% humidity

 T19x878  946%828

Color: 0.0028lux@F1.2, AGC ON

Fixed 2.8mm, 3.6mm Optional

-30°C~+60°C, <95% humidity

o
_/"_/

1/27" CMOS

Color: 0.0028lux@F1.2, AGC ON
B/W: Olux with IR

Manual Varifocal 2.8-12mm

Motorized Varifocal 2.8-12mm, Fixed

Digital WDR
H.265/H.264/MIPEG
1920x1080
1920x1080@30fps
G7A/U
1-ch build-in MICin
v/

ONVIF
4
30-50m
P67
DC12V/PoE
<8W
-30°C~+60°C, <95% humidity
¢ 1M5x996



S Series

WIFI-H.263 IP Camera Fisheye IP Camera IPC

=

Picture = Photo
Image Sensor 1/2.7" CMOS 1/2.1" CMOS Image Sensor 1/29'CMOS
Color: 0,007 lux @F1.2, AGC ON; Color: 0.017 lux @F1.2, AGC ON; Colour:0.068lux@F2.0,
Min.lllumination 0.03 lux @ F2.5, AGC ON; 0.04 lux @ F2.26, AGC ON; Min.lllumination 0,009 lux @ F12, AGC ON
B/W: Olux with IR B/W: Olux with IR B/W:0 Lux with IR
Lens Fixed 2.8mm Optional Fixed 2.8mm, 3.6mm Optional Lens Fixed 1.07mm,
Wide Dynamic Range Digital WDR Digital WDR Iris Fixed
Video Compression H265/H.264/MJPEG H265/H264 Day/Night v/
Ma?<. Image Resolution 1920x1080 2560x1440 Wide Dynamic Range V/
Malp stream FP§ 1920x1080@30fps 2560x1440@30fps e —— H265/H264/MIPEG
Audio Compression G7MA/U - .
CVBS Output i i Ma?<. Image Resolution 21602160
Audio Built-in MICxT; Bulit-in Speakerx1 - Ma|r1 strearm FPS 2160x2160@1ps
Storage Card I W Audio Compression G711A/U
RS485 - - ROI v
Alarm 1CH alarm input; 1CH alarm output : Network RI45x1,10M/100M self-adaptive
Wireless Standards IEEE802.11b/g/n IEEE802.11b/g/n CVBS Output Vv
Frequency Range 24GHz~2.4835GHz 24GHz~2.4835GHz 1-ch audio in(Line in)
Channel Bandwidth 20MHz 20MHz Audio 1-ch build-in MIC in
Security WEP, WPA-PSK/WPA2-PSK WEP, WPA-PSK/WPA2-PSK 1-ch audio out
11b:1Mbps 11b11Mbps Storage Card Built-in Micro SD slot, up to 128 GB
Transfer Rates T1g:54Mbps 11g:54Mbps RS485 .
T1n:up to 150Mbps 11n:up to 150Mbps Alarm 1input; 1 output
Wireless Range 50m 50m Interface Protocol ONVIF
Interface Protocol ONVIF ONVIF Motion Detection W/
Motion Detection v v/ Aisle Mode v
Aisle Mode ) ) ) Smart Analysis 4
qurt Analysis 4 4 bof v
IR Distance Upto10m 20-30m )
. N IR Distance 20-30m
PIR Horizontal angle:100 i Water-broof
Range:7m proof Standrad P67
Water-proof Standrad - P67 Power Supply DCI2v/PoE
Power Supply DCI2V/PoE DCI12V/PoE Power Consumption <55W
Power Consumption <45W <6W IR Consumption ON <I135W
Operating Environment -10°C~+45°C, <95% humidity -30°C~+60°C, <95% humidity Operating Environment -30°C~+60°C, <95% humidity
Dismensions(mm) 130 x 717x717 ¢ 745x1675 Dismensions(mm) d 130x41
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Panoramic Camera
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TD-6424M3(D/PE/AR2)

Picture

Product Desc.

Image sensor
Lens

Min lllumination

Max IR.Dist/Radius
Exposure

Day/Night

SmartlR

Video Compression
Max Resolution
Max Frame Rate
Multi-streaming
Intelligent Video

Alfunction

FOV

Zoom
Privacy Mask
ROI

Eptz
Compatibility
Audio In/Qut
Memory Slot
Alarm In/Out
Network 1/0
Wireless
CVBS

RS485
Protection

Working temperature

POE

Quadruple 2MP Starvis 180°Sticting
Panoramic Network Bullet Camera

1/2.8" 2MP CMOS
3.2mm, x4

0.01 lux @F2.1COLOR;
OLux@F2.1 IR ON

20m
DWDR, BLC, HLC
Auto(ICR)/Color/B/W
Yes
H.265/264/MJPEG
8M(3920x1800)
30fps@8M
3 streams
Tripwire, Intrusion, Abandoned/Misssing

human/vechicle trace,
perlﬂj %er precaut\on
ensity

H:180°, V: 80°

Digital zoom 4x
4zones
4zones
5 Zones detect & auto trace
ONVIF, GB/T28181
/1 channel In/Out
MicroSD up to 128GB
TINTOUT
RJ45(100M Base-T)
No
1Vp-p, BNC
Pelco P/D
IP67, IK10, 8KV Surge
-40, +60°C, DC12V;
-30°C, +50°C, POE(802.3.at)
POE 12.5W(802.3.af), DC12V

Panoramic Camera

TD-6444M3(D/PE/AR3)

Quadruple 4MP Starvis 180°Sticting
Panoramic Network Bullet Camera

1/1.8" 4MP CMOS
4.5mm, x4

0.01 lux @F2.0 COLOR;
OLux@F2.0 IR ON

30m
HDR, BLC, HLC
Auto(ICR)/Color/B/W
Yes
H.265/264/MJPEG
16M:7840(H)x2560(V)
30fps@16M
3 streams
Tripwire, Intrusion, Abandoned/Misssing
human/vechicle trace,

rimeter precaution
high gensﬁ\/ peopfe counting

H:180°, Vi 80°

Digital zoom 8x
4zones
4zones
5 Zones detect & auto trace
ONVIF, GB/T28181
1/1 channel In/0ut
MicroSD up to 128GB
TINTOUT
RJ45(10/100/1000M base-T)
No
1Vp-p, BNC
Pelco P/D
IP67, IK10, 8KV Surge
-40, +60°C, DC12V;
-30°C, +50°C, POE(802.3.at)
POE 25.5W(802.3.at), DC12V



Picture

Product desc
Image sensor
Lens

FOV(H.)

Min llumination
WDR

Max IR.Distance
Video Compression
Max Resolution
Max Frame Rate
Multi-streaming
Rain wiper
Optical defog
Pan

Titt

Preset Speed
SmartiR
Inteligent Video
Al

Compatibiity
Audio In/Qut
Memory Slot
Alarm In/Qut
CVBS

RS485
Protection

Working temperature

Power

BLC Day&Night Al

Order Number

Speed Dome 8 :

PTZ Camera

TD-8823IM(PE/WP/37M/VL50) TD-8843IM(PE/WP/37M/VL50)
NEW

NEW

8" 2MP 37X 500m IR Network PTZ
1/18" 2MP CMOS

37X(5.6-202mm)
59.8°(W)->2.0°(T)
0.002 lux @F1.5 COLOR; OLux@F15 IR ON
120dB
500m (Zoomed), 850nm
H265/264/MJPEG
2M(1920x1080)
60fps@2M
3 streams
Rain Sensor and Wiper
Switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification: human/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
ll
MicroSD up to 256GB
712
Vp-p, BNC
Pelco P/D
IP67, IK10, 8KV Surge

-50, +65°C AC/DC24V;
-30, +55°CPOE++
DC/AC24V 60W max; POE-++50W max

r

8" 4MP 37X 500m IR Network PTZ
1/18" 4MP CMOS

37X(5.6-202mm)
59.8°(W)->2.0°(T)
0.005 lux @F1.5 COLOR; OLux@F1.5 IR ON
120dB
500m (Zoomed), 850nm
H265/264/MJPEG
4M(2560x1440)
30fps@4M, 60fps@2M
3 streams
Rain Sensor and Wiper
Switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt 180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification: human/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
ll
MicroSD up to 256GB
712
Vp-p, BNC
Pelco P/D
IP67, IKI0, 8KV Surge

-50, +65°C AC/DC24V;
-30, +55°CPOE++
DC/AC24V 60W max; POE-++50W max
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Speed Dome 8 :

Bic Doyt N

Outdoor IR PTZ Camera

TD-8883IM(PE/WP/37M/VL50) TD-8823IM(PE/WP/37M/AR30) TD-8843IM(PE/WP/37M/AR30) TD-8883IM(PE/WP/37M/AR30)
S NEW O NEW . NEW . NEW

Picture

Product desc
Image sensor
Lens

FOV(H.)

Min lllumination
WDR

Max IR.Distance
Video Compression
Max Resolution
Max Frame Rate
Multi-streaming
Rain wiper
Optical defog
Pan

Tilt

Preset Speed
SmartIR
Intelligent Video

Al
Compatibility
Audio In/Out
Memory Slot
Alarm In/Out
CVBS

RS485
Protection

Working temperature

Power

e

8" 8MP 37X 500m IR Network PTZ
1/1.8" 8MP CMOS
37X(5.6-202mm)
59.8°(W)->2.0°(T)

0.01 lux @F1.5 COLOR; OLux@F1.5 IR ON
120dB
500m (Zoomed), 850nm
H.265/264/MJPEG
8M(3840x2160)
30fps@8M, 120fps@2M
3 streams
Rain Sensor and Wiper
switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt 180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification: human/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
"
MicroSD up to 256GB
712
1Vp-p, BNC
Pelco P/D
IP67, IK10, 8KV Surge

-50, +65°C AC/DC24V,;
-30, +55°C POE++
DC/AC24V 60W max; POE++ 50W max
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or

8" 2MP 37X 300m IR Network PTZ
1/1.8" 2MP CMOS
37X(5.6-202mm)
59.8°(W)->2.0°(T)

0.002 lux @F1.5 COLOR; OLux@F1.5 IR ON

120dB
300m( 12pcs IR LED)
H.265/264/MIPEG
2M(1920x1080)
60fps@2M
3 streams
Electric Wiper
switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt 180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification: human/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
1"
MicroSD up to 256GB
712
1Vp-p, BNC
Pelco P/D
IP67, 1K10, 8KV Surge

-50, +65°C AC/DC24V;
-30, +55°C POE++
DC/AC24V 60W max; POE++ 50W max

or

8" 2MP 37X 300m IR Network PTZ
1/1.8" 4MP CMOS
37X(5.6-202mm)
59.8°(W)->2.0°(T)

0.005 lux @F1.5 COLOR; OLux@F1.5 IR ON

120dB
300m( 12pcs IR LED)
H.265/264/MIPEG
4M(2560x1440)
30fps@4M, 60fps@2M
3 streams
Electric Wiper
switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt 180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification:numan/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
17
MicroSD up to 256GB
712
1Vp-p, BNC
Pelco P/D
IP67, 1K10, 8KV Surge

-50, +65°C AC/DC24V;
-30, +55°C POE++
DC/AC24V 60W max; POE++ 50W max

s

8" 2MP 37X 300m IR Network PTZ
1/1.8" 8MP CMOS
37X(5.6-202mm)
59.8°(W)->2.0°(T)

0.01 lux @F1.5 COLOR; OLux@F1.5 IR ON
120dB
300m( 12pcs IR LED)
H.265/264/MIPEG
8M(3840x2160)
30fps@8M, 120fps@2M
3 streams
Electric Wiper
switchable Optical defog lens
0-360° endless
-20-160° (auto flip)
Pan 240°/s, Tilt 180°/s
Yes
Tripwire, Intrusion, Abandoned/Misssing

Deep-learning classification: human/vechicle tracking;
perimeter precaution; mixed lane

ONVIF, GB/T28181
"
MicroSD up to 256GB
712
1Vp-p, BNC
Pelco P/D
IP67, IK10, 8KV Surge

-50, +65°C AC/DC24V,
-30, +55°C POE++
DC/AC24V 60W max; POE++ 50W max



Picture

Descirption
Image sensor
Lens

FOV(H.)

Min [lumination

WDR

Max IR.Distance
Video Compression
Max Resolution
Frame Rate
Multi-streaming
Pan

Titt

Preset Speed
Smart IR

Inteligent Video

Al
Compatibiity
Audio In/Out
Memory Skt
Alarm In/Out
CVBS

RS485

Ingress Protection
Working temperature

Power

3DDNR BLC Day&Night

m TD-8623IM(PE/20M/VL30) TD-8623IM(P

L)

6" 2M 20X 300m IR Network PTZ
1/2.8" 2MP CMOS
20x(5.5-10mm)
52°(W)->2.3°(T)
0.006LUX/F1.6 COLOR
OLUX /F1.6 IR ON
120dB
300m
H.265/264/MJPEG
2M(1920x1080)
30fps@1080p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 150°/s
Yes
Tripwire, Intrusion,

Abandoned/Misssing

No
ONVIF
I
MicroSD to 128GB(0OnBody)
Al
1Vp-p, BNC
Pelco P/D
IP66
-50, +60°C AC24V;
-30, +50°C POE++

POE 802.3.bt DC&AC24V

Outdoor IR PTZ Camera

TD-8643IM(PE/30M/VL20)

6" 2M 30X 300m IR Network PTZ
1/2.8" 2MP CMOS
30x(4.5-135mm)
60°(W)->2.3°(T)

0.006LUX/F1.6 COLOR
OLUX /F1.6 IR ON
120dB
300m
H.265/264/MJPEG
2M(1920x1080)
30fps@1080p
3 streams
0-360° endless
-3-90°
Pan150°/s, Tit 150°/s
Yes
Tripwire, Intrusion,
Abandoned/Misssing
No
ONVIF
11
MicroSD to 128GB(0nBody)
71
Wp-p, BNC
Pelco P/D
IP66
-50, +60°C AC24V;
-30, +50°C POE++

POE 802.3.bt DC&AC24V

E/30M/VL30)

Speed Dome 6"

6" 4M30X 200m IR Network PTZ
1/2.5" 4MP CMOS
30x(4.7-141mm)
60°(W)->2.4°(T)
0.01LUX/F1.5 COLOR
OLUX /F1.5 IR ON
120dB
200m
H.265/264/MJPEG
AM(2560x1440)
30fps@1440p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 150°/s
Yes
Tripwire, Intrusion,

Abandoned/Misssing

No
ONVIF
I
MicroSD to 128GB(0OnBody)
Al
Vp-p, BNC
Pelco P/D
IP66
-50, +60°C AC24V;
-30, +50°C POE++

POE 802.3.bt DC&AC24V
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Speed Dome 5"

Speed Dome

Order Number )]

Picture

Description
Image sensor
Lens

FOV(H.)

Min llumination

WDR

Max IR.Distance
Video Compression
Max Resolution
Frame Rate
Multi-streaming
Pan

Tit

Preset Speed
Smart IR

Inteligent Video

Al

Compatibiity

Audio In/Out
Memory Shot

Alarm In/Qut

CVBS

RS485

Ingress Protection
Working temperature

Power
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8523IE(PE/20M/A

5" 2MP 20X 150m IR Network PTZ

1/2.8" 2MP(IMX327)
20x(5.5-110mm)
51°(W)-1.8° (1)
0.005LUX/F1.6 COLOR
OLUX/F1.6 IR ON
120dB
150m
H.265/264/MIPEG
2M(1920x1080)
30fps@1080p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 120°/s
Yes
Tripwire, Intrusion,

Abandoned/Misssing
NO

ONVIF
n
MicroSD 128GB
n
No
No
IP66
-30, +60°C
POE(802.3.at)/DC/AC24V

5" 2MP 30X 150m IR Network PTZ

1/2.8" 2MP(IMX327)
30x(4.5-135mm)
60°(W)->2.3(T)

0.005LUX/F1.6 COLOR
OLUX /F1.6 IR ON
120dB
150m
H.265/264/MJPEG
2M(1920x1080)
30fps@1080p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 120°/s
Yes
Tripwire, Intrusion,

Abandoned/Misssing
NO

ONVIF

n
MicroSD 128GB

n
No
No

IP66

-30, +60°C
POE(802.3.at)/DC/AC24V

5" 3MP 20X 70m IR H.265/AHD/TVI PTZ

1/2.8" 3MP CMOS
20x(5.5-110mm)
51°(W)-1.8° (T)
0.03LUX/F1.6 COLOR
OLUX /F1.6 IR ON
120dB
100m
H.265/264/AHD/TVI
2M(1920x1080)
30fps@1080p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 120°/s
Yes
Tripwire, Intrusion,

Abandoned/Misssing

NO

ONVIF/COC/VISCA/PELCO

1n
MicroSD 128GB
n
1Vp-p, BNC
YES
IP66
-30, +60°C
AC/DC24V

Outdoor IR PTZ Camera

5" 4MP 20X 100m IR Network PTZ
1/2.5" AMP(AR0522)
20%(4.33-110mm)
60°(W)->2.4°(T)
0.01LUX/F1.65 COLOR
OLUX /F1.65 IR ON
120dB
100m
H.265/264/MIPEG
4M(2560x1440) (16:9)
30fps@1440p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 120°/s
Yes
Tripwire, Intrusion,
Abandoned/Misssing

Human/vehick trace,
perimeter precaution, mixed lane

ONVIF
1"
MicroSD 128GB
n
No
No
IP66
-30, +60°C
POE(802.3.at)/DC/AC24V

5" 4MP 30X 100m IR Network PTZ
1/2.5" AMP(AR0522)
30x(4.7-141mm)
60.5°(W)-2.3°(T)
0.01LUX/F1.5 COLOR
OLUX /F1.5 IR ON
120dB
100m
H.265/264/MIPEG
4AM(2560x1440) (16:9)
30fps@1440p
3 streams
0-360° endless
-3-90°
Pan 150°/s, Tit 120°/s
Yes
Tripwire, Intrusion,
Abandoned/Misssing

Human/vehick trace,
perimeter precaution, mixed lane

ONVIF
I
MicroSD 128GB
I
No
No
IP66
-30, +60°C
POE(802.3.at)/DC/AC24V



Speed Dome 4"

Speed Dome Eows @me [uc [es (e B, Outdoor IR PTZ Camera

TD-8423 S/ARI0) TD-8423IS(PE/20M/ARI5) TD-84431S(PE/20M/ARI0)
y . y N

IS(PE/18
& W NEW NEW

Picture

Product Desc.

Image sensor

.
4"1080P 18X 100m IR Network PTZ
1/2.9" 2MP CMOS (IMX322)

.
4"1080P 20X 150m IR Network PTZ
1/2.8" 2MP CMOS (IMX327)

.
4" 4MP 20X 100m IR Network PTZ
1/2.5" 4MP CMOS(AR0522)

Lens 18x(5.5-88mm) 20x(5.5-110mm) 20X(5.33-110mm)
FOV(H.) 50.2°-2.9° (W-T) 58.6°-3.6° (W-T) 50.2°-2.9° (W-T)

0.03Lux/F1.6 Color 0.006Lux/F1.6 Color 0.03Lux/F1.6 Color
Min Ilumination

OLux/F1.6 IR ON OLux/F1.6 IR ON OLux/F1.6 IR ON

WDR 90dB 120dB 120dB
Max IR.Distance 100m 150m 100m
Video Compression H.265/264/MJPEG H.265/264/MJPEG H.265/264/MJPEG
Max Resolution 2M(1920x1080) 2M(1920x1080) 4M(2560x1440)
Max Frame Rate 25/30fps/1080P 25/30fps/1080P 25/30fps/1440P
Mutti-streaming 3 streams 3 streams 3 streams
Pan 0-360° endless 0-360° endless 0-360° endless
Titt -5~90° -5~90° -5~90°
Preset Speed Pan 80°/s, Tit 80°/s Pan 80°/s, Tit 80°/s Pan 80°/s, Tit 80°/s
Smart IR Yes Yes Yes

Tripwire, Intrusion,

Tripwire, Intrusion,

Tripwire, Intrusion,

Inteligent Video o o Abandoned/Misssing/

Abandoned/Misssing Abandoned/Misssing

Human tracking

Compatibiity ONVIF ONVIF ONVIF
Audio In/Out NO NO NO
Memory Shot MicroSD up to 128GB(inside) MicroSD up to 128GB(inside) MicroSD up to 128GB(inside)
Alarm In/Out NO NO NO
CVBS NO NO NO
RS485 NO NO NO
Ingress Protection |P66 |P66 |P66
Working temperature -30, +55 -30, +55°C -30, +55

Power

POE(802.3 at, Class 4)

POE(802.3 at, Class 4)

POE(802.3 at, Class 4)
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8MP AHD/TVI IR Camera

Picture

Resolution
Video Output

Image Sensor
Min. llumination

Lens

Lens Adjustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrad
Power Supply
Power Consum ption

IR Consumption ON
Operating Environment

Dimensions (mm )

TD-7481AE1(D/SWIAR2)

8M(3840x2160)
AHD/TVICVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:0lux with IR
36mm (2.8 mm, 6mm optional )
Fixed Lens
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—SET, Manual
0SD(COCControl)
20-30m
IP66
DCI2V( £10%)
<2W
<5W

30°C~50°C,
10%~90% humidity
168x75x75

TD-7482AE1(DAZISWIARS)

8M(3840x2160)
AHD/TVI/CVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:Olux with IR
36mm (2.8mm, 2.8-12mm optional )
Motorized Varifocal
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—SET, Manual
0SD(COCControl )
30-50m
IP66
DCI2V( %10%)
<2W
<7w

30°C~50°C,
10%~90% humidity
218x81x81

TD-7483AE1(DAZISW/ARS)

8M(3840x2160)
AHD/TVI/CVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:Olux with IR
2812mm
Motorized Varifocal
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—>SET, Manual
0SD( COCControl)
50-70m
IP66
DC12V( 10%)
<2w
<10W

30°C~50°C,
10%~90% humidity
280x100%89

Defog HLC BLC

TD-7581AEI(D/SW/R)

8M(3840x2160)
AHD/TVI/CVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:0lux with IR
36 mm (2.8 mm optional )
Fixed Lens
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—SET, Manual
0SD( COCControl )
10-20m
IP66
DCT2V( £10%)
<2W
<5W

30°C~50°C,
10%~90% humidity
®119x88

TD-7583AE1(DAZSW/AR?)

Defect
Correction

8M(3840x2160)
AHD/TVI/CVI
1/25inch CMOS
Color:0.00Tlux @F1.2, AGCON
B/W:0lux with IR
28412mm
Motorized Varifocal
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—SET, Manual
0SD(COCControl)
20-30m
P66
DCI2V( £10%)
<2W
<7w

30°C~50°C,
10%~90% humidity
®141x100

HD Analog Camera

TD-7584AE1(DSW/AR)

8M(3840x2160)
AHD/TVIICVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:0lux with IR
36mm (2.8 mm optional )
Fixed Lens
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=52dB(AGCOFF)
15FPS
ATW, AWC—SET, Manual
0SD(COCControl )
20-30m
IP66
DCI2V(%10%)
<2w
<5W

30°C~50°C,
10%~90% humidity

$95x83

TD-7585AE1(DAZSW/ARS)

o
)
%

8M(3840x2160)
AHD/TVI/CVI
1/2.5inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:0lux with IR
2812mm
Motorized Varifocal
ICR
Digital WDR
NO
Yes
Yes
Yes
Yes
Yes
=>52dB(AGC OFF)
15FPS
ATW, AWC—>SET, Manual
0SD( COCControl)
30-50m
IP66
DCT2V( £10%)
<2W
<7W

30°C~50°C,
10%~90% humidity
®130x110
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8MP AHD/TVI IR Camera

TD-7481AS(D/ART)

TD-7482AS(D/IR2)

A Defect
Correction

TD-7580AS(D/IR1)

HD Analog Camera

TD-7584AS(D/IR1)

Picture

Resolution

Video Output

Image Sensor

Min. lllumination
Lens

Lens Adjustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrad
Power Supply
Power Consumption

IR Consumption ON

Operating Environment

Dimensions (mm )

31 | TVT PRODUCT SELECTION

8M(3840x2160)

AHD/TVI/CVI/CVBS

1/2.7inch CMOS
Olux(IRON)

3.6mm

Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
15FPS(60Hz), 12.5FPS(50Hz)
ATW, AWC—SET, Manual
0SD (COC Control)
10-20m
IP66
DC12v
<1W
<3.5W

-30°C~50°C, 10%~90% humidity

7immx7Immx156mm

v

8M(3840x2160)
AHD/TVI/CVI/CVBS
1/2.7inch CMOS
Olux(IRON)
36mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=>52dB(AGC OFF)
15FPS(60Hz), 12.5FPS(50Hz)
ATW, AWC—>SET, Manual
0SD ( COC Control)
20-30m
IP66
DC12v
<1w
<4w
-30°C~50°C, 10%~90% humidity
D 87x219mm

8M(3840x2160)
AHD/TVI/CVI/CVBS
1/2.7inch CMOS
0lux(IRON)
3.6 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=>52dB(AGC OFF)
15FPS(60Hz), 12.5FPS(50Hz)
ATW, AWC—>SET, Manual
0SD (COC Control)
10-20m
P54
DC12v
<1W
<3W
-10°C~40°C, 10%~90% humidity
D 87Tmmx108mm

8M(3840x2160)

AHD/TVI/CVI/CVBS

1/2.7inch CMOS
0lux(IR ON)

3.6 mm

Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes

Yes

15FPS(60Hz), 12.5FPS(50Hz)
ATW, AWC—SET, Manual
0SD ( COC Control)
10-20m
IP66
DCi2v
<1w
<3W
-30°C~50°C, 10%~90% humidity
D 87Tmmx108mm



5MP AHD/TVI IR Camera

TD-7451AE2(DSW/AR?) | TD-7452AE2(DIAZISWIARS) | TD-7453AE2(DAZISWIARS)

Defog BLC EIS AGC Defect HD Analog camera

TD-7551AE2(DSW/RT) | TD-7553AE2(DIAZISWIAR2) | TD-7554AE2(DISW/AR2) | TD-7555AE2(DIAZISWIARS)

o
o
%

Picture .

Resolution 5M (2592x1944) 5M (2592x1944) 5M (2592x1944) 5M (2592x1944) 5M (2592x1944) 5M (2592x1944) 5M (2592x1944)
Video Output AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS AHD/TVI/CVI/CVBS
Image Sensor 1/2.7inch CMOS 1/2.7inch CMOS 1/2.7inch CMOS 1/2.7inch CMOS 1/2.7inch CMOS 1/2.7inch CMOS 1/2.7inch CMOS

Min. llumination

Color:0.00Tlux @F1.2, AGCON

Color:0.001lux @F1.2, AGCON

Color:0.001lux @F1.2, AGCON

Color:0.001lux @F1.2, AGCON

Color:0.001lux @F1.2, AGCON

Color:0.001Tlux @F1.2, AGCON

Color:0.001Tlux @F1.2, AGCON

B/W:0lux with IR B/W:0lux with IR B/W:0lux with IR B/W:0lux with IR B/W:0lux with IR B/W:0lux with IR B/W:0lux with IR
Lens 36mm (2.8 mm, 6mm optional ) 36mm (2.8mm, 2.8-12mm optional ) 2.812mm 36 mm (2.8 mm optional ) 2.812mm 36 mm (2.8 mm optional ) 2.812mm
Lens Adjustment Fixed Lens Motorized Varifocal Motorized Varifocal Fixed Lens Motorized Varifocal Fixed Lens Motorized Varifocal
Day & Night ICR ICR ICR ICR ICR ICR ICR
Wide Dynamic Range Digital WDR Digital WDR Digital WDR Digital WDR Digital WDR Digital WDR Digital WDR
Defog NO NO NO NO NO NO NO
BLC Yes Yes Yes Yes Yes Yes Yes
HLC Yes Yes Yes Yes Yes Yes Yes
Digital NR Yes Yes Yes Yes Yes Yes Yes
Defect Correction Yes Yes Yes Yes Yes Yes Yes
AGC Yes Yes Yes Yes Yes Yes Yes
S/N Ratio = =>52dB(AGCOFF) =52dB(AGCOFF) =52dB(AGC OFF) =52dB(AGC OFF) =52dB(AGC OFF) =52dB(AGC OFF) =52dB(AGC OFF)
Frame Rate 20FPS 20FPS 20FPS 20FPS 20FPS 20FPS 20FPS
White Balance ATW, AWC—SET, Manual ATW, AWC—SET, Manual ATW, AWC—SET, Manual ATW, AWC—SET, Manual ATW, AWC—SET, Manual ATW, AWC—>SET, Manual ATW, AWC—>SET, Manual
Function Control 0SD( COCControl) 0SD( COCControl ) 0SD( COCControl) 0SD( COCControl ) 0SD( COCControl ) 0SD( COCControl) 0SD( COCControl)
IR Distance 20-30m 30-50m 50-70m 10-20m 20-30m 20-30m 30-50m
Water-proof Standrad P66 P66 P66 P66 P66 P66 P66
Power Supply DC12V( 10%) DC12V(£10%) DC12V( £10%) DCT2V( £10%) DCI2V( %10%) DC12V( £ 10%) DC12V( £10%)
Power Consumption <W <wW <w <W <w <w <w
IR Consumption ON <4W <6W <9gW <4W <6W <4W <6W
Operating Environment -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity -30°C~50°C, 10%~90% humidity
Dimensions (mm ) 168x75x75 218x81x81 280x100x89 ®119%88 ®141x100 ®95%83 ®130x110
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5MP AHD/TVI IR Camera

TD-7450AS(D/IR1)

Defog BLC EIS

TD-7451AS(D/ART1)

Defect
Correction

TD-7550AS(D/IR1)

HD Analog Camera

TD-7554AS(D/IR1)

Picture

Resolution

Video Output

Image Sensor

Min. llumination
Lens

Lens Adjustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrad
Power Supply
Power Consumption
IR Consumption ON
Operating Environment

Dimensions (mm )
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5M(2560x1936)
AHD/TVI/CVI
1/2.5inch CMOS
0lux(IRON)
3.6 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=>52dB(AGC OFF)
20FPS
ATW, AWC—SET, Manual
0SD ( COC Control)
10-20m
P66
DCi2v
<1w
<3W

-10°C~40°C, 10%~90% humidity

D65 x147

5M(2560x1936)
AHD/TVI/CVI

1/2.5inch CMOS
0lux(IRON)

36mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
20FPS
ATW, AWC—>SET, Manual
0SD ( COC Control )
10-20m
P66
DC12V
<1w
<3.5W
-30°C~50°C, 10%~90% humidity

7immx7Immx156mm

5M(2560x1936)
AHD/TVI/CVI
1/2.5inch CMOS
Olux(IRON)
36mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
20FPS
ATW, AWC—SET, Manual
0SD ( COC Contral )
10-20m
P54
DC12v
<1w
<3W
-10°C~40°C, 10%~90% humidity
@ 87mmx108mm

5M(2560x1936)
AHD/TVI/CVI
1/2.5inch CMOS
Olux(IRON)
36mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
20FPS
ATW, AWC—SET, Manual
0SD ( COC Control)
10-20m
P66
DC12V
<1w
<3W
-30°C~50°C, 10%~90% humidity
®87mmx108mm



2MP AHD/TVIIR Camera

TD-7421AM3(D/SW/AR2)

Picture

Resolution
Video Output

Image Sensor

Min. llumination

Lens

Lens Ajustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
IR Consumption ON
Operating Environment

Dimensions (mm )

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color:0.001lux @F1.2, AGCON
B/W:0luxwith IR
36mm (28mm, 6mm optional )
Fixed Lens
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=>52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
Yes
0SD( COCControl)
20-30m
IP66
DCI2V( 10%)
<IW
<4W
-30°C~50°C, 10%~90% humidity
168x75x75

TD-7422AM3(DSW/ARS)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color:0.00Tlux @F1.2, AGCON
B/W:0lux with IR
36mm (2.8 mm, 2.8-2mm optional )
Motorized Varifocal
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
Yes
0SD( COCControl)
30-60m
IP66
DCI2V( £10%)
<W
<6W
-30°C~50°C, 10%~90% humidity
218x81x81

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color.0.001lux @F1.2, AGCON
B/W:0luxwith R
2812mm
Motorized Varifocal
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
Yes
0SD( COCControl)
50-70m
IP66
DCI2V( £10%)
<w
<9w
-30°C~50°C, 10%~90% humidity
280x100x89

Defog HLC BLC

TD-7423AM3(DAZISWIARS)

TD-7521AM3(DISW/RI)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color:0.001Tlux @F1.2, AGCON
B/W:0luxwith IR
36mm (2.8 mm optional )
Fixed Lens
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
Yes
0SD(COCControl )
10-20m
IP66
DCI2V(£10%)
<IW
<4W

-30°C~50°C,10%~90% humidity

D119x88

Defect
Correction

TD-7523AM3(DAZISWIAR)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color.0.001lux @F1.2, AGCON
B/W:0luxwith R
2.812mm
Motorized Varifocal
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—SET, Manual
0SD( COCControl )
20-30m
IP66
DCI2V( £10%)
<W
<6W

-30°C~50°C, 10%~90% humidity

D 141x100

HD Analog Camera

TD-7524AM3(D/SW/AR)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color.0.001lux @F1.2, AGCON
B/W:0luxwith R
36 mm (2.8 mm optional )
Fixed Lens
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD( COCControl )
20-30m
IP66
DCI2V( £10%)
<w
<4W

-30°C~50°C, 10%~90% humidity

D 95x83

TD-7525AM3(D/AZISWIARS)

o
)
%

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.8inch CMOS
Color:0.00Tlux @F1.2, AGCON
B/W:0luxwith IR
2.812mm
Motorized Varifocal
ICR
Physical WDR
Yes
Yes
Yes
Yes
Auto
Yes
=52dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD(COCControl)
30-60m
IP66
DCI2V( 10%)
<W
<6W
-30°C~50°C, 10%~90% humidity
D130x110
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2MP AHD/TVIIR Camera

Picture

Resolution

Video Output

Image Sensor

Min. lllumination
Lens

Lens Adjustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrac
Power Supply

Power Consumption
IR Consumption ON
Operation Environment

Dimensions (mm )

TD-7421AE3(D/AR2)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.9inch CMOS
Olux(IRON)
28 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—SET, Manual
0SD( COCControl)
20-30m
P66
DCI2V( £10%)
<w
<4W

-30°C~50°C, 10%~90% humidity

167.5x745x74.5
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TD-7422AE3(D/ARS)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.9inch CMOS
Olux(IRON)
2.8 mm (2.8-12 mm optional )
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD(COCControl )
30-50m
IP66
DCI2V( £10%)
<w
<6W
-30°C~50°C, 10%~90% humidity
218x81x81

beog  [Rgeic [l s

TD-7521AE3 (D/R1)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/2.9'TMOS
Olux(IRON)
28mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD( COCControl)
10-20m
IP66
DCI2V(£10%)
<iw
<4wW

-30°C~50°C,10%~90% humidity

D119x88

Ly Correction

TD-7523AE3(DIFZ/AR)

1080P(1920x1080)
AHD/TVI/CVI/CVBS

Olux(IRON)
2.812mm
Manual Varifocal
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)

0SD( COCControl )
20-30m
IP66
DCI2V( £10%)
<w
<6W

-30°C~50°C, 10%~90% humidity

D 141x100

HD Analog Camera

TD-7524AE3(D/AR2)

1080P(1920x1080)
AHD/TVI/CVI/ICVBS
1/29'TM0S
Olux(IRON)
28mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—SET, Manual
0SD( COCControl )
20-30m
P66
DCI2V( £10%)
<w
<4W

-30°C~50°C, 10%~90% humidity

D 95%83

TD-7525AE3(D/FZ/ARS)

o
)
%

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/29'CMOS
Olux(RON)
2.812mm
Manual Varifocal
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
252dB(AGCOFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD(COCControl )
30-50m
IP66
DCI2V(10%)
<iw
<6wW
-30°C~50°C, 10%~90% humidity
P 130x110



2MP AHD/TVIIR Camera

TD-7420ASTL(D/IR)

Picture

Resolution

Video Output

Image Sensor

Min. llumination
Lens

Lens Adjustment
Day & Night

Wide Dynamic Range
Defog

BLC

HLC

Digital NR

Defect Correction
AGC

S/N Ratio

Frame Rate

White Balance
Function Control

IR Distance
Water-proof Standrad
Power Supply

Power Consumption
IR Consumption ON
Operating Environment

Dimensions ( mm )

% g
"

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/3.2inch CMOS
0lux(IRON)
3.6 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD (COC Control)
10-20m
P66
DC12V
<1w
<3W

-10°C~40°C, 10%~90% humidity

D65 x147

Defog BLC

TD-7421ASTL(D/ART)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/3.2inch CMOS
Olux(IRON)

3.6 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=>52dB(AGC OFF)
30FPS(60Hz), 25FPS(50Hz2)
ATW, AWC—>SET, Manual
0SD (COC Control)
10-20m
IP66
DC12v
<1w
<3.5W
-30°C~50°C, 10%~90% humidity

7immx7Immx156mm

(i) e (&)

Defect
Correction

TD-7520ASTL(D/IRT)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/3.2inch CMOS
Olux(IRON)
3.6 mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
0SD (COC Control)
10-20m
P54
DC12v
<1w
<3W

-10°C~40°C, 10%~90% humidity

@ 87mmx108mm

HD Analog Camera

TD-7524ASTL(D/IR)

1080P(1920x1080)
AHD/TVI/CVI/CVBS
1/3.2inch CMOS
0lux(IRON)
3.6mm
Fixed Lens
ICR
Digital WDR
No
Yes
No
Yes
Yes
Yes
=52dB(AGC OFF)
30FPS(60Hz), 25FPS(50Hz)
ATW, AWC—>SET, Manual
08D (COC Control)
10-20m
IP66
DCi2v
<1W
<3W
-30°C~50°C, 10%~90% humidity
@ 87mmx108mm
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NVMS 9000

It is a embeded surveillance

management system with strong
performance and high quality,
especially designed for small-scale
surveillance management projects.

We are proud to learn that the feedbacks indicating that our NVR/DVR product series are very popular among installers
and end users. Especially after applied with new GUI, the user experience is completely different. Let’s find out the
latest powerful updates of NVMS9000: V1.4.X.

TVT PRODUCT SELECTION | 38



~ ) Face detection and recognition

R Easy and quick face detection and match
C J configuration, real-time face tracking and quick face
match; Videos and tracks of people can be viewed
anytime.

Target classified alarm

Easy and quick human and vehicle detection
configuration.  Suppport intrusion and tripwire
detection. Human, motor vehicle and non-motor
vehicle can be detected. When the target appears, it
will be automatically traced by a box on the screen

.

3D PTZ control
@ Moving 3D icon by mouse to and fro, PTZ will zoom

in/out accordingly.
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Search Image by image
/@\ Support face picture search by face database, history

capture, external face picture, real-time live snapshot
and linking the coressponding record playback.

People tracking
S Support search result display by track to clearly view
the tracking information and videos of people and link

record playback

LPR

—N

Easy and quick number plate detection configuration.

C J Number plates can be traced timely and matched fast.
The videos of number plates can be viewed anytime..

Take the snapshot from preview or playback video,
select the face, NVR will identify the track for target
person, high efficiency to get proper details.

@) Face Search from snapshot
N\

Data statistics

Support target (like face, vehicle, and figure) and event
statistics, data can be exported as excel file.

Cloud upgrade
@ It can detect new fw version and ask for updating

when device is in WAN.




00
00

Time-slice search

The target video can be found quickly by time slice of
year mode, month mode, hour mode and minute mode.

Smart Search

The device can be set to focus on a certain file when you
select target motion area, region invasion or cross line
area. The left files will be skipped or fast forwarded(1~8
times optional) so as to improve search efficiency.

[

POS

Support POS-RS232 via TCP/IP protocol in NVR. One
NVR can work with 4pcs POS terminals and overlay
information at unlimited IP channels. Besides, it
supports key words search when playback.

CMS

NVR can add the stream from other NVR and DVR, it
can set Mirror preview and recording, or collect
important channels from different devices in one big
system. Meanwhile, it is also good idea simply use a
small NVR as HD spot out.

Add Recorder

Fisheye mode

Support display fisheye camera with different modes
in NVR, also playback.

IP Planning

It's the direction of multi-device management,
NVR can add/remove the IPC channels for other
NVRs in same LAN, trigger Bizzer, edit user and
IP address as well.

16x zoom in

With latest fashion, picture in picture, and max. 16 times
zoom, can very easily switch between details and full
picture.

o

Corridor mode

It displays detailed information in special scenarios
like corridor, bus, metro and so on.
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>NVR

—)
— |
—)

naN

1080P 4K

&=

1-16 HDD

1-16 HDDs optional.

Dual RJ45

Can help set separated internal and external network,
also a solution as redundancy.

Dual Video Output

3300Hx-AT series supports HDMI and VGA with
independent output, E lineup 8HDD and 16HDD models
and M Llineup 4HDD models with 2ch HDMI one is 4K,
another is 1080P, can be different video output, M lineup
8HDD and 16HDD models with 4 CH HDMI ,all be different
video output.
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12MpP

Normal NVR can record up to 12MP real time video. Cost
down line can be up to 6MP 20fps.

Hot Swap

16HDD models can replace or add HDD without rebooting
the system, easy to manage.

14TB

Support latest HDD capacity from 250GB to 14TB.

RAID

8HDD and 16HDD NVR, support RAID 0, 1, 5, 6, 10.

VCA

NVR supports smart functions such as face detection
and recognition,target classified alarm by tripwire and
intrusion ,people/vehicle counting,heatmeap,abnormal
detection, item care, smart search and so on,for exact
details,depends on model and lineup.



H.265 NVR S Series

Video & Audio
Input

Viideo &Audio
Output

Video & Audio

Record

Storage

Interface

Others

Picture

Network Video/Audio Input
Incoming/Outgoing Bandwidth
NetworkAudio Input

HDMI Output

VGA Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution

Frame Rate

Audio Compression Standard
Dual-stream

HDD

E-sata
EthernetInterface
POE Interface

Serial Interface

usB

Alarm Input

Alarm Output

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimensions(mm)

TD-3104Bt

4CH
32Mbps/32Mbps
4CHIPCaudio input
1CH,1920x1080/1280%1024
1CH, 1920x1080/1280x1024

/
/
H265/H264

6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

6MP@20fps(NTSC/PAL); 5MP or
lower@30fps/25fps(NTSC/PAL)

G7NMA/GTIU
Yes
1
/
RI45 x1,10M/100M self-adaptive
/

/
USB2.0x2
/

/
DCI2v

< 6W (without HDD )

10~50" C,10%~90%(relative humidity)

Yes
MiniTu

255%222x42(WxDxH )

TD-3104B1H

4CH
40Mbps/40Mbps
4CHIPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps

G71A/GTIIU

Yes
1
/

RI45x1,10M/100M/1000M self-adaptive
/
/
USB20 x2

/
/

Dei2v

< T10W ( without HDD)

10~50" C,10%~90%(relative humidity)

Yes
1

300%249x45 (WxDxH )

TD-3108Bt

8CH
56Mbps/56Mbps
8CH IPCaudio input
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

/
/
H265/H264

6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

6MP@20fps(NTSC/PAL); 5MP or
lower@30fps/25fps(NTSC/PAL)

G7NA/GTIU
Yes
1
/
RI45 x1,10M/100M self-adaptive
/

/
USB2.0x2
/

/
DCI2v

< 6W (without HDD )

10~50" C,10%~90%(relative humidity)

Yes
MiniTu

255%222x42(WxDxH )

NVR

TD-3108B1H

8CH

80Mbps/80Mbps
8CH IPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps

G71A/GTIIU

Yes
1
/

RI45x1,10M/100M/1000M self-adaptive
/
/
USB2.0x2

/
/

DeI2v

< 10W ( without HDD)
10~50" C,10%~90%(relative humidity)

Yes

U

300%249x45 (WxDxH )
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H.265 NVR S Series

Video & Audio
Input

Video & Audio
Output

Video & Audio
Record

Storage

Interface

Others

Picture

NetworkVideo/Audio Input
Incoming/Outgoing Bandwidth
NetworkAudio Input
HDMIQutput

VGA Output

Local Audio Output
2-way Audio

Video Compression Standard

Resolution

Frame Rate

Audio Compression Standard
Dual-stream

HDD

E-sata

Ethernet Interface
POEInterface

Serial Interface

USB

Alarm Input

Alarm Output

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimensions(mm)
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TD-3116B1

16CH
112Mbps/112Mbps
16CH IPCaudio input

1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps
G71A/GTMU
Yes
1
/
RI45x1,10M/100M/1000M self-adaptive
/
/
USB20x2
/
/
DCI2v
<10W ( without HDD )
10~50" C,10%~90%(relative humidity)
Yes
U

300x249%45 (WxDxH)

TD-3116B2

16CH
112Mbps/112Mbps
16CH IPC audio input

1CH:4K%2K/1920%x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps
G71A/GTIU
Yes
2
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x2
ACH
1CH
DC2v
<15W (without HDD )
10~50" C,10%~90%(relative humidity)
Yes
Y

380x268x45 (WxDxH)

TD-3132B2

32CH
112Mbps/112Mbps
32CH IPCaudio input

1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps
G71A/GTIU
Yes
2
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB20x2
ACH
1CH
DCI2v
<15W (without HOD )
10~50" C,10%~90%(relative humidity)
Yes
1LY

380x268x45(WxDxH)

NVR

TD-3132B4

32CH
112Mbps/112Mbps
32CH IPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280%1024

1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x
1024/960P/720P/

NTSC:30fps; PAL:25fps
G71A/GTIU
Yes
4
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x2
4CH
1CH
ATX
<15W (without HDD )
10~50" G, 10%~90%(relative humidity)
Yes
15U

440x390x70(WxDxH )



H.265 POE NVR S Series

TD-3104B1-4P

Video & Audio
Input

Video & Audio
Output

Video &Audio
Record

Storage

Interface

Others

Picture

Network Video Input
Incoming/Outgoing Bandwidth
NetworkAudio Input

HDMI Output

VGA Output

Local Audio Output

2-way Audio

Video Compression Standard
Resolution
Frame Rate

Audio Compression Standard
Dual-stream

HDD

Esata

Ethernet Interface
POE Interface

Serial Interface

usB

Alarm Input

Alarm Qutput

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimensions(mm)

4CH
28Mbps/28Mbps
4CH IPCaudio input
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
/
/

H265/H264

6MP/5MP/4AMP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

6MP @20fps(NTSC/PAL);
5MP or lower @30fps/25fps(NTSC/PAL)

G7IA/GTIU
Yes
1
/
RI45 x1,10M/100M self-adaptive
4(<40W)
/
USB20x2
/
/
DC48V
< 6W ( without HDD & POE)
-10~50°C, 10%~90%(relative humidity)
Yes
Mini1U

255%222x42(WxDxH )

TD-3104B1H-4P

4CH
40Mbps/40Mbps
4CH IPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH

H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps

G7A/GTIU
Yes
1
/
RI45x1,10M/100M/1000M self-adaptive
4(<40W)
/
USB2.0x2
/
/
DC48V
< 10W( without HDD & POE)
-10~50°C, 10%~90%(relative humidity)
Yes
U

300x249x45 (WxDxH)

TD-3108B1-8P

8CH
40Mbps/40Mbps
8CH IPCaudio input
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
/
/

H265/H264

6MP/5MP/4MP/3MP/1080P/1280x

1024/960P/720P/960H/D1/CIF

6MP @20fps(NTSC/PAL);

5MP or lower @30fps/25fps(NTSC/PAL)

G71A/GTIU
Yes
1
/

RI45 x1,10M/100M self-adaptive
8(=<80W)
/
USB2.0x2
/

/
DC48V

< 6W ( without HDD & POE)

-10~50°C, 10%~90%(relative humidity)

Yes
Mini1U

265%222x42(WxDxH)

TD-3108B1H-8P

8CH
80Mbps/80Mbps
8CH IPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH

H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps

G71A/GTIU
Yes
1
/
RI45x1,10M/100M/1000M self-adaptive
8(=<96W)
/
USB2.0x2
/
/
DC48V
< 10W ( without HDD & POE)
10~50°C, 10%~90%(relative humidity)
Yes
U

300x249x45 (WxDxH)

TD-3108B2H-8P

8CH
80Mbps/80Mbps
8CHIPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH

H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps

G71IA/GTIU
Yes
2
/
RI45x1,10M/100M/1000M self-adaptive
8(=<80W)
/
USB2.0x2
/
/
DC48V
< 10W ( without HDD & POE)
10~50°C, 10%~90%(relative humidity)
Yes
U

380x268x45(WxDxH)

NVR

TD-3116B2-16P

16CH

112Mbps/112Mbps
16CH IPCaudio input
1CH:4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH

H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x
1024/960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps

G71IA/GTIU
Yes
2
/
RI45x1,10M/100M/1000M self-adaptive
16 (<150W)
/
USB20x2
/
/
DC48v
< 15W ( without HDD & POE)
10~50°C, 10%~90%(relative humidity)
Yes
U

380x268x45 (WxDxH)
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H.265 NVR E Series

Vide ?nB;() l/!J\tudio

Vide&u%pﬁgdio

V'dep?egé l%dlo

Face

Storage

Interface

Others

Picture

NetworkVideo Input
Incoming/Outgoing Bandwidth
NetworkAudio Input
HDMIOutput

VGA Output

Local Audio Output

2-way Audio

Viideo Compression Standard
Resolution

Frame Rate

Audio Compression Standard
Dual-stream

Face Match Performance
Computing Capability

Face Picture Database

Face Picture Search
Database Management

Face Picture Adding

External face picture enrollment

Face Picture Comparison
Face Trace

Map of Face Trace

Statistic Graph of Face Information
Statistic Mode of Face Information

HDD

Esata

Ethernet Interface
POE Interface

Serial Interface

UsB

Alarm Input

Alarm Output
Power Supply
Power Consumption
Working Environment
Remote Controller
Case
Dimensions(mm)
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TD-3308BI1-A1

8CH

80Mbps/80Mbps

8CH IPCaudio input

1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280%1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G71A/GTIU
Yes
8CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external im port
Resolution;128 x128~1920 1080
Size:< 70KB
Format: jpg&peg
Support allow list and blocklist alarm
Yes
Reolution: 2560 x1920
Size:< 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week month, quarter as well as
customizedtime period

1
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
DCI2v
< 10W ( without HDD)
-10~50°C, 10%~90%(relative humidity)
Yes
u
300%249x45(WxDxH )

TD-3308B1N-A1

8CH

80Mbps/80Mbps

8CH IPCaudio input

1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G/MA/GTIU
Yes
8CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external im port
Resolution;]28 x128~1920 x 1080
Size: < 70KB
Format: jpg&jpeg
Support allow list and blocklist alarm
Yes
Reolution: 2560 x1920
Size:< 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week month, quarter as well as
customizedtime period

1
/
RI45x2,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
De2v
< 10W ( without HDD )
-10~50°C, 10%~90%(relative humidity)
Yes
u
300x249x45(WxDxH)

TD-3316B2- Al

16CH

160Mbps/160Mbps

16CHIPCaudio input

1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7MA/GU
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external im port
Resolution;]28 x128~1920 1080
Size:< 70KB
Format: jpg&peg
Support allow list and blocklist alarm
Yes
Reolution: 2560 x1920
Size:< 5H12KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

2
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
Dei2v
< 10W( without HDD )
-10~50°C, 10%~90%(relative humidity)
Yes
U
380x268x45(WxDxH)

NVR

TD-3316B2N-A1

16CH

160Mbps/160Mbps

16CHIPCaudio input

1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7MA/GU
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external import
Resolution;]28 x128~1920 1080
Size:< 70KB
Format: jpg&peg
Support allow list and blocklist alarm
Yes
Reolution: 2560 x1920
Size:< 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

2
/
RI45x 2,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
Dei2v
< 10W ( without HDD)
-10~50°C, 10%~90%(relative humidity)
Yes
U
380x268x45 (WxDxH)



H.265 NVR E Series

Vide ?n% ll]\tudlo

Vided)u%pﬁ\ﬁdio

VideﬁeBé é\rlédio

Face

Storage

Interface

Others

Picture

NetworkVideo Input
Incoming/Outgoing Bandwidth
NetworkAudio Input

HOMIQutput

VGA Output

Local Audio Output

2-way Audio

Viideo Compression Standard
Resolution

Frame Rate

Audio Compression Standard
Dual-stream

Face MatchPerformance
Computing Capability

Face Picture Database

Face Picture Search
Database Management

Face Picture Adding

External face picture enrollment

Face Picture Comparison
Face Trace

Map of Face Trace

Statistic Graph of Face Information
Statistic Mode of Face Information

HDD

Esata

Ethernet Interface
POE Interface

Serial Interface

USB

Alarm Input

Alarm Output
Power Supply
Power Consumption
Working Environment
Remote Controller
Case
Dimensions(mm)

TD-3316B4-A1

16CH
160Mbps/160Mbps
16CH IPC audio input

1CH, 4Kx2K/1920x1080/1280x1024

1CH, 1920%1080/1280x1024
1CH
1CH
H.265/H.264

8MP/6MP/5MP/4AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G711A/G.71U
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external import

Resolution:128 x128~1920 x 1080
Size;< 70KB
Format: jpg&jpeg

Support allow list and block list alarm

Yes
Reolution: 2560 x1920
Size: << 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week, month, quarter as well as
customized time period

4
/
R145x1,10M/100M/1000M self-adaptive
/
RS-485 x 1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
ATX
< 10W (without HDD )
-10~50°C, 10%~90%(relative humidity)
Yes
15U
440x390x70(WxDxH )

TD-3332H2-A1

32CH
256Mbps/256Mbps
32CH IPC audio input

1CH, 4Kx2K/1920x1080/1280x1024

1CH, 1920%1080/1280x1024
1CH
1CH
H.265/H.264

8MP/6MP/5MP/4AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7MA/G.711U
Yes
32CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external import

Resolution:128 x128~1920 x 1080
Size:< 70KB
Format: jpg&jpeg

Support allow list and block list alarm

Yes
Reolution: 2560 x1920
Size: << 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week, month, quarter as well as
customized time period

2
/
R145 x1,10M/100M/1000M self-adaptive
/
/
USB2.0x1,USB3.0x1
/
/
DC12V
< 10W ( without HDD)
-10~50°C, 10%~90%(relative humidity)
Yes
u
380x268x45(WxDxH)

TD-3332H4-A1

32CH
256Mbps/256Mbps
32CH IPC audio input

1CH, 4Kx2K/1920x1080/1280x1024

1CH, 1920%1080/1280x1024
1CH
1CH
H.265/H.264

8MP/6MP/5MP/4AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G711A/G.71U
Yes
32CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external import

Resolution:128 x128~1920 x 1080
Size:< 70KB
Format: jpg&jpeg

Support allow list and block list alarm

Yes
Reolution: 2560 x1920
Size: << 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week, month, quarter as well as
customized time period

4
/
RI45x1,10M/100M/1000M self-adaptive
/
RS-485 x 1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
ATX
< 15W ( without HDD )
-10~50°C, 10%~90%(relative humidity)
Yes
15U
440x390x70(WxDxH )

NVR

TD-3332B8-Al

32CH
256Mbps/256Mbps
32CH IPC audio input

CH1, 4Kx2K/1920%1080/1280x1024
CH2,1920%1080/1280x1024
1CH, 1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G.711A/G.71U
Yes
32CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures
Add face pictures through APP, WEB and external im port
Resolution:128 x128~1920 x1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm

Yes
Reolution: 2560 x1920
Size: << 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week, month, quarter as well as
customized time period

8 HDDs; Support RAIDO, 1, 5, 6, 10
2
RJ45 x1,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
ATX
< 30W ( without HDD )
-10~50°C, 10%~90%(relative humidity)
Yes
2U
445436 x 90 (WxDxH)
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H.265 POE NVR E Series

TD-3308B1-8P-A1

Video & Audio
Input

Video & Audio
Output

Video & Audio
Record

Face

Storage

Interface

Others

Picture

Network Video Input
Incoming/Outgoing Bandwidth
NetworkAudio Input
HDMIQutput

VGA Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution

Frame Rate

Audio Compression Standard
Dual-stream

Face Match Performance
Computing Capability

Face Picture Database

Face Picture Search
Database Management

Face Picture Adding

Externalface picture enrollment

Face Picture Comparison
Face Trace

Map of Face Trace

Statistic Graph of Face Information
Statistic Mode of Face Information

HDD

E-sata

Ethernet Interface
POEInterface
Serial Interface

UsB

Alarm Input

Alarm Output

Power Supply

Power Consumption
Working Environment
Remote Controller
Case
Dimensions(mm)
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8CH

80Mbps/80Mbps

8CH IPCaudio input

1CH, 4K=2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/
960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G71TA/GIU
Yes
8CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and externalimport

Resolution:128 x128~1920 1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes

Reolution: 2560 x1920
Size:=< 512KB
Format: jpg&jpeg

Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

1
/
RI451,10M/100M/1000M self-adaptive
8(=280W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
DC4sv
< 15W ( without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
U
300x249x45(WxDxH)

TD-3316B2-8P-Al

16CH
160Mbps/160Mbps
16CH IPC audio input
1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/
960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G711A/G71U
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and external import

Resolution:128 x128~1920 1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes

Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

2
/
RI45x1,10M/100M/1000M self-adaptive
8(=80W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
DC4sv
< 15W ( without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
U
380x268x45 (WxDxH)

TD-3316B2-16P-Al

16CH
160Mbps/160Mbps
16CH IPCaudio input
1CH, 4K=2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/
960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G71TA/GMU
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and externalimport

Resolution:128 x128~1920 1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes
Reolution: 2660 x1920
Size:< 512KB
Format: jpg&jpeg
Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

2
/
RI451,10M/100M/1000M self-adaptive
16/ (< 150W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
DC4sv
< 15W ( without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
U
380x268x45 (WxDxH)

TD-3316B4-16P-A1

16CH
160Mbps/160Mbps
16CH IPCaudio input
1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/
960P/720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7MA/GTIU
Yes
16CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and external import

Resolution:128 x128~1920 x1080
Size;=< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes

Reolution: 2560 x1920
Size: =< 512KB
Format: jpg&jpeg

Bar graph, pie chart

Statistics by day, week month, quarter as well as
customized time period

4
/
RI45x1,10M/100M/1000M self-adaptive
16/(<150W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
8CH
4CH
ATX
= 15W ( without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
15U
440x390x70(WxDxH )

TD-3332H4-16P-A1

32CH
256Mbps/256Mbps
32CH IPCaudio input
1CH, 4Kx2K/1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH
1CH
H265/H264

8MP/6MP/5MP/AMP/3MP/1080P/1280x1024/

960P/720P/960H/D1/CIF
NTSC:30fps; PAL:25fps
G711A/G71IU
Yes
32CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and externalimport

Resolution:128 x128~1920 1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes

Reolution: 2560 x1920
ize:< 512kB

Jpg&jpeg

Bar graph, pie chart

12¢
Format:

NVR

TD-3532H8-16P-A1

32CH
256Mbps/256Mbps
32CH IPC audio input
1CH, 4Kx2K/1920x1080/1280x1024
1CH, 1920x1080/1280x1024

1CH
1CH
H.265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/

960P/720P/960H/D1/CIF
NTSC:30fps; PAL:25fps
G7MA/G7IU
Yes
32CH
180 pictures/minute
32 libraries 5000 Face Pictures
Search by picture is supported
Add, modify, delete and search face pictures

Add face pictures through APP,
WEB and external import

Resolution;128 x 128~1920 x 1080
Size:< 70KB
Format: jpg&jpeg
Support allow list and block list alarm
Yes

Reolution: 2560 x 1920
Size:=< 512KB
Format: jpg&Jpeg

Bar graph, pie chart

Statistics by day, week month, quarter as wellas  Statistics by day, week, month, quarter as well as

customized time period
4
/
RI45x1,10M/100M/1000M self-adaptive
16/(<150W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB2.0x1,USB3.0x1
16CH
4CH
ATX
< 15W (without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
15U
440x390x70(WxDxH )

customized time period
8
1
RJ45x1,10M/100M/1000M self-adaptive
16.(<150W)

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)
USB20x1,USB3.0x 1
16CH
4CH
ATX
< 15W ( without HDD & POE )
-10~50°C, 10%~90%(relative humidity)
Yes
il
445x436x90 (WxDxH)



H.265 Big-channel E Series

Video & Audio
Input

Video & Audio
Output

Video & Audio
Record

Storage

Interface

Others

Picture

NetworkVideo Input
Incoming/Outgoing Bandwidth
NetworkAudio Input

HDMIOutput

VGA Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution

Frame Rate

Audio Compression Standard
Dual-stream

HDD

E-sata

Ethernet Interface
POE Interface

Serial Interface

USB

Alarm Input

Alarm Output

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimensions(mm)

TD-3364B8

64CH
320Mbps/ 320Mbps

64CH IPCaudio input

CHI, 4Kx2K/1920x1080/1280x1024
(CH2,1920x1080/1280x1024

1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7NA/GTIU
Yes
8 HDDs; Support RAIDO, 1,5, 6,10
2
RI45x2,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x2, USB30x1
8CH
4CH
ATX
< 30W (without HDD)
-10~50°C, 10%~90%(relative humidity)
Yes
2U
445x436x90 (WxDxH)

TD-NO64E

64CH
320Mbps/ 320Mbps

64CH IPCaudio input

CHI, 4Kx2K/1920x1080/1280x1024
CH2,1920x1080/1280x1024

1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4MP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7NA/GTIU
Yes
16 HDDs; Support RAIDO, 1,5, 6,10
1
RI45x2,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x 2, USB3.0 x1
8CH
4CH
ATX
< 30W ( without HDD )
10~50°C, 10%~90%(relative humidity)
Yes
3U
437 x483x143 (WxDxH)

NVR

TD-N128E

128CH
384Mbps/ 384Mbps

128CH IPCaudio input

CH1, 4Kx2K/1920x1080/1280x1024
(CH2,1920x1080/1280x1024

1CH,1920x1080/1280x1024
1CH
1CH
H265/H264

8MP/6MP/5MP/4AMP/3MP/1080P/1280x1024/960P/
720P/960H/D1/CIF

NTSC:30fps; PAL:25fps
G7NA/GTIU
Yes
16 HDDs; Support RAIDO, 1,5, 6,10
1
RI45x2,10M/100M/1000M self-adaptive
/
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x2, USB30x1
8CH
4CH
ATX
< 30W (without HDD)
-10~50°C, 10%~90%(relative humidity)
Yes
3U
437x483x143 (WxDxH)
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H.265 NVR & POE NVR M Series

TD-3516B4-A2 TD-3532B4-A2 TD-3532B8-A2 TD-3564B8-A2 TD-3564B16-A2 TD-35128B16-A2

Network\Video Input 16CH 32CH 320H 64CH 64CH 128CH 8CH
Video&Audio i i i Display Priority: 640Mbps/ 128Mbps Display Priority: 640Mbps/ 128Mbps Display Priority: 640Mbps/ 128Mbps
Input Incoming/Outgoing Bandwidth 160Mbps/ 160Mops 320Mbps/ 320Mops 320Mops/ 320Mops NetworkPPriorfy: 640Mbps/ 640Mbps NetworkPPriorfy: 640Mbps/ 640 bps Network Prioriy: 640Mbps/ 640Mbps 80Mbps/ 80Mbps
NetworkAudioInput 16CH IPC audio input 32CH IPC audio input 32CH IPC audio input 64CH IPC audio input 64CH IPC audio input 128CH IPC audio input 8CHIPCaudioinput
HOMIOutout CH, 4K2K/1920x1080/1280x1024 CHI, 4Kx2K/1920x1080/1280x1024 128051024 O 2128051024 O 200128051024 O 212801024 CHI, 4K<2K/1920x1080/1280x1024
p CH2,1920x1080/1280x1024 CH2,1920x1080/1280x1024 CH3,1920%1080/1280x1024 CH3,1920%1080/1280x1024 CH3,1920x1080/1280x1024 CH3,1920x1080/1280x1024 CH2,1920%1080/1280x1024
\ideo&Audio CH4,1920x1080/1280x1024 CHa,1920x1080/1280x1024 CHa, 1920x1080/1280x1024 CHd4,1320x1080/1280x1024
OUtpUt VGA Output 1CH,1920%1080/1280x1024 1CH,1920x1080/1280x1024 1CH,1920x1080/1280x1024 1CH,1920x1080/1280x1024 1CH,1920%1080/1280x1024 1CH,1920%1080/1280x1024 1CH,1920%1080/1280x1024
LocalAudioOutput 1CH 1CH 1CH 1CH 1CH 1CH 1CH
2-wayAudio 1cH 1cH 1cH 1cH 1CH 1CH 1cH
Viideo Compression Standard H265/H264 H265/H264 H265/H264 H265/H264 H265/H264 H265/H264 H265/H264
Resoluti 12MP/8MP/6MP/5MP/4MP/3MP/1080P/ 12MP/8MP/6MP/5MP/4MP/3MP/1080P/ 12MP/8MP/6MP/5MP/4AMP/3MP/1080P/ 12MP/8MP/6MP/5MP/4AMP/3MP/1080P/ 12MP/8MP/6MP/5MP/4AMP/3MP/1080P/ 12MP/8MP/6MP/5MP/4MP/3MP/1080P/ 12MP/8MP/6MP/5MP/4MP/3MP/1080P/
Video&Audio esoiution 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF 1280x1024/960P/720P/960H/D1/CIF
Record Frame Rate NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps NTSC:30fps; PAL:25fps
Audio Compressi[)n Standard G7NA/GTITU G7MA/GTITU G71IA/GTIIU G71A/GTIU G71A/GTIIU G7NA/GTITU G7NA/GTITU
Dual-stream Yes Yes Yes Yes Yes Yes Yes
Face Detection Performance (Alby PC) 16CH 32CH 32CH 64CH 64CH 128CH 8CH
Face Detection Performance (Alby Device) 4CH 4CH 4CH 4CH 4CH 4CH 4CH
Face Match Performance 16CH 16CH 8CH 16CH 16CH 16CH 8CH
Com puting Capability 36 pictures/second 36 pictures/second 48 pictures/second 36 pictures/second 36 pictures/second 36 pictures/second 36 pictures/second
Face Picture Database 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures 32 libraries 10000 Face Pictures
Face Picture Search Search by picture is supported Search by picture is supported Search by picture is supported Search by picture is supported Search by picture is supported Search by picture is supported Search by picture is supported
Database Management Add, modify, delete and search face pictures Add, modify, delete and search face pictures Add, modify, delete and search face pictures Add, modify, delete and search face pictures Add, modify, delete and search face pictures Add, modify, delete and search face pictures Add, modify, delete and search face pictures
Face Picture Addin Addface pictures through APP, Addface pictures through APP, Addface pictures through APP, Addface pictures through APP, Add face pictures through APP, Add face pictures through APP, Addface pictures through APP,
Y WEB and external import WEB and external import WEB and external im port WEB and external import WEB and external import WEB and external im port WEB and external import
F X Resolution:128 x128~1920 x1080 Resolution:128 x128~1920 x1080 Resolution:128 x128~1920 1080 Resolution:128 x128~1920 x1080 Resolution:128 x128~1920 x1080 Resolution:128 x128~1920 x1080 Resolution:128 x128~1920 x1080
e Fternalface picture enrollment Size:< 70KB Size: << 70KB Size:< 70KB Size:< 70KB Size:< 70KB Size:< 70KB Size: < 70KB
Format: jpg&jpeg Format: Jpg&}peg Format: jpg&jpeg Format: jpg&jpeg Format: jpg&jpeg Format: jpg&jpeg Format: jpg&jpeg
Face Picture Comparison Support allow list, Support allow list, Support allow list, Support allow list, Support allow list, Support allow list, Support allow list,
p blocklist and stranger match alarm blocklist and stranger match alarm blocklistand stranger match alarm blocklistand stranger match alarm blocklist and stranger match alarm blocklist and stranger match alarm blocklist and stranger match alarm
Face Trace Yes Yes Yes Yes Yes Yes Yes
Reolution: 2560 1920 Reolution: 2560 x1920 Reolution: 2560 x1920 Reolution: 2560 x1920 Reolutior 2560x1920 Reolution: 2560 x1920 Reolution: 2560 x1920
Map of Face Trace Size: < 512KB Size: << 512KB Size: < 512KB Size: < 512KB Size Size: < 512B Size: < 512KB
Format: jpg&jpeg Format: jpg&jpeg Format: jpg&jpeg Format: jpg&jpeg Format: |pg&Jpeg Format: jpg&jpeg Format: jpg&jpeg
Statistic Graph of Face Information Bargraph Bargraph Bargraph Bar graph Bar graph Bar graph Bargraph
Statistic Mode of Face Information Statistics by day, week month, quarter as wellas  Statistics by day, week month, quarteras wellas  Statistics by day, week month, quarter as wellas ~ Statistics by day, week month, quarter as wellas  Statistics by day, week month, quarteras wellas = Statistics by day, week month, quarter as wellas ~ Statistics by day, week month, quarter as well as
customized time period customized time period customized time period customized time period customizedtime penod customized time period customized time period
Storage HDD 4 4 8 HDDs; Support RAIDO, 1, 5, 6,10 8 HDDs; Support RAIDO, 1,5, 6,10 HDDs; Support RAIDO, 1,5, 6,10, 16 HDDs; Support RAIDO, 1,5, 6, 10,16 1
% Esdta 1 1 1 1 1 1 1
Ethernet Interface RI45x2,10M/100M/1000M se!f-adaptive RI45x2,10M/100M/1000M self-adaptive RI45x2,10M/100M/1000M self-adaptive RI45x2,10M/100M/1000M self-adaptive RJ45 %2, 10M/100M/1000M self-adaptive RI45x2,10M/100MN1000M self-adaptive RJ45x1,10MN100M/1000M self-adaptive
POE Interface / ! / / I / 8(=<96W)
Serial Interf RS-485x1 RS-485x1 RS-485x1 RS-485x1 RS-485x1 RS-485 x1 RS-485x1
Interface erial Interrace (Full-duplex; Connectto PTZ or keyboard) (Full-duplex; Connect to PTZ or keyboard) (Full-duplex; Connect to PTZ or keyboard) (Full-duplex; Connect to PTZ or keyboard) (Full-duplex; Connect to PTZ or keyboard) (Full-duplex; Connectto PTZ or keyboard) (Full-duplex; Connectto PTZ or keyboard)
USB USB2.0x2,USB3.0x1 USB2.0x2, USB3.0x1 USB2.0x2, USB3.0x1 USB2.0x2, USB3.0x1 USB2.0x2,USB3.0x1 USB2.0x2,USB3.0x1 USB2.0x2, USB3.0x2
Alarm In put 16CH 16CH 16CH 16CH 24CH 24CH 8CH
Alarm Outpu‘[ 4CH 4CH 4CH 4CH 8CH 8CH 4CH
Power Supply ATX ATX ATX ATX ATX ATX ATX
PowerC()nsumption < 50W (withoutHDD ) < 50W (without HDD ) < 50W (without HDD ) < 50W ( without HDD ) < 50W ( without HDD ) < 50W (withoutHDD ) < 50W ( without HDD & POE)
Others Working Environment 10~50°C,10%~90%(relative humidity) -10~50°C, 10%~90%(relative humidity) 10~50°C, 10%~90%(relative humidity) 10~50°C, 10%~90%(relative humidity) -10~50°C, 10%~90%(relative humidity) 10~50°C, 10%~90%(relative humidity) -10~50°C, 10%~90%(relative humidity)
Remote Controller Yes Yes Yes Yes Yes Yes Yes
Case 15U 15U 20 20 3u 3u ]
Dimensions(mm) 440x390x70(WxDxH) 440%x390x70(WxDxH) 445x436x90 (WxDxH) 445436 %90 (WxDxH) 437 x483x143 (WxDxH) 437x483x143 (WxDxH) 300x249x45(WxDxH)
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> DVR

1-8 HDD

1HDD, 2 HDD, 4 HDD and 8 HDD optional.

3inl

DVR supports AHD, TVI, CVI, CVBS and IP signal.

IPvé

Support IPv6 to avoid Ipv4 address exhaustion in the
foreseeable future. IPC/DVR/NVR can also support it.

API/SDK

Our devices with Universal API/SDK, proper and
clean, can make detailed integration with 3rd-party
platform.

120P-8MP

Different range DVRs with resolution 720P,
1080P Lite, 1080P, 4/5MP, 8MP.

H

Analog to IP

Analogue channel can be switched to IP channel flexibly.

USB Alarm
@ Independent USB alarm device with 16ch in /éch out,

integrated with DVR and NVR, more flexible for project
purpose

4K Output

é:!,[x 4/5/8MP DVR support 4K output, and can fully
integrate with 1080P.

Support smart functions like line crossing, item
care, etc in analogue channel.

3D DNR
,L% 3D DNR is an advanced technology which enables

noise to be filtered more effectively from the image
even under low light condition. DVR supports E and
S line camera.
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H.264 1080P Lite DVR S Series

TD-2004TS-CL

Video &Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input

Network Video/Audio Input
Local Audio Input
HDMIQutput

VGA Output

CVBS Output

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution
Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

Esata

Ethernet Interface
R$485 Interface

USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimmensions(mm)
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4 CH, TWAHD/CVI Analog camera
/
1CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
/
/
1CH
1 CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVI: 1080P Lite @251ps;
720P/WD1@30fps

128Kbps-3Mbps
G7IA/GTIIU
1HDD
/
RI45x1,10M/100M self-adaptive
/
USB20x2
/
/
Yes
DeI2v

< 5W( without HDD )

10~50 C,10%~90%(relative humidity)

No
Mini1U Case
255x232x42(WxDxH)

TD-2104TS-CL-C

4 CH, TWAHD/CVI Analog camera
/
1CH
1CH, 1920x1080/1280x1024
1CH,1920%1080/1280x1024
/

1CH
1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVE: 1080P Lite @25fps;
720P/WDI@30fps

128Kbps-3Mbps
G71A/GTIU
THDD
/
RI45 x1,10M/100M self-adaptive
/
USB20x2
/
/
Yes
DCi2v
< 5W( withoutHDD )
410~50 C,10%~90%(relative humidity)
Yes
Mini1U Case

255x222x42(WxDxH )

TD-2104TS-CL

4 CH, TWAHD/CVI Analog camera
1CH(Upto5CH)
1CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
/

1CH
1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVI: 1080P Lite /720P/WD1@30fps

768Kbps4Mbps
G7A/GTIIU
THDD
/

RI45 x1,10M/100M self-adaptive
/
USB20x2
/

/

Yes
DCi2v

< 5W( without HDD )

410 ~50 C,10%~90%(relative humidity)

Yes
Mini1U Case

255x222x42(WxDxH)

DVR

TD-2104TS-CL-A

4 CH, TVI/AHD/CVI Analog camera
1CH(Upto5CH)

1CH

1CH, 1920x1080/1280x1024

1CH, 1920x1080/1280x1024
1CH
Yes
1CH

1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVL: 1080P Lite /720P/WD1@30fps

768Kbps-4Mbps
G71A/GTIU
1HDD
/

RI45 x1,10M/100M self-adaptive
RS-485 x1(Connectto PTZ or keyboard)
USB2.0x2
/

/

Yes
DCi2v
< 5W( without HDD )
410~50 C,10% ~90%(relative humidity)
Yes
Mini1U Case
255x222x42(WxDxH)



H.264 1080P Lite DVR S Series

Video & Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input
NetworkVideo/Audio Input
Local Audio Input
HDMIQutput

VGA Output

CVBS Output

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution
Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

Esata

Ethernet Interface
RS485 Interface

USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimmensions(mm)

TD-2008TS-CL

8 CH, TWAHD/CVI Analog camera
/
1CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
/

1CH
1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVE: 1080P Lite /720P@15fps;
720P Lite/WD1@301ps

768Kbps-4Mbps
G71A/GTIIU
THDD
/
RI45x1,10M/100M self-adaptive
/
USB2.0x2
/
/
Yes
Dei2v

< 5W( without HDD )

410~50 C,10%~ 90%(relative humidity)

No
Mini1U Case
255%232x42(WxDxH )

TD-2108TS-CL

8 CH, TVI/AHD/CVI Analog camera
1CH(Upto9CH)
1CH
1CH, 1920x1080/1280x1024
1CH,1920%1080/1280x1024
/

1CH
1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVE: 1080P Lite /720P@15fps;
720P Lite/WD1@30fps

768Kbps-4Mbps
G71A/GTIU
THDD
/
RI45 x1,10M/100M self-adaptive
/
USB20x2
/
/
Yes
DCI2v
< 5W ( withoutHDD )
410~50 C,10% ~90%(relative humidity)
Yes
Mini1U Case

255x222x42(WxDxH )

TD-2108TS-CL-A

8 CH, TWI/AHD/CVI Analog camera
1CH(Upto9CH)

1CH

1CH,1920x1080/1280x1024

1CH,1920x1080/1280x1024
1CH
Yes
1CH

1 CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVI: 1080P Lite /720P@15fps;
720P Lite/WD1@30fps

768Kbps-4Mbps
G71IA/GIU
1HDD
/
RI45x1,10M/100M self-adaptive
RS-485 x1(Connectto PTZ or keyboard)
USB2.0x2
/
/
Yes
DCr2v
< 5W( without HDD )
10~50 C,10%~90%(relative humidity)
Yes
Mini1U Case
255x222x42(WxDxH)

DVR

TD-216TS-CL

16 CH, TV/AHD/CVIAnalog camera
2CH(Upto4CH)

1CH

1CH,1920x1080/1280x1024

1CH,1920x1080/1280x1024
1CH
Yes
1CH

1CH(Take up channel one audio input)
H264
1080P Lite/720P/WD1

TVI/AHD/CVI: 1080P Lite @12fps;
720P@15fps; 720P Lite/WD1@30fps

768Kbps4Mbps
G71A/GTIU

1HDD

/
RI45x1,10M/100M self-adaptive
RS-485 x1(Connect to PTZ or keyboard)
USB2.0x2

/
/

Yes

DCi2v

< 5W( without HDD )

110 ~50 C,10%~90%(relative humidity)

Yes
Mini1U Case
255%234x42(WxDxH )
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H.265 1080P & SMP DVR S Series

TD-2104TS-HC

Video & Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input

Network Video/Audio Input
Local Audio Input
HDMIQutput

VGA Output

CVBS Output

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard

Resolution

Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

Esata

Ethernet Interface
RS485 Interface

USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case
Dimmensions(mm)
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4 CH, TVI/AHD/CVI Analog camera
2CH(Upto6CH)
1CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)

H264/H.265

5M Lite/4M Lite/1080P/1080P Lite/720P/WDI

TVI/AHD/CVI: 5M Lite@10fps;
4M Lite/1080P@15fps;
1080P Lite/720P/WD1@30fps
32Kbps-4Mbps
GrmA/GTIU
THDD
/

RI45 x1,10M/100M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
DC12v
< 5W ( without HDD )
-10~50 C,10% ~ 90%(relative humidity)
Yes
Mini U Case
255x222x42(WxDxH )

TD-2108TS-HC

8 CH, TVI/AHD/CVI Analog camera
4CH(UptoT2CH)
1CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)

H.264/H265

5M Lite/4M Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVI: 5M Lite@10fps;
4M Lite/1080P@15fps;
1080P Lite/720P/WD1@30fps
32Kbps-4Mbps
G.7mA/GmuU
THDD
/

RJ45 x1,10M/100M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
DCI2v
< 8W ( without HDD )
-10~50 C,10% ~90%(relative humidity)
Yes
Mini1U Case
255x222x42(WxDxH )

TD-2116TS-HC

16 CH, TVI/AHD/CVI Analog camera
8CH(Upto16CH)

1CH

1CH,1920x1080/1280x1024

1CH, 1920x1080/1280x1024
1CH
Yes
1CH

1CH(Take up channel one audio input)

H.264/H.265

5M Lite/4M Lite/1080P/1080P Lite/720P/WDI

TVI/AHD/CVI: 5M Lite@10fps;
4M Lite/1080P@15fps;
1080P Lite/720P/WD1@30fps
32Kbps-5Mbps
G7mA/GmuU
THDD
/

RJ45 x1,10M/100M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
DCi2v
< 10W ( without HDD )
-10~50 C, 10% ~ 90%(relative humidity)
Yes
Mini1U Case
255x234x42(WxDxH )

TD-2104TS-HP

4 CH, TVI/AHD/CVI Analog camera
2CH(Upto6CH)

1CH

1CH, 3840x2160/1920x1080/1280x1024

1CH,1920x1080/1280x1024

1CH
Yes
1CH

1CH(Take up channel one audio input)

H264/H265

4K/4K Lite/5M/5M Lite/4M/4M Lite
/ 3M/1080P/720P/WD1

TVI/AHD/CVI: 4K@Tfps(only CHI supports); 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite/1080P/720P/WDI@30fps
32Kbps-4Mbps
G7MA/GTU
THDD
/

RJ45 x1,10M/100M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
DC12v
< 10W ( without HDD )
-10~50 C, 10% ~ 90%(relative humidity)
Yes
Mini 1U Case
256x222x42(WxDxH )

TD-2108TS-HP

8 CH, TVI/AHD/CVI Analog camera
8CH(Upto16CH)

1CH

1CH, 3840x2160/1920x1080/1280x1024

1CH,1920x1080/1280x1024

1CH
Yes
1CH

1 CH(Take up channel one audio input)

H264/H.265

4K/4K Lite/5SM/5M Lite/4M/4M Lite
/3M/1080P/720P/WD1

TVI/AHD/CVI: 4K@7fps; 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite/1080P/720P/WDI@30fps
32Kbps-5Mbps
GTMA/GTIU
THDD
/

RI45 x1,10M/100M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
Dei2v
< 15W ( without HDD )
-10~50 C, 10% ~ 90%(relative humidity)
Yes
Mini 1U Case
255x234x42(WxDxH )

DVR

TD-2116TE-HP

16 CH, TVI/AHD/CVI Analog camera
8CH(Upto16CH)
1CH
1CH, 3840x2160/1920x1080/1280x1024

1CH, 1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)

H.264/H.265

AK/4K Lite/5M/5M Lite/4M/4M Lite
/3M/1080P/720P/WD1

TVI/AHD/CVI: 4K@7fps; 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite/1080P/720P/WD1@30fps
32Kbps-5Mbps
GMA/GU
2HDD
/

RI45 x1,10M/100/1000M self-adaptive
RS-485 x 1(Connect to PTZ or keyboard)
USB20x2
/

/

Yes
DCi2v
< 30W ( without HDD )
-10~50 C, 10% ~ 90%(relative humidity)
Yes
1U Case
380x268x45(WxDxH )



H.265 1080P DVR E Series

Vide?&Audio
nput

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input
NetworkVideo/Audio Input
Local Audio Input

HDMI Output

VGA Output

CVBS Qutput

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard
Resolution

Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

E-sata

Ethernet Interface
RS485 Interface

USB Interface

Alarm Input

Alarm Qutput

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimmensions(mm)

TD-2704TS-HC

4 CH, TVAHD/CVI Analog camera
2CH(Upto6CH)

4CH

1CH,1920%1080/1280x1024

1CH, 1920x1080/1280x1024
1CH
Yes
1CH

1CH(Take up channel one audio input)
H264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVI5M Lite@10fps; 4M Lite /1080P@15fps; 1080P
Lite/720P/WD1@30fps

32Kbps-4Mbps
G7NA/GTIU
THDD
/

RI45 x1,10M/100M self-adaptive
RS-485 x1(Connect to PTZ or keyboard)
USB20x2
4
1
Yes
DCI2V
< 10W( without HDD )
-10~50 C,10% ~90%(relative humidity)
Yes
W
300%x249x45(WxDxH)

TD-2708TS-HC

8 CH, TVI/AHD/CVI Analog camera
4CH(UptoT2CH)

8 CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH

Yes

1CH

1CH(Take up channel one audio input)
H264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVISM Lite@10fps; 4M Lite/1080P@15fps; 1080P
Lite/720P/WD1@30fps

32Kbps-4Mbps
G71A/GTIU
THDD
1
RI45 x1,10M/100M self-adaptive
RS-485 x1(Connectto PTZ or keyboard)
USB2.0x2
8
2
Yes
DeI2v
< 10W( without HDD )
-10~50 C,10%~90%(relative humidity)
Yes
u
300x249x45(WxDxH )

TD-2716TE-HC

16 CH, TW/AHD/CVI Analog camera
8CH(Upto16CH)

8CH

1CH,1920x1080/1280x1024

1CH, 1920x1080/1280x1024
1CH
Yes
1CH

1CH(Take up channel one audio input)
H.264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVI5M Lite@10fps; 4M Lite/1080P@15fps; 1080P
Lite/720P/WD1@30fps

32Kbps-5Mbps
G71A/GTIIU
2HDD
1
RI45 x1,10M/100M/1000M self-adaptive
RS-485 x1(Connectto PTZ or keyboard)
USB20x2
16
4
Yes
DCI2V
< 15W ( without HDD )
-10~50 C,10% ~90%(relative humidity)
Yes
U
380x268x45 (WxDxH)

DVR

TD-276TE-HC-A

16 CH, TW/AHD/CVI Analog camera

8CH(Upto16CH)

16 CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH

Yes

1CH

1CH(Take up channel one audio input)
H264/H265
5MP Lite/4AMP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVESM Lite @10fps; 4M Lite /1080P@15fps; 1080P
Lite/720P/WD1@30fps

32Kbps-5Mbps
G71A/GTIU
2HDD
1
RI45 x1,10M/100M/1000M se f-adaptive
RS-485 x1(Connect to PTZ or keyboard)
USB20x2
16
4
Yes
DCI2v
< 15W ( without HDD )
410 ~50 C,10%~90%(relative humidity)
Yes
I
380x268x45(WxDxH)
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H.265 1080P DVR E Series

Video &Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input
NetworkVideo/Audio Input
Local Audio Input
HDMIOutput

VGA Output

CVBS Qutput

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard
Resolution

Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

Esata

Ethernet Interface
RS485 Interface

USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimmensions(mm)
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TD-2716TC-HC

16 CH, TV/AHD/CVI Analog camera
8CH(Upto16CH)

16 CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH

Yes

1CH

1 CH(Take up channel one audio input)
H264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVISM Lite @10fps;
4M Lite/1080P@15fps; 1080P Lite/720P/WD1@30fps

32Kbps-5Mbps
G71A/GTIU
4 HDD
1
RI45x1,10M/100M/1000M self-adaptive
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x2
16
4
Yes
ATX
< 20W ( without HDD )
410~50 C,10%~90%(relative humidity)
Yes
15U
440x390x70(WxDxH)

TD-2732TC-HC

32 CH, TWAHD/CVIAnalog camera
8 CH(Upto24CH)

16 CH

1CH, 1920x1080/1280x1024

1CH,1920%1080/1280x1024
1CH
Yes
1CH

1 CH(Take up channel one audio input)
H264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WDI1

TVI/AHD/CVISM Lite @10fps;
4M Lite1080P@151ps; 1080P Lite/720P/WD1@30fps

32Kbps-5Mbps
G71A/GTIU
4HDD
1
RI45 x1,10M/100M/1000M self-adaptive
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB20x2
16
4
Yes
ATX
< 20W ( without HDD )
-10~50 C,10% ~90%(relative humidity)
Yes
15U
440%x390x70(WxDxH)

TD-2716TD-HC

16 CH, TV/AHD/CVIAnalog camera
8CH(Upto16CH)

16 CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH

Yes

1CH

1CH(Take up channel one audio input)
H264/H265
5MP Lite/4AMP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVESM Lite @10fps;
4M Lite1080P@15fps; 1080P Lite/720P/WDI@30fps

32Kbps-5Mbps
G7A/GTIIU
8 HDD
1
RI45 x1,10M/100M/1000M se!f-adaptive
RS-485 x1(Full-duplex; Connect to PTZ or keyboard)
USB20x2
16
4
Yes
ATX
< 30W( withoutHDD )
-10~50 C,10%~90%(relative humidity)
Yes
U
445x436x90(WxDxH)

DVR

TD-2732TD-HC

32 CH, TWAHD/CVI Analog camera
8CH(Upto24CH)

16 CH
1CH,1920x1080/1280x1024
1CH,1920x1080/1280x1024

1CH

Yes

1CH

1 CH(Take up channel one audio input)
H264/H265
5MP Lite/4MP Lite/1080P/1080P Lite/720P/WD1

TVI/AHD/CVISM Lite @10fps;
4M Lite1080P@15fps; 1080P Lite/720P/WD1@30fps

32Kbps-5Mbps
G71IA/GTIU
8 HDD
1
RI45x1,10M/100M/1000M self-adaptive
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB20x2
16
4
Yes
ATX
< 30W( without HDD )
10~50 C,10%~ 90%(relative humidity)
Yes
2U
445x436x90(WxDxH)



H.265 1080P DVR E Series

Video & Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

TD-2704TS-HP

TD-2708TS-HP

TD-2708TE-HP

TD-2716TE-HP

TD-2716TE-HP-A

DVR

TD-276TC-HP

Video Input 4 CH, TVI/AHD/CVI Analog camera
NetworkVideo/Audio Input 2CH(Upto6CH)

Local Audio Input 4CH

HDMIOutput 1CH, 3840x2160/1920x1080/1280x1024
VGA Output 1CH,1920x1080/1280x1024
CVBS Qutput 1CH

SPOT Output Yes

Local Audio Output 1CH

2-way Audio 1CH(Take up channel one audio input)

Video Compression Standard H264/H.265

4K/4K Lite/5M/5M Lite /4M/4M Lite

Resolution 13M/1080P/720P/WDT

TWAHD/CVI: 4K@7fps(only CHI suppots); 4K Lite@15fps
5M@12fps; 5M Lite @20fps; 4M/3M@15fps
4M Lite/1080P/720P/WD1@30fps

Recording Frame Rate

Bitrate 32Kbps-4Mbps
Audio Compression Standard G71A/GTTIU
HDD 1HDD
Esata 1

Ethernet Interface RI45x1,10M/100M self-adaptive

RS-485x1

R3485 Interface (Connectto PTZ or keyboard)

USB Interface USB20x2

Alarm Input 4

Alarm Output 1

Coaxial Control Yes

Power Supply DC12v

Power Consumption < 10W( without HDD )
Working Environment 10~50 C,10%~90%(relative humidity)
Remote Controller Yes

Case U
Dimmensions(mm) 300x249x45(WxDxH)

8 CH, TWAHD/CVI Analog camera
8CH(Upto16CH)
4CH
1CH, 3840%2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)
H264/H265

4K/4K Lite/5M/5M Lite /4M/4M Lite
/1080P/720P/WDI

TVI/AHD/CVI: 4K@7fps; 4K Lite @15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite 1080P/720P/WD1@30fps
32Kbps-5Mbps
G7MA/GMU
THDD
/

RI45 x1,10M/100M/1000M se!f-adaptive

RS-485x1
(Connectto PTZ or keyboard)

USB2.0x2
/
/
Yes
Dei2v
< 15W( withoutHDD )

10~50 C,10%~90%(relative humidity)

Yes
1Y
300x249%x45(WxDxH)

8 CH, TWAHD/CVI Analog camera
8CH(Upto16CH)
8CH
1CH, 3840%2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)
H264/H265

4K/4K Lite/5M/5M Lite /4M/4M Lite
/1080P/720P/WDI

TVI/AHD/CV: 4K@7fps; 4K Lite @15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite 1080P/720P/WD1@30fps
32Kbps-5Mbps
G/MA/GU
2HDD
1
RI45x1,10M/100M/1000M self-adaptive

RS-485x1
(Connectto PTZ or keyboard)

USB2.0x2
8
2
Yes
Dei2v
< 15W( withoutHDD )

10~50 C,10%~90%(relative humidity)

Yes
W
380x268x45 (WxDxH)

16 CH, TV/AHD/CVIAnalog camera
8CH(Upto16CH)
8CH
1CH, 3840x2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)
H264/H265

4K/4K Lite/5M/5M Lite /4M/4M Lite
/1080P/720P/WDI

TVI/AHD/CVI: 4K@Tfps; 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite 1080P/720P/WD1@30fps
32Kbps-5Mbps
G/MA/GMU
2HDD
1
RI45 x1,10M/100M/1000M se!f-adaptive

RS-485x1
(Connect to PTZ or keyboard)

USB2.0x2
16
4
Yes
Dei2v
< 30W( without HDD )

10~50 C,10%~90%(relative humidity)

Yes
W
380x268x45 (WxDxH)

16 CH, TV/AHD/CVIAnalog camera
8CH(Uptol16CH)
16 CH
1CH, 3840x2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)

H264/H265

4K/4K Lite/5M/5M Lite /4M/4M Lite
/1080P/720P/WDI

TV/AHD/CVI: 4K@Tfps; 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
4M Lite/1080P/720P/WD1@30fps
32Kbps-5Mbps
G7MA/GTIU
2HDD
1
RI45x1,10M/100M/1000M self-adaptive

RS-485x1
(Connect to PTZ or keyboard)

USB20x2
16
4
Yes
DCi2v
< 30W( withoutHDD )
410~55 C,10% ~90%(relative humidity)
Yes
1Y
380x268x45 (WxDxH)

16 CH, TV/AHD/CVIAnalog camera
8CH(Upto16CH)
16 CH
1CH, 3840x2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1CH(Take up channel one audio input)

H264/H265

4K/4K Lite/5M/5M Lite /4M/4M Lite
/1080P/720P/WDI

TVI/AHD/CVI: 4K@Tfps; 4K Lite@15fps
5M@12fps; 5M Lite@20fps; 4M/3M@15fps
AM Lite 1080P/720P/WD1@30fps
32Kbps-5Mbps
G/MA/GTMU
4HDD
1
RI45x1,10M/100M/1000M self-adaptive

RS-485x1
(Full-duplex; Connectto PTZ or keyboard)

USB20x2

16

4

Yes

ATX
< 30W ( without HDD )

10~55 C,10%~90%(relative humidity)

Yes

15U
440x390x70(WxDxH)
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H.265 8MP DVR E Series

Model TD-2708TE-HK

Picture

Video Input

Videolr%pﬁ?dio Network Video/Audio Input
Local Audio Input
HDMIOutput
VGA Output

Videg lﬁ s\uutdio CVBS Output
SPOT Output
Local Audio Output
2-way Audio
Video Compression Standard
Resolution

V'd%ﬁé%é\iﬁg'o Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

E-sata

Storage

Ethernet Interface

RS485 Interface
Interface USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption

Others Working Environment
Remote Controller
Case

Dimmensions(mm)
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8 CH, TWAHD/CVI Analog camera
8 CH(Upto12CH)
8CH
1CH, 3840x2160/1920x1080/1280x1024
1CH,1920x1080/1280x1024
1CH
Yes
1CH
1 CH(Take up channelone audio input)
H264/H265
8MP/5MP/4MP/1080P/720P/WDI

TWAHD/CVE: 8MP@15fps; 5MP@20fps;
4AMP/1080P/720P/WD1/DI@30fps

32Kbps-5Mbps
G71A/GTIU
2HDD
1
RI45 x1,10M/100M/1000M self-adaptive
RS-485 x1(Connectto PTZ or keyboard)
USB20x2
8
2
Yes
DCI2v
< 30W ( without HDD )
-10~50 C,10% ~90%(relative humidity)
Yes
U
380x268x45(WxDxH)

H.265 SMP DVR M Series

DVR

Model TD-2932TD-HP

Video & Audio
Input

Video & Audio
Output

Video & Audio
Encoding

Storage

Interface

Others

Picture

Video Input

Network Video/Audio Input
Local Audio Input
HDMIQutput

VGA Output

CVBS Output

SPOT Output

Local Audio Output

2-way Audio

Video Compression Standard
Resolution

Recording Frame Rate

Bitrate

Audio Compression Standard
HDD

E-sata

Ethernet Interface
RS485 Interface

USB Interface

Alarm Input

Alarm Output

Coaxial Control

Power Supply

Power Consumption
Working Environment
Remote Controller
Case

Dimmensions(mm)

32 CH, TWAHD/CVI Analog camera
32CH(Upto64CH)

16 CH

CH1, 3840 x 2160 / 1920 x 1080 / 12801024
CH2,1920 x 1080 / 1280 x 1024 / 1024x768

1CH,1920x1080/1280x1024
1CH
Yes
1CH
2CH
H264/H265
4K/4K Lite/5M/5M Lite/4M/4M Lite/ 3M/1080P/720P/WD1

TW/AHD/CVI: 4K@8fps; 4K Lite @15fps
5M@12fps; 5M Lite @20fps; 4M/3M@15fps
4M Lite1080P/720P/WD1@30fps

32Kbps-10Mbps
G/MA/G.MU
8 HDDs; Support RAIDO, 1,5, 6,10
1
RI45x2, 10M/100M/1000M self-adaptive
RS-485 x1(Full-duplex; Connectto PTZ or keyboard)
USB3.0x1; USB2.0x2
16
8
Yes
ATX
< 70W( without HDD )
10~50 C,10%~90%(relative humidity)
Yes
2U
445%436x90 (WxDxH)



NVMS Device




» NVMS Device

Production form/Configuration
Windows/linux/mac cross-platform including software and
equipment; Windows software: Lite/Standard/Enterprise/Al
version; Equipment form: x86 (A510 series/S300 series/A600
series)/ARM; Supporting all range of TVT's products
(IPC/DVR/NVR/Network keyboard/Decoder) ; Centralized or
distributed deployment

Diverse integration connected methods
Supporting Android/iOS SDK; Supporting Windows platform
SDK (C++/Java/C#)/0CX control; Supporting Linux version
platform SDK; Supporting platform cascading agreement
(6B28181-2011/2016); Supporting RTSP; Supporting H5 playback
(RTMP/HLS/RTSP)
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Comprehensive security integration
Supporting the integrated accessing and applying of
subsystems( Access control/Attendance/Intercom/Anti-theft
alarm/  Perimeter  defense/Dynamic  ring/  Ladder
control/Parking/Visitor ; Connected access control brands:
ZKT/ MAX/ KAIRUI(wiegand)/TE( entrypass) in process;
Connected alarm brand: Hikvision network communication
module, ALEAN, TE DSC, Hnxkm; Connected LED screen: IP/485;
Connected smart devices: Sense Time/Zeno-tech

Al integration and application

Supporting Al device accessing and algorithm integration to
implement Al service applications; Supporting front-end
intelligent behavior analysis; Supporting face recognition
including face control/attendance/ access control/entry and
exit/welcome and meeting check-in; Supporting license plate
recognition (vehicle entrance and exit/micro bayonet);
Supporting passenger flow statistics application; Supporting
video structured



Authentication Server

All-in-One Management Server

NVMS Device

Transfer Server

_ TD-A510-MS-S TD-A510-MTC-E TD-A510-MTS-E

Picture

CPU

0S

Memory
Network card

HDD
PCl expansion

Management

Interfaces

Device Access

Max. number of camera access

Max. number of NVR access

Max. decoding capability

Max. number of transfer server access
Max. number of storage server access

Device Group
Max. number of users

Simultaneous Online users

User Permission
Real-time view

P1Z

Storage type
Record type

Record search
Access bandwidth
Output bandwidth
Power

Power consumption
Working Environment
Relative Humidity
Noise

Gross weight
Dimension(mm)
Installation

Intel Core Processor 13-6100 2C/4T 37GHz 3M HD Graphics P530/51W
Cent0S 74

4GB DDR4 ECC, Up to 64GB

Integrated Intel210-ATdual gigabit Ethernet server cards

1built-in Kingston SSD/120G/SATA/6Gb/s/25inch/SUV400S37;
35/25inch HDD slotsx3

1XPCI-E3,0x8 (x4): 1xPCI-E3.0x8; 1xPCI-E3.0x16 (x8);

BMC Module; Support IPMI2,0,110/100 Mbps RJ45 management port,
KVM, Support remote management

VGAXT1, USBx6(front panel: USB2.0x2, real panel USB2.0x2;
USB3.0x2), network interfacex2; COMx1, remote management portx1

IPC, DVS, DVR, NVR, Decoder

30000 CH

1024 NVRs

256 CH

32 transfer servers

128 storage servers

Support

1024 users

256 users

Self-define

Up to 100 CH real-time preview; support auto switch
Support PTZ control, PTZ permission, PTZ lock, PTZ preset management
IP SAN/streaming media storage

Schedule, manual and alarm records

Multi-channel synchronous search and playback
880Mbps

880Mbps(live view + transfer)

100~240V-6~3A /50~60Hz

< 300W(with HDD)

Working: 10°C to 35°C; Standby: -40°C~+70°C(ambient)
Standby: 95% (non-condensing) under 25°C~30°C
Working: <50dBA; 6.2BA (<28°C)

Approx. 12KG

430x487x44 (WxDxH)

Standard 19 inch rack mount

Intel Xeon Processor E3-1225V6 4C/4T 33GHz 8M HD Graphics P530/72W
Cent0S 74

8GB DDR4 ECC, up to 64GB

Dual gigabit portsI350-T2 + Intel210-AT dual gigabit Ethernet server cards
1 built-in Kingston SSD/120G/SATA/6Gb/s/25inch/SUV400S37
35/25inch HDD slotsx3

1XPCI-E3.0x8; 1XPCI-E3.0x8(X4); 1xPCI-E3.0x16(X8);

BMC Module; Support IPMI2,0,110/100 Mbps RJ45 management port,
KVM, Support remote management

HDMIx1, VGAx1, USBx6(front panel: USB2.0x2, real panel USB2.0x2;
USB3.0x2), network interfacex4; COMx], remote management portx1;
audio inputx2; audio outputx?2

/

30000 CH

1024 NVRs

256 CH

32 transfer servers

128 storage servers

Support

1024 users

256 users

Self-define

Up 10100 CH real-time preview; support auto switch

Support PTZ control, PTZ permission, PTZ lock, PTZ preset management
IP SAN/streaming media storage

Schedule, manual and alarm records

Multi-channel synchronous search and playback

880Mbps

880Mbps(live view + transfer)

100~240V-6~3A /50~60Hz

< 300W/(with HDD)

working 10°C to 35°C, standby -40°C~+70°C(ambient)

Standby: 95% (non-condensing) under 25°C~30°C

Working: <50dBA; 6.2BA (<28°C)

Approx. 12KG

430 x 487 x 44 (Wx Dx H)

Standard 19 inch rack mount

Intel Xeon Processor E3-1225V5 4C/4T 3.3GHz 8M HD Graphics P530/80W
Cent0S 74

8GB DDR4 ECC, Up to 64GB

Dual gigabit ports /1350-T2 + Intel210-ATdual gigabit Ethernet server cards

1 built-in Kingston SSD/120G/SATA/6Gb/s/2,5inch/SUV400S37;

Support 3 35/2.5inch HDDs

1xPCI-E3.0x8; 1xPCI-E3.0x8(X4); IxPCI-E3.0x16(X8);

BMC Module; Support IPMI2.0,110/100 Mbps RJ45 management port,

KVM, Support remote management

VGAx1, HDMIx1, USB x6(front panel: USB2.0x2, real panel USB2.0x2; USB3.0x2)

network interface x4; DVIx1, remote management port x1;
audio inputx2; audio output x2

— o — — — o — o — — — —

880Mbps

880Mbps

100~240V-6~3A /50~60Hz

< 300W(with HDD)

working 10°C to 35°C, standby -40°C~+70°C(ambient)
Standby: 95% (non-condensing) under 25°C~30°C
Working: <50dBA; 6.2BA (<28°C)

Approx. 12KG

430 x 487 x 44 (Wx Dx H)

Standard 19 inch rack mount
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NVMS Device

m TD-S316E-E TD-S324E-E TD-S336E-E TD-S348E-E
T — C e,

Picture

CPU

Chipset

0S

Memory

HDD

HDD installation
Capacity

RAID

Expansion
Network Card

IPMI

Monitor Control
Protocol

Search

Perbrmance

Way ofManagement
Capability ofManagement
Security

Interice

Power Supply
Operating Environment
Relative Humidity
Noise

ESD

16-disk Network storage server

Intel Xeon Processor E3-1220V5 4C/4T 3.0GHz 8M/80W

Intel C232 chipset

Cent0S 7.3

8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory

35 inch SATAx16 (hot-pluggable); built-in 25 inch SATAx2
Independent HDD bracket

Up to 12818

Hardware RAID; support RAID 0,1,5, 6

1xPCI-E3.0x16(x8); 1xPCI-E3.0x8; 1xPCE-E3.0x8(x4)

Integrated 1210-AT dual gigabit network cards,

load balancing and if one is off line, the other will replace.
ASPEED AST2400 BMC, independent IPMI interface; support iKVM
Integrated display controller

Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Built-in index, accurate to second-level

Up to 900Mbps access and storage

Upto 800Mbps access, 800Mbps storage and 96Mbps playback
Up to 800Mbps access, 800Mbps storage and 96Mbps live view
\WEB management, seamless access to NVMS

RAID management, record management, system log as well as alarm processing
Supply TPM interf ace, TPM Module installation supported

1xVGA, 6xUSB(4 in the real panel and 2 in the front panel),
2xRJ45,1xIPMI, 1xRS232

550W 1+1reduandent power supply, 100~240V-7~34A /50~60Hz
Working: 10°C to 35°C; standby: -40°C~+55°C(ambient)

Working: < 90% RH(35) C

Working: <50Dba

Each item conforms to Intel ambient temperature test standard 15KV
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24-disk Network storage server

Intel Xeon Processor E3-1220V5 4C/4T 3.0GHz 8M/80W

Intel C232 chipset

Cent0S 7.3

8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory

35 inch SATAx24(hot-pluggable) ; ~ built-in 25 inch SATAx2
Independent HDD bracket

Upt0192TB

Hardware RAID; support RAID 0,1, 5,6

1xPCI-E3.0x16(x8); 1xPCI-E3.0x8; 1xPCE-E3.0x8(x4)

Integrated 1210-AT dual gigabit network cards,

load balancing and if one is off line, the other will replace.
ASPEED AST2400 BMC, independent IPMI interface; support iKVM
Integrated display controller

Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Built-in index, accurate to second-level

Up to 900Mbps access and storage

Upto 800Mbps access, 800Mbps storage and 96Mbps playback
Upto 800Mbps access, 800Mbps storage and 96Mbps live view
WEB management, seamless access to NVMS

RAID management, record management, system log as well as alarm processing
Supply TPM interface, TPM Module installation supported

1xVGA, 6xUSB(4 in the real panel and 2 in the front panel),
2xRJ45,1xIPMI, 1xRS232

800W 1+1reduandent power supply, 100~240V-10~5A /50~60Hz
Working: 10°C to 35°C; standby: -40°C~+55°C(ambient)
Working: < 90% RH(35) C

Working: <50Dba

Each item conforms to Intel ambient temperature test standard 15KV

36-disk Network storage server

64-disk Network storage server

Intel Xeon Processor E3-1230V6 4C/4T 35GHz 8M/80W

Intel C232 chipset

Cent0S 7.3

8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory

35 inch SATAx36 (hot-pluggable); built-in 25 inch SATAx1
Independent HDD bracket

Up to 28818

Hardware RAID; support RAID 0,1,5,6

1xPCI-E3.0x16(x8); 1xPCI-E3.0x8; 1xPCE-E3.0x8(x4)

Integrated 1210-AT dual gigabit network cards,

load balancing and if one is off lin, the other will replace.

ASPEED AST2400 BMC, independent IPMI interface; support iKVM
Integrated display controller

Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Built-in index, accurate to second-level

Up to 900Mbps access and storage

Upto 800Mbps access, 800Mbps storage and 96Mbps playback

Up to 800Mbps access, 800Mbps storage and 96Mbps live view

\WEB management, seamless access to NVMS

RAID management, record management, system log as well as alarm processing

Supply TPM interface, TPM Module installation supported

VGAX1; COMx1; USB 2.0x6; LANx2; IPMI(RI45)x1

1200W 1+Ireduandent power supply, 100~240V-10~5A /50~60Hz
Working: 10°C to 35°C; standby: ~40°C~+55°C(ambient)

Working: < 90% RH(35) C

Working: < 50Dba

Each item conforms to Intel ambient temperature test standard 15KV

Intel Xeon Processor E3-1230V6 4C/4T 35GHz 8M/80W

Intel €232 chipset

Cent0S 7.3

8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory

35 inch SATAx24(hot-pluggable); ~ built-in 25 inch SATAX1
Independent HDD bracket

Up to 384T8

Hardware RAID; support RAID 0,1, 5,6

1xPCI-E3.0x16(x8); 1xPCI-E3.0x8; 1xPCE-E3.0x8(x4)

Integrated 1210-AT dual gigabit network cards,

load balancing and if one is off line, the other will replace.

ASPEED AST2400 BMC, independent IPMI interf ace; support iKVM
Integrated display controller

Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Built-in index, accurate to second-level

Up to 900Mbps access and storage

Upto 800Mbps access, 800Mbps storage and 96Mbps playback

Upto 800Mbps access, 800Mbps storage and 96Mbps live view

WEB management, seamless access to NVMS

RAID management, record management, system log as well as alarm processing

Supply TPM interface, TPM Module installation supported

VGAx1; COMx1; USB 2.0x6; LANx2; IPMI(RI45)x1

1200W 1+1 redundant power supply, 100~240V-10~5A /50~60Hz
Working: 10°C to 35°C; standby: -40°C~+55°C(ambient)
Working: < 90% RH(35) C

Working: <50Dba

Each item conforms to Intel ambient temperature test standard 15KV



16-Disk All-in-One Server
Model TD-A616E-E

Picture
CPU Intel Xeon Processor E3-1220V5 4C/4T 3.0GHz 8M/80W
Chipset Intel €232 chipset
0S Cent0S 7.3
Memory 8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory
HDD 3.5 inch SATAX16 (hot-pluggable); built-in 2.5 inch SATAx2
HDD installation Independent HDD bracket
Capacity Up to 128TB
RAID Hardware RAID; support RAID 0,1,5,6
Expansion 1xPCHE3,0x16(xB); 1xPCI-E3.0x8; TxPCE-E3.0x8(x4)
Network Card Integrated \?WO—AT dual gigabit .nelwork cards, ‘
load balancing and ifone is offine, the other will replace.
IPMI ASPEED AST2400 BMC, independent IPM! interbce; support iKVM
Monitor Control Integrated display controller
Protocol Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Search Built-in index, accurate to second-level
Up to 900Mbps access and storage
Perbrmance Up to 800Mbps access, 800Mbps storage and 96Mbps playback
Up to 800Mbps access, 800Mbps storage and 96Mbps live view
Way of Management WEB management, seamless access to NVMS

Capability ofManagement  RAID management, record management, system log as well as alam processing

Security Supply TPM interice, TPM Module installation supported

1xVGA, 6xUSB(4 in the real panel and 2 in the front panel),
Interboe 2xRJ45, 1xIPMI, 1xRS232
Power Supply 550W T+Treduandent power supply, 100~240V-7~3.4A /50~60Hz

Operating Environment ~ Working: 10°C to 35°C; standby: ~40°C~+55°C(ambient)

Relative Humidity Working: < 90% RH(35) C
Noise Working: < 50Dba
ESD Each item conbrms to Intel ambient temperature test standard 15KV

24-Disk All-in-One Server
TD-S624E-E

Intel Xeon Processor E3-1220V5 4C/4T 3.0GHz 8M/80W

Intel C232 chipset

Cent0S 7.3

8GB DDR4 ECC, up to 64GB DDR4-1866/2133MHz ECC memory

35 inch SATAx24 (hot-pluggable); built-in 2.5 inch SATAx2
Independent HDD bracket

Up t0 192TB

Hardware RAID; support RAID 0,1, 5,6

1xPCIHE3.0x16(x8); 1xPCI-E3,0x8; 1PCE-E3.0xB(x4)

Integrated 1210-AT dual gigabit network cards,

load balancing and ifone is offline, the other will replace.

ASPEED AST2400 BMC, independent IPMI interface; support iKVM
Integrated display controller

Support to get video or audio streams of IPC by TCP/UDP/RTSP protocol
Built-in index, accurate to second-level

Up to 900Mbps access and storage

Up to 800Mbps access, 800Mbps storage and 96Mbps playback

Up to 800Mbps access, 800Mbps storage and 96Mbps live view

WEB management, seamless access to NVMS

RAID management, record management, system log as well as alarm processing
Supply TPM interface, TPM Module installation supported

1xVGA, 6xUSB(4 in the real panel and 2 in the front panel),
2xR145, 1xIPMI, 1xRS232

800W 1+Treduandent power supply, 100~240V-10~5A /50~60Hz
Working: 10°C to 35°C; standby: -40°C~+55°C(ambient)
Working: < 90% RH(35) C

Working: <50Dba

Each item conbrms to Intel ambient temperature test standard 15KV

Picture

0S

Compression Format

Video Input

Video Output

Frame Rate

Decoding Resolution

Decoding Capability

Screen Display mode

Audio output

Talkback

Network interface
Alarm interface

Serial Ports

USB interface

Power Supply
Power Consumption
Weight

Working Environment

Dimensions(mm)

High Definition Decoder

Embedded Linux

H.265 HP/MP/BP, H.264 HP/MP/BP

HDM Ix1: 19201080 / 1600x1200/1680x1050/1440x900
1400x1050/1366x768/1280x1024/1280x960/1280x800

1280x720/1152x864/1024x768/800x600

HDM 1x4:3840x2160(odd number ports supported)
/1920x1080/1280x1024
VGAX41920x1080/1280x1024

BNCx4:CVBS output
1-50FPS/CH (PAL), 1-60FPS/CH (NTSC)

8MP, 5MP, 4MP, 3M P, 1080P, 960P, 720P, WD1, D1, CIF

8CH 8M P@30fps or 16CH 4M P@30fps or 32CH 1080P@fps

or 64CH 720P@30fps or 128CH D1 or lower

1/4/9/16/25/36

RCAx4

Audio inputx1, audio outputx1
35mm audio interface(level:20Vp-p, IKQ)

Gigabit Ethernet portx2, load balancingand hot standby

Alarm inputx8; alarm outputx8

RS485x1, RS232x1

USB3.0x1, USB20x1

DC2V

40W

2KG

-20°C~50°C; RH Humidity: 5%~95%(non-condensing)

380 (W)x268 (D )x45(H)

NVMS Device

High Definition Decoder

e | 00 1102

Embedded Linux

H.265 HP/MP/BP, H.264 HP/MP/BP

HDMIx2
HDMIT: 3840x2160/1920x1080/1280x1024
HDMI2:1920x1080/1280x1024

1-25FPS/CH (PAL), 1-30FPS/CH (NTSC)

8MP/5MP/4MP/3MP/1080P/960P/720P/WD1/D1/CIF

4CH 8MP@30fps or 8 CH 4MP@30fps or 16CH 1080P@fps
or 32CH 720P@30fps or 64CH D1 or lower

1/4/9/16/25/36

/
Audio inputx], Audio outputx1, support two-way talk

RI45x2, load balancing and hot spare
Alarm inputx8, Alarm outputx4

/

USB3.0x1, USB2.0x2

DC1V

/

/

-20°C~50°C

380 (W)x268 (D)x45(H)
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High Definition Decoder Matrix

“ TD-A130-8 TD-A130-12 TD-A130-16 TD-A130-20 TD-A130-24

Picture

Video

Audio

Alarm

Network Interface

USB Interface
RS485 Interface

Decoding

Power Supply

Power Consumption

Working Environment

Dimensions (mm)
Weight

Input

Resolution

Output

Compression standard
Two-way talk input
Two-way talk output
Compression standard
Input

Output

Decoding resolution

Display resolution

Decoding capability

Screen display mode
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HDMIx4
Up to 3840x2160@30fps
HDMIx8/VGAx4/BNCx4
H.264/H.265
35mm audio interfacex4
35mm audio interfacex4

G alu

32in

32out
RJ45 Ethernet interfacex8
(10M/100M/1000M self-adaption)

USB3.0x4

Rs485x4
8MP/5MP/4MP/3MP/1080P
960P/720P/WD1/D1/CIF
HDMIT:4K(3840x2160)
1080P(1920x1080)
SXGA(1280x1024)
HDMI2:1080P(1920x1080)
SXGA(1280x1024)
VGA1920x1080
BNC:CVBS standard definition
16CH 8MP@30fps or 32CH 4MP@30fps
or 64CH 1080P@fps or 128CH 720P@30fps
or 256CH D1 or lower
1/419/16/25/36
AC100-240V 50/60Hz 3.0A
<120W
-20°C~50°C
5%~95% (non-condensing)
440(W)x370(D)x267(H)
22KG

HDMIx6

Up to 3840x2160@30fps
HDMIx12/VGAx6/BNCx6
H.264/H.265

35mm audio interfacex6
35mm audio interfacex6
G alu

48in

48out

RJ45 Ethernet interfacex12
(10M/100M/1000M self-adaption)
USB3.0x6

Rs485x6
8MP/5MP/4MP/3MP/1080P
960P/720P/WD1/D1/CIF
HDMIT:4K(3840x2160)
1080P(1920x1080)
SXGA(1280x1024)
HDMI2:1080P(1920x1080)
SXGA(1280x1024)
VGA1920x1080

BNC:CVBS standard definition
24CH 8MP@30fps or 48CH 4MP@30fps
or 96CH 1080P@fps or 192CH 720P@30fp
s or 384CH D1 or lower
1/419/16/25/36

AC100-240V 50/60Hz 3.0A
<160W

-20°C~50°C

5%~95% (non-condensing)
440(W)x370(D)x267(H)
22KG

HDMIx8

Up t0 3840x2160@30fps
HDMIx16/VGAx8/BNCx6
H.264/H.265

35mm audio interfacex8
35mm audio interfacex8
G alu

64in

64out

RJ45 Ethernet interfacex16
(10M/100M/1000M self-adaption)
USB3.0x8

Rs485x8
8MP/5MP/4MP/3MP/1080P
960P/720P/WD1/D1/CIF
HDMI1:4K(3840x2160)
1080P(1920x1080)
SXGA(1280x1024)
HDMI2:1080P(1920x1080)
SXGA(1280x1024)
VGA1920x1080

BNC:CVBS standard definition
32CH 8MP@30fps or 64CH 4MP@30fps
or 128CH 1080P@fps or 256CH 720P@30fps
or 512CH D1 or lower
1/4/9/16/25/36

AC100-240V 50/60Hz 3.0A
<220W

-20°C~50°C

5%~95% (non-condensing)
440(W)x370(D)x267(H)
22KG

HDMIx10

Up to 3840x2160@30fps
HDMIx20/VGAx10/BNCx10
H.264/H.265

35mm audio interfacex10
35mm audio interfacex10
G7Malu

80in

80out

RJ45 Ethernet interfacex20
(10M/100M/1000M self-adaption)
USB3.0x10

Rs485x10
8MP/5MP/4MP/3MP/1080P
960P/720P/WD1/D1/CIF
HDMI1:4K(3840x2160)
1080P(1920x1080)
SXGA(1280x1024)
HDMI2:1080P(1920x1080)
SXGA(1280x1024)
VGA1920x1080

BNC:CVBS standard definition
40CH 8MP@30fps or 80CH 4MP@30fps
or 160CH 1080P@fps or 320CH 720P@30fps
or 640CH D1 or lower
1/4/916/25/36

AC100-240V 50/60Hz 3.0A

< 260W

-20°C~50°C

5%~95% (non-condensing)
440(W)x370(D)x267(H)

22KG

HDMIx12

Up to 3840x2160@30fps
HDMIx24/VGAX12/BNCx12
H.264/H.265

35mm audio interfacex12
35mm audio interfacex12
G7M alu

96in

960ut

RJ45 Ethernet interfacex24
(10M/100M/1000M self-adaption)
USB3.0x12

Rs485x12
8MP/5MP/4MP/3MP/1080P
960P/720P/WD1/D1/CIF
HDMI1:4K(3840x2160)
1080P(1920x1080)
SXGA(1280x1024)
HDMI2:1080P(1920x1080)
SXGA(1280x1024)
VGA:1920x1080

BNC:CVBS standard definition
48CH 8MP@30fps or 96CH 4MP@30fps
or192CH 1080P@fps or 384CH 720P@30fps
or 768CH D1 or lower
1/4/9/16/25/36

AC100-240V 50/60Hz 3.0A
<300W

-20°C~50°C

5%~95% (non-condensing)
440(W)x370(D)x267(H)

22KG



Keyboard

Picture

0S
Screen Size
Display

Decoding Capability

Protocol

Function

System Settings

Power

External Interfaces

Operation Control

Power Consumption
Standby Current
Average Trouble-free
Working Time
Working Humidity
Working Temperature
Storage Temperature
Dimensions(mm)

Net Weight(Kg)

Android 6.0
IPS 101 inch touch screen at 1280x800
HOMI 4K@30fps

H265/H264

1CH 1080P@60fps H264 coding
4CH 720P@30fps H264 coding
1CH 4K@30fps H265 coding

Onvif24

A maximum of 1024 devices can be added.
Supports PTZ control

Supports preset/cruise/pattern scan
Language setting

password modification

USB flash disk upgrade

Standard 55/2.1 power interface, DC 12V2A £10%
RI45x1

RS485x1

RS232x1

HDMIx1

USB20x1

35MM headphone jackx1

Four-dimensional joystick , knob and button control

<15W
<100mA

>30000 hours

10%-90%RH(non-condensing)
-10°C-40°C

-40°C-60°C

450%178,6x1154

15kg

Picture

Display

Operating system
Screen size
Compression Format
Protocol

Joystick

Button

Interface

Control Mode
Network Management

Baud rate

Power Supply

Power Consumption
Standby current
Working Temperature
Working Humidity
Mean free error time
Net Weight
Dimension (mm)

Face Recognition Access Control Terminal

TD-E100-Y TD-E101-Y
Picture T
LCD, support multi-language like Chinese, 0S Android71 Android7.1
English, Polish, Spanish, Hungarian, Italian CPU 4GB LPDDR3 + 16GB Flash 1.8G 4GB LPDDR3 + 16GB Flash 1.8G

Display Screen 80 inch, resolution:1280x800 7.0 inch, resolution1280x720

Communication ~ TCP/IP, WIFI TCP/IP
Interface RI45, Type-C RI45, micro USB
Camera RGB:2MP(1080x1920), INF: 2MP(1080x1920)  RGB:2MP(1080x1920), INF: 2MP(1080x1920)
Four Dimensional Joystick Control Speaker Yes Yes
4 Functional areas White Fill Light ~ Yes Yes
IR Light Yes Yes
1x RJ4510M/100M adaptive Ethernet interface Buttons / Reset /recover
1 x RS485 Standard serial Interface Power DC12v/2A DC12v/2A
1x RS232 Standard serial Interface Net Weight 7909 1300g
Dimensions 200mmx170mmx30mm 290mmx180mmsx40mm

Speed dome mode /  Platform mode

Support configuration change and
system upgrade by web server

1200bps\2400bps\4800bps\9600bps\19200bps
DCi2v

<8W
-10°C ~ +60°C

10%~90%

28kg
420x260x170 (LxWxH )
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Software

NVMS V2.0
MOBILE APP




NVMS 2.0 Standard

‘ ‘-..’.i 'L_/

IPC/DVR/NVR Server
O

NVMS 2.0
Standard

Alarm device/Sensor

PC Client
Face Surveillance

NVMS 20-Standard

Mobile

NVMS Client

Software

NVMS V2.0 Standard Edition is a new generation integrated security
management platform launched by TVT. It can seamlessly access the company's
full range of products and mainstream manufacturers' coding equipment.
Meanwhile, it has excellent video surveillance management capabilities and
supports real-time preview/video storage/video playback/video download/alarm
linkage/decoding on the wall/keyboard control and intelligent analysis. Opening
architecture support SDK / OCX for third-party secondary development.
Furtherfore,it can support the third-party security systems, such as alarm
systems and accessing control systems.The system accessing can satisfy the
demands of clients for centralized management and multi-service integration of
multi-security subsystems and can be widely applied to large and medium-sized
video surveillance systems in the environment of park, education, finance, chain
store, building and other industries.

Supporting TVT proprietary protocol/ONVIF protocol/ National standard GB/T28181
protocol/standard RTSP/SDK and other device accessing methods

Supporting GB/T 28181-2011/DB31/T 889-2015/DB33/T 629-2011 agreement

Supporting real-time preview/video storage/video playback/video download/
alarm linkage/decoding on the wall and keyboard control

Supporting pictures/online electronic maps

Supporting face control function/ realizing blacklist control/stranger control/
achieving map search/track playback

Supporting people counting for the graphical displaying of statistics/ exporting
excel forms

Supporting B/ S, C / S/ Android/iOS mobile client
Supporting distributed deployment/flexible expansion

Supporting Simplified Chinese/Traditional Chinese/English/ Spanish/Portuguese/
Turkish, Greek/Russian/Polish and several other languages
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NVMS 2.0 Al

IPC/DVR/NVR

Decoder
r a
L)
Face matching device
L 4

Behaviour Analysis

. Face Surveillance
Keyboard

People Counting
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Software

NVMS 2.0 Al is a lightweight Al management platform that can be seamlessly connected to the
company's full range of products and mainstream manufacturers' coding equipment. It has excellent
video surveillance management capabilities and supports TVT self-developed face IPC and NVR
equipment, which implements face control and population statistics and can be widely applied in
parks, buildings, retail and other industries.

Video Surveillance

Supporting real-time preview/video storage/video playback/video download/alarm linkage
Supporting decoding on the wall/keyboard control

Supporting two-way voice intercom/voice broadcast

Supporting online/flat electronic maps

Face control

Supporting blacklist control/stranger control

Supporting for map search/video and travel records

Supporting face tracking/playback

Supporting face matching alarm linkage capture/video/alarm pop-up

People Counting

Supporting people counting that alarm exceeded when the threshold is exceeded
Supporting chart mode to show people's daily trend and monthly trend

Supporting historical demographics and exporting Excel spreadsheets

Supporting electronic map summary to display all single/multi-channel real-time statistics,
as well as daily/month/year summary trends

Behavior analysis
Supporting intelligent behavior analysis,such as item care, perimeter detection, and humanoid detection



NVMS 2.0 Enterprise

IP-SAN

Server

. NVM S 20 Web Brovvse .
IPC/DVR/NVR Enterprlse Mobile @

.
| 9

Alarm device/Sensor

Entrance guard

Management of parking

Software

NVMS 2.0 Enterprise is newly Comprehensive security management platform, it properly
supports all TVT products and other devices from the main players in global market, this
new system is equipped with powerful video monitoring capability , supports real-time
preview, centralized recording, local and remote playback, backup, alarm linkage, TV wall,
keyboard control, intelligent analysis, etc. And it is built with open system architecture , can
provide SDK/OCX for third party integration, such as alarm system, access control system,
dynamic monitoring, door phone, , electronic fence, and other subsystem. NVMS 2.0
Enterprise can be widely used for large and medium-sized video surveillance system, for
example, park, school, bank, chain store, commercial building and other industries.

Standardized design: support ONVIF
Support Windows SDK, 0CX&i0S SDK and Android SDK for 3rd party integration

Distributed architecture: convenient to set up multi-level surveillance network for system
upgrade

Multi-client: support B/S client, C/S client, Android and iOS mobile client

Powerful smart analytics: support face recognition, LPR , video structuring object removal
detection, abnormal video signal detection, line crossing detection, region intrusion
detection, crowd density detection, people intrusion detection and people counting detection

Comprehensive security integration: support access control system, burglar alarm system,
attendance system, intercom system, electronic fence, RFID, dynamic environment
monitoring and Parking system.

Mobile APP

SuperLive Plus is TVT's new generation Android&i0S Mobile APP designed for
H265&H.264 DVRs/NVRs/IPC.

Fully compatible with H265&H.264

More intuitive, Finger Operation, Easy-to-Use

Push notification, Fast Response, 0SD Menu on top

Multi-language self-adpative

Efficient playback&Search, freely Zoom in/out via time bar

Quick Share to Social Media
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