
 

 ZHEJIANG DAHUA VISION TECHNOLOGY CO., LTD. 

 

ZHEJIANG DAHUA VISION TECHNOLOGY CO., LTD. 

DSS4004S2 

V1.001.9992003.1 

FAQ 



 

I 

 

Table of Contents 

1 INITIALIZATION ....................................................................................................................................... 1 

1.1 WHAT BROWSERS WILL DSS WEB MANAGER BE COMPATIBLE WITH? ............................................ 1 

1.2 WHY DOES DSS TAKE A FEW MINUTES TO BOOT? ........................................................................... 1 

1.3 WHAT IF SERVICES CANNOT BE STARTED WHEN STARTING DSS FOR THE FIRST TIME? ................. 1 

1.4 WHAT IF THE SCREEN RESOLUTION IS NOT CORRECT WHEN CONNECTING TO THE DISPLAY 

DIRECTLY? ...................................................................................................................................................... 1 

1.5 WHAT IF THE SYSTEM DOES NOT WORK, BUT DSS STARTS NORMALLY, THE ALARM INDICATOR IS 

ALWAYS ON AND THE BUZZER BEEPS? ............................................................................................................ 1 

1.6 HOW TO OBTAIN THE DSS CONTROL CLIENT? ................................................................................ 2 

1.7 HOW TO CONFIGURE LAN/WAN MAPPING FOR DSS? ................................................................... 2 

1.8 WHAT IF THE CLIENT SETS UP THE TIME IN B/C OR OTHER TIME ZONES, WHEN THE SERVER IS 

DEPLOYED IN A TIME ZONE? ........................................................................................................................... 3 

1.9 HOW TO SOLVE THE PROBLEM OF SYSTEM PORT 80 BEING OCCUPIED? ......................................... 4 

2 MODIFY OS PARAMETERS ................................................................................................................. 5 

2.1 WHAT IS THE IMPACT OF MODIFYING THE SERVER IP ADDRESS ON DSS? ...................................... 5 

3 LICENSE ISSUES ................................................................................................................................... 5 

3.1 HOW TO CONTROL THE DSS LICENSE? ........................................................................................... 5 

4 ADD DEVICES ......................................................................................................................................... 6 

4.1 WHY NO DEVICE IS FOUND IN AUTO SEARCH DEVICE? ................................................................... 6 

4.2 WHAT ARE THE CAUSES FOR FAILING TO ADD DEVICES? .................................................................. 6 

4.3 WHY SOME DEVICES CAN BE CONFIGURED AND SOME CANNOT? .................................................... 6 

4.4 WHAT DEVICES CAN BE ADDED IN DSS? .......................................................................................... 6 

4.5 WHAT ARE THE CAUSES FOR A DEVICE TO GO OFFLINE? .................................................................. 7 

4.6 WHY IS THE INFORMATION AUTOMATICALLY OBTAINED INCORRECT? ............................................... 7 

5 USER PRIVILEGE ................................................................................................................................... 7 

5.1 WHAT IS THE RELATIONSHIP BETWEEN USER AND PRIVILEGE? ........................................................ 7 



                Dahua Technology Co., Ltd                                                                      FAQ 

II 

 

6 LIVE VIEW ................................................................................................................................................ 7 

6.1 HOW TO CONFIGURE WHETHER TO REQUEST THE SUB STREAM BASED ON THE WINDOW SPLIT. .... 8 

6.2 WHAT ARE THE CAUSES FOR FAILING TO REQUEST THE BIT STREAMS? ........................................... 8 

6.3 WHY IS THE VIDEO STUCK SOMETIMES? .......................................................................................... 9 

6.4 WHY CANNOT THE SPEED DOME OPERATE THE PTZ? ..................................................................... 9 

6.5 WHAT PARAMETERS DOES THE PC DECODING RELY ON? ................................................................ 9 

6.6 HOW TO VIEW THE VIDEOS IN BATCH? .............................................................................................. 9 

6.7 HOW TO QUICKLY SAVE IMPORTANT VIDEO CHANNELS FOR USERS? ............................................. 10 

6.8 WHAT ARE THE CAUSES FOR INSTANT PLAYBACK FAILURE?........................................................... 11 

7 VIDEO RECORDING............................................................................................................................. 11 

7.1 WHY IS THERE NO VIDEO RECORDING MARK ON THE CALENDAR? ................................................. 11 

7.2 WHY CANNOT I FIND A VIDEO? ........................................................................................................ 11 

7.3 WHAT ARE THE CAUSES FOR PLAYBACK FAILURE? ......................................................................... 12 

7.4 WHY IS THERE NO VIDEO RECORDING ON THE TIME BAR DURING PLAYBACK? .............................. 12 

7.5 WHAT ARE THE BASES TO CATEGORIZE THE VIDEOS? .................................................................... 12 

7.6 WHAT ARE THE LIMITATIONS ON FAST PLAYBACK? WHAT ARE THE PRINCIPLES? ........................... 13 

7.7 WHAT ARE THE CAUSES FOR PLAY BACKWARDS FAILURE? ............................................................ 13 

7.8 WHY IS THERE DEVIATION IN SYNC PLAYBACK? ............................................................................. 13 

7.9 WHAT IS THE RULE FOR NAMING VIDEO CLIPS? .............................................................................. 13 

7.10 WHAT ARE THE METHODS TO DOWNLOAD VIDEO RECORDINGS? ................................................... 14 

7.11 WHAT ARE THE CAUSES FOR FAILING TO DOWNLOAD VIDEO RECORDINGS? ................................. 14 

7.12 WHY CANNOT THE LOCAL STORAGE DISK TO THE SERVER BE RECOGNIZED? ............................... 14 

8 DECODE TO WALL .............................................................................................................................. 14 

8.1 HOW TO CONFIGURE A VIDEO WALL LAYOUT? ................................................................................ 14 

8.2 HOW TO CONFIGURE A VIDEO WALL TASK? ..................................................................................... 20 

8.3 HOW TO CONFIGURE DECODE TO WALL? ....................................................................................... 21 

8.4 HOW TO CONFIGURE MULTIPLE VIDEOS TAKING A TOUR IN THE WINDOW? ..................................... 22 

8.5 WHY DOES A SPLIT FAIL? ................................................................................................................ 22 

9 ALARM REPORT AND ALARM CONFIG ......................................................................................... 22 



                Dahua Technology Co., Ltd                                                                      FAQ 

III 

 

9.1 HOW TO DEFINE AN ALARM SOURCE? ............................................................................................. 22 

9.2 WHAT KINDS OF ALARM LINKAGE CAN BE CONFIGURED? ............................................................... 23 

9.3 HOW IS THE ALARM LINKED TO THE USER? .................................................................................... 23 

9.4 WHAT ARE THE CAUSES FOR FAILING TO UPLOAD ALARMS? .......................................................... 23 

9.5 ALARM LINKAGE PICTURE, WHAT IS THE REASON FOR DOWNLOADING THE ALARM LINKAGE 

PICTURE FAILED? .......................................................................................................................................... 24 

9.6 WHAT TYPES OF ALARMS DOES DSS CONTAIN? ............................................................................ 24 

9.7 WHY CANNOT I FIND THE ALARM PICTURES DATED 30 DAYS AGO ON THE DSS EXPRESS CLIENT?

 25 

9.8 WHY DOES THE TEST FAIL WHEN USING GMAIL? ............................................................................ 25 

10 EMAP ................................................................................................................................................... 25 

10.1 WHAT KINDS OF EMAP DOES DSS SUPPORT? ............................................................................... 25 

10.2 HOW TO CONFIGURE RASTER MAPS? ............................................................................................. 25 

10.3 HOW TO RETURN FROM THE SUB MAP TO THE MAIN MAP? ............................................................. 28 

10.4 HOW TO CONFIGURE THE EMAP TO FLASH IN CASE OF ALARMS? .................................................. 29 

11 TRAFFIC JUNCTION ........................................................................................................................ 30 

11.1 WHY IS THERE NO PICTURE IN THE PICTURE SCROLLING AREA? ................................................... 30 

12 VIDEO INTERCOM ............................................................................................................................ 31 

12.1 HOW TO QUICKLY ADD VIDEO INTERCOM DEVICES? ....................................................................... 31 

12.2 AFTER ADDING THE VIDEO INTERCOM DEVICE, IT GOES OFFLINE AND PROMPTS BUILDING AND 

UNIT NO. NOT MATCHED. WHY? .................................................................................................................. 31 

12.3 AFTER ADDING VTO AND VTH, THEY GO ONLINE. BUT ONLY VTO IS AUTOMATICALLY GENERATED 

IN THE DEVICE GROUP, NO VTH EXISTS, AND VTO AND VTH CANNOT BE CALLED THROUGH. WHY? ....... 32 

12.4 THE VIDEO INTERCOM DEVICES ARE ONLINE, VTO AND VTH CAN BE CALLED THROUGH, BUT THE 

DEVICES CANNOT CALL THE MANAGEMENT CENTER. WHY? ........................................................................ 32 

12.5 AFTER THE VTO/VTH DEVICE IS IMPORTED INTO THE SYSTEM, IT WILL BE ADDED TO THE 

MANAGEMENT GROUP BY DEFAULT. AS A RESULT, THE DEVICE GROUP INFORMATION IS ABNORMAL. WHAT 

SHOULD I DO? ............................................................................................................................................... 33 

13 FACE RECOGNITION ....................................................................................................................... 33 



                Dahua Technology Co., Ltd                                                                      FAQ 

IV 

 

13.1 WHAT FACE RECOGNITION DEVICES DO DSS SUPPORT? .............................................................. 33 

13.2 THE FACE DATABASE ISSUED BY DSS TO THE FRONT-END DEVICES FAILS ALL THE TIME. WHAT ARE 

THE POSSIBLE CAUSES? ............................................................................................................................... 33 

13.3 WHY DOES THE FACE INTERFACE FREQUENTLY LAG, BUT THE FACE SNAPSHOTS CAN STILL BE 

QUERIED? ..................................................................................................................................................... 33 

14 ACCESS CONTROL ......................................................................................................................... 34 

14.1 THE ACCESS CONTROL DEVICE KEEPS GOING OFFLINE AND DISPLAYS “UNKNOWN” CAUSES. WHAT 

ARE THE POSSIBLE CAUSES? ........................................................................................................................ 34 

14.2 WHY CANNOT THE UPLOADED FACE PICTURES BE DISTRIBUTED TO THE FACE ACCESS CONTROL 

DEVICE? ........................................................................................................................................................ 34 

14.3 HOW TO DISTRIBUTE ROOM NUMBERS TO THE VTO DEVICE? ....................................................... 35 

14.4 WHY CANNOT PEOPLE USE THE CONFIGURED PASSWORD TO DIRECTLY OPEN THE DOOR? ......... 35 

14.5 WHY IS THE PERSON MANAGEMENT PERMISSION OVERRIDDEN AFTER THE DOOR RULE 

AUTHORIZATION? .......................................................................................................................................... 35 

14.6 WHY DOES DISTRIBUTING THREE FINGERPRINTS TO SOME DEVICES FAIL? ................................... 35 

14.7 WHY DOES THE BATCH DISTRIBUTION OF CARDS OVERRIDE THE OLD CARD INFORMATION? ........ 35 

14.8 WHY DOES THE MULTI-DOOR INTERLINK SET UP FOR THE INTEGRATED CONTROLLER NOT TAKE 

EFFECT? ....................................................................................................................................................... 35 

15 ENTRANCE & EXIT ........................................................................................................................... 36 

15.1 THE PARKING SITE IS BOUND WITH ANPR DEVICES, BUT WHY DOES THE SYSTEM ALWAYS PROMPT 

LIFTING FAILURE WHEN A CAR PASSES? ....................................................................................................... 36 

15.2 WHY CAN A BLACKLISTED VEHICLE BE AUTOMATICALLY RECOGNIZED AND RELEASED? ................ 36 

15.3 THE ANPR CAMERAS AT THE ENTRANCE/EXIT DIRECTLY INSTALLED ON THE SOFTWARE PLATFORM 

CAN REPORT DATA OF PASSING VEHICLES, BUT WHY CAN'T THEY DO THE SAME WHEN CONNECTED TO THE 

NVR? 36 

15.4 WHY NO RECORDINGS FOUND WHEN CLICKING ON THE VEHICLE-PASSING RECORD? .................. 36 

15.5 WHY DOES THE CARD OF PASSING VEHICLE RECORDS HAVE NO PICTURES IN LICENSE PLATE 

RECOGNITION? ............................................................................................................................................. 36 

15.6 THE PLATFORM DISTRIBUTES WHITELISTED VEHICLE INFORMATION TO THE ANPR CAMERAS, BUT 



                Dahua Technology Co., Ltd                                                                      FAQ 

V 

 

WHY CANNOT WE APPOINT AN NVR CHANNEL FOR THE DISTRIBUTION? ..................................................... 37 

15.7 THE PLATFORM DISTRIBUTES THE WHITELIST TO THE NVR DEVICE, BUT OCCASIONALLY THE 

PLATFORM PROMPTS A SUCCESSFUL DISTRIBUTION, WHEN THE ITC WHITELIST DOES NOT INCLUDE 

CORRESPONDING DATA. ................................................................................................................................ 37 

15.8 THE PLATFORM HAS ADDED THE VIDEO INTERCOM DEVICE (ENTRANCE MACHINE, UNIT ENTRANCE 

DEVICE), BUT WHY CANNOT THE PARKING SITE BE BOUND WITH THE SYSTEM? ........................................... 37 



 

1 

 

1  Initialization 

1.1  What browsers will DSS Web Manager be compatible with? 

A: 

List of supported browsers: 

Browser Version 

Internet Explorer  Internet Explorer9/10/11 

Google Chrome  40.0.2214.91 or above 

Mozilla Firefox 40.0.2 or above 

1.2  Why does DSS take a few minutes to boot? 

A: 

It takes a few minutes or more than 10 minutes to start the DSS service, because it might take 

a while to initialize the database at the last stage. The exact time required depends on that required 

for the current server to execute the database initialization script. 

1.3  What if services cannot be started when starting DSS for the first time? 

A: 

Connect directly to the display, enter the System module and click Reset (Restore Defaults). 

The system will reinitialize. 

1.4  What if the screen resolution is not correct when connecting to the display directly? 

A: 

Keep the display connected and reboot the server. When the server starts, it will detect the 

display output. 

1.5  What if the system does not work, but DSS starts normally, the alarm indicator is always on 

and the buzzer beeps? 

A: 

Open the chassis and check whether the memory bank, fan, DOM disk and other hardware are 
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loose. This is generally caused by the system detecting a hardware error. 

1.6  How to obtain the DSS Control Client? 

A: 

DSS Control Client provides a desktop client for DSS services. Installation steps: 

Step 1 Open a web browser and enter the IP address of DSS. 

Step 2 Click Client at the bottom of the DSS Web Manager login page. 

 

Step 3 Save the file in PC. 

1.7  How to configure LAN/WAN mapping for DSS? 

A: 
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DSS can be applied on the Internet. If you want to open DSS to WAN by routing, configure as 

follows: 

Step 1 Login the IP/config page in the browser. 

Step 2 Open Segment Setup -> LAN/WAN Mapping. 

 

Step 3 In the Router Address box, enter Mapping IP (generally seen as external router IP) 

and click Save (service will reboot). 

Step 4 Modify if there is port conflict (no modification required if there is no port conflict). 

Step 5 Modify the port mapping. Complete the DMZ mapping on the router or the routing 

virtual mapping. 

(Refer to the router manual for the DMZ config.) 

For any problem about LAN/WAN config, consult technical support for help. 

 NOTE 

If port mapping is required because DMZ mapping is not possible, contact technical support for 

the list of ports open to the public. 

1.8  What if the client sets up the time in B/C or other time zones, when the server is deployed in A 

time zone? 

A: 

Since DSS does not support time switchover across different time zones currently, the time 
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settings will be subject to the time zone where the server is located. 

1.9  How to solve the problem of system port 80 being occupied? 

A: 

Method 1: 

Open SQL Service Configuration Manager, and select SQL Server Services to close all the 

services of the SQL server. 

Method 2: 

Open IIS Manager and stop IIS services. 

Method 3: 

1) In Run, enter regedit to open the Registry Editor. 

 

2) Find HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\services\HTTP. 
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3) Find the item Start and modify its value to 0. 

 

4) Reboot the system and the system will not occupy the port 80. 

2  Modify OS Parameters 

2.1  What is the impact of modifying the server IP address on DSS? 

A: 

After modifying the IP address of the DSS server, DSS will restart all services. If you have 

configured the LAN/WAN mapping or router, configure them again.  

3  License Issues 

3.1  How to control the DSS License? 

A: 

DSS comes with an advanced user license. 

The License file contains hardware information related to the DSS installation server and can 

only be used on the current server. If you need more licenses, please contact Dahua sales 

representative. 
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4  Add Devices 

4.1  Why no device is found in Auto Search Device? 

A: 

The Auto Search Device applies multicast and broadcast to the network where the network 

card is located. For the device with multiple network cards, it takes two minutes to take a tour on 

each network card. At the startup of DSS, the first network card might not have related devices in 

the same segment, resulting in no device being found temporarily. 

If you are sure that there is a device in a segment, specify the segment to search for the 

device. 

4.2  What are the causes for failing to add devices? 

A: 

The causes for failing to add devices are as follows: 

1) The number of encoding channels exceeds the limitation. 

2) Incorrect device parameters result in incorrect information obtained. 

3) The IP address has been added in DSS. 

If you cannot add a device and cannot solve this problem, please contact Dahua technical 

support for help. 

4.3  Why some devices can be configured and some cannot? 

A: 

Dahua keeps upgrading the encoding devices and encoding programs, and also the 

configuration functions of Express devices. If some devices cannot be configured, jump to the 

device web interface through more portals and do configurations there. 

4.4  What devices can be added in DSS? 

A: 

It supports Encoder, Decoder, Video Wall, Alarm Host, Access Controller, Matrix Device, and 



                Dahua Technology Co., Ltd                                                                      FAQ 

7 

 

ANPR Device, and Video Intercom. 

4.5  What are the causes for a device to go offline? 

A: 

The causes for a common device to go offline are as follows: 

1) The login parameters of the device are modified. 

2) The device login account is locked (other network attempts to login with the wrong 

password, resulting in the locking). 

3) Since the device has a limit on the number of connections, once beyond the limit, the 

device will go offline. 

4) The network where the device is located is destroyed. 

5) A problem occurs with the device management server of DSS, such as reaching the upper 

limit of the memory. 

4.6 Why is the information automatically obtained incorrect? 

A: 

Information is obtained as per the protocol between the platform and the device. If the 

information is incorrect, it can be determined that this is a protocol compatibility issue. Please 

contact Dahua technical support for help if such a problem occurs. 

5  User Privilege 

5.1  What is the relationship between user and privilege? 

A: 

By default, the system has three types of users, namely the administrator (with all privileges), 

the advanced user and the common user. 

You can select from these three types when adding users. Different types of users have 

different privileges, and you can adjust the privileges within the permitted scope for each type of 

users. 

6  Live View 
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6.1  How to configure whether to request the sub stream based on the window split. 

A: 

Enter Local Config page of the Control Client, select Video, and configure Stream Type to 

control the strategy to open the stream based on the window split. By default, the split value is 9. 

That is to say, when the split value is 9 or below, it opens the main stream by default. When the split 

value is higher than 9, it opens the sub stream by default. 

 

6.2  What are the causes for failing to request the bit streams? 

A: 

The causes for failing to request the bit streams are as follows: 

1. The LAN/WAN mapping is not correct. This is more common in the deployment of LAN/WAN. 

Generally in this case, the device is online, but the bit stream request fails. 

2. Server forwarding issues, which is often seen when forwarding is under great pressure or 

the forwarding service is offline. 

3. The device login information might be tampered or the number of device login users reaches 

the upper limit. 

If the bit stream request fails, please contact technical support for help. 
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6.3  Why is the video stuck sometimes? 

A: 

Main reasons are as follows: 

1) Network issues. In poor network conditions, the bit stream cannot reach the decoder. 

2) Exceeding the server forwarding capacity. For example, a single server has a 

forwarding capacity of 700M, but the actual forwarding volume exceeds 700M. 

3) The server uses a 100Mbps cable, but the actual forwarding volume exceeds 

100Mbps. 

4) PC performance issues. The CPU or memory of the decoder cannot support the 

normal decoded display. 

5) Encoding issues. The encoder cannot perform the encoding timely. 

In case of video being stuck, please contact technical support for help. 

6.4  Why cannot the speed dome operate the PTZ? 

A: 

1) The operating video channel does not have the PTZ function. 

2) The operating video channel has the PTZ function, but it is not started in the device 

management config.  

3) The operating video channel is locked by the user PTZ with a higher level of PTZ 

privilege. 

In case of PTZ being out of control and that you cannot solve the problem, please contact 

technical support for help. 

6.5  What parameters does the PC decoding rely on? 

A: 

The main decoding method on PC is software decoding, which mainly depends on CPU 

performance. Meanwhile, for decoding, cache has to be taken into account and it also consumes 

some memory, so PC decoding mainly depends on CPU and memory. 

6.6  How to view the videos in batch? 
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A: 

Perform the following operations on the preview page to view the videos in batch: 

1) Double-click or drag the organization or device node that contains multiple video 

resources. 

2) Double-click or drag the favorite node that contains multiple video resources. 

3) Check the view node that contains multiple video resources. 

6.7  How to quickly save important video channels for users? 

A: 

Users can save important videos quickly as follows: 

1) Save the video channels and splits as views. 

 

2) Add the video resources to favorite. 
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6.8  What are the causes for instant playback failure? 

A: 

Instant playback is to play back the contents in the device recording or in the center recording 

before the selected time point. Therefore, the most common reason is that there is no video 

recording in the selected channel, including on the recorder and the server. 

7  Video Recording 

7.1  Why is there no video recording mark on the calendar? 

A: 

In order to facilitate the search for video recordings, we have marked the dates with video 

recordings on the calendar; however, even sometimes there are video recordings on some dates, 

but they cannot be marked. The main reason might be that the device does not support this 

protocol when video recordings exist. In addition, Hik and Onvif devices do not have such function 

at present. 

 

 

7.2  Why cannot I find a video? 

A: 

1) For the video recordings on the recorder, ensure that the recorder is online and there 

are video recordings during this time period. 

2) For the video recordings on the server, ensure that there are video recordings during 
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this time period. 

3) The storage service fails. The storage service is a background process that supports 

video search, which shall work normally for video search. 

For other cases, please contact technical support for help. 

7.3  What are the causes for playback failure? 

A: 

The causes for playback failure are as follows: 

1) No storage plan is made on corresponding storage objects, resulting in no video 

recording. 

2) The client PC time is not consistent with the server time. 

3) The storage service fails. The storage service is a background process that supports 

video viewing, which shall work normally for video viewing. 

4) The login parameters of the device are modified. If the login parameters of the device 

are modified, but not updated in DSS, playback will fail. 

5) Network issues. In case of network failure, playback might fail. 

In case of video playback failure, please contact technical support for help. 

7.4  Why is there no video recording on the time bar during playback? 

A: 

That is because the video stream time is not consistent with the actual time. In order to ensure 

that the later time points are correct, it is generally necessary to keep the actual stream time 

consistent with that of the storage object (possibly a video recorder or a storage service). Use 

Device Time Sync function on the administrator end to keep the front-end device time consistent 

with that of DSS server. 

7.5  What are the bases to categorize the videos? 

A: 

1) Based on the storage locations, it is divided into videos stored on the recorder and 

videos stored on the server. 
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 NOTE 

The videos stored on the recorder include not only the videos on NVR, DVR and other 

traditional recorders, but also the videos stored on SD card of IPC. 

2) Based on the reasons to trigger the video recording, it is divided into Normal Record, 

Motion Record and Alarm Record. 

7.6  What are the limitations on fast playback? What are the principles? 

A: 

The main limitations are the speed of decoding and the speed of network. Generally speaking, 

the higher the resolution of the stream, the more limitations on the speed of fast playback. The PC 

in poorer network conditions will also have certain limitations. 

7.7  What are the causes for play backwards failure? 

A: 

It is mainly because the play reverse protocol of the device is not consistent with the one 

implemented on the platform; at present, the platform mainly allows for play reverse for new 

devices. In case that play reverse is not available, you might have to modify the program. 

In addition, ONVIF and Hik devices do not support play reverse at present. 

7.8  Why is there deviation in sync playback? 

A: 

Since the time sequence of each channel is different, the deviation will become more obvious 

as time goes by to a certain extent. It has been controlled during playback, so that it is sync 

playback visually. 

In addition, only Dahua devices support controlling the sync playback. 

7.9  What is the rule for naming video clips? 

A: 

There are four combinations for video names: channel name + time, channel number + time, 

time + channel name, time + channel number. See the figure below. 
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7.10  What are the methods to download video recordings? 

A: 

There are three methods including to download the video recordings by time, file or tag. 

7.11  What are the causes for failing to download video recordings? 

A: 

Some causes are similar to those for the playback failure, and other causes are as 

follows: 

1) The partition where the target folder is located is full. 

2) There is no write access permission to the target folder. For example, a common user 

logs in an operating system with a higher security level. 

7.12  Why cannot the local storage disk to the server be recognized? 

A: 

If the computer name contains underline, the local disk cannot be recognized. 

8 Decode to Wall 

8.1  How to configure a video wall layout? 

A: 

On many occasions, users need the decode to wall function. Before that, users have to create 

a video wall layout as per the steps below: 

Step 1  Click Video Wall on the Homepage of the DSS client to enter the device 

management module. See the figure below. 
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Step 2  On Video Wall page, click Add New Video Wall from the drop-down box of Video 

Wall to add a video wall. See the figure below. 

 

Step 3  On the pop-up page, fill in the Video Wall Name and Remark. See the figure below. 
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Step 4  Select the number of screens on the video wall as required. Select the button for 

corresponding number of screens and place it anywhere on the screen. See the 

figure below. Click Next to enter the next step. 
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Step 5  If you want to set up an overall screen combined with several screens, hold down 

Shift and select some adjacent screens, and then click Combine button. See the first 

figure below. For the display after combining, see the second figure below. Click Next 

to enter the next step. 
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Step 6  If you want to clear the video wall settings, click Clean  button to clear the entire 

screen. See the figure below. 

 

Step 7  Enter the decoder channel binding settings, and drag the decoder on the left side to 
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the corresponding screen on the right side to bind. See the first figure below. Special 

note: If four screens are combined into one screen, bind one decoder channel to 

each of the four screens instead of only one screen. One video wall can bind to 

several decoder channels. See the second figure below. After binding the decoder 

channels, click Finish to add the video wall. 
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8.2  How to configure a video wall task? 

A: 

One of the most common scenarios for the video wall is to form a config by using the frequently 

used videos. This can be done on the client. 

Click Save or Save as to save the current decode to wall scenario as a task. 
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8.3  How to configure decode to wall? 

A: 

Drag a video source directly to the window of video wall; if Auto Play on the bottom right is 

enabled, decode to wall will be enabled right away. See the figure below. 
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8.4  How to configure multiple videos taking a tour in the window? 

A: 

1) Drag a device (containing multiple video channels) to the window of video wall. 

2) Drag an organization (containing multiple video channels) to the window of video wall. 

3) Drag a favorite (containing multiple video channels) to the window of video wall. 

 NOTE 

You can drag a maximum of 100 video channels to each video wall window. 

8.5  Why does a split fail? 

A: 

The video wall window supports split, thus to display more video channels. A split failure is 

usually because the split is beyond the split capacity of the decoder. 

9 Alarm Report and Alarm Config 

9.1  How to define an alarm source? 
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A: 

In order to better configure the alarm early warning scheme, DSS has added event config in 

the configuration module. An event config can contain several alarm sources. An alarm source is a 

single target that can trigger an alarm event. For example, the motion detection of video channel A 

or full disk space of device B can be seen as an alarm source. 

9.2  What kinds of alarm linkage can be configured? 

A: 

The alarm linkage that can be configured in DSS at present includes: 

1) Video recording and video live view on the client. 

2) The preset point setup for the speed dome. 

3) Response to alarm output. 

4) Decode to wall. 

5) Email notice. 

6) Always On and Always Off of access control 

7) Alarm linkage on video wall 

9.3  How is the alarm linked to the user? 

A: 

1) The link between non-system alarms and users depends on the user privilege config. If 

you have administrator privileges to a device, you can receive all relevant alarms for 

that device. 

2) The system alarms are available to all users and independent of user types. 

9.4  What are the causes for failing to upload alarms? 

A: 

1) The corresponding users do not have the corresponding device privileges. 

2) For device alarms, if the corresponding alarm upload parameter is not configured on 

the device or the configuration is incorrect, corresponding alarms will not be received. 

3) Corresponding alarms cannot be received without the setup of early alarm scheme. 
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4) The time is not within the scope in the time template of the early alarm scheme. 

9.5  Alarm linkage picture, what is the reason for downloading the alarm linkage picture failed? 

A: 

The username and password of the ftp may not match. You can reset the ftp password to solve 

the problem. 

 

9.6  What types of alarms does DSS contain? 

A: 

The alarm types provided at present are as follows: 

Category Alarm type 

Device Alarm 

Disk full 

Disk error 

Device offline 

Video Channel 

Video loss 

Motion detection 

Video tampering 

Channel offline 
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Alarm Input External alarm 

Thermal 

Fire point alarm 

Hot point abnormality 

alarm 

9.7  Why cannot I find the alarm pictures dated 30 days ago on the DSS Express client? 

A: 

When the system pictures have used up the storage, the system auto overrides existing 

pictures in the chronological order. 

9.8  Why does the test fail when using Gmail? 

A: 

It might be blocked by Google and it is required to enable Allow less secure apps in Gmail. 

10  Emap 

10.1  What kinds of Emap does DSS support? 

A: 

DSS supports raster Emaps. 

10.2  How to configure raster maps? 

A: 

DSS supports the config of raster maps. The config steps are as follows: 

Step 1  After entering the map application module for the first time, there is no map 

information. The system will prompt the user to add map information as shown below. 

Click here to add a map following the guide of the system. 
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Step 2  The Add Main Map page is as shown below. Set the map name as required, select 

the picture and then click OK to add the picture. 

 

 

Step 3  For the added map, see the figure below. You can zoom in or out on the map by 
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using the mouse wheel. 

 

Step 4  Expand the device information in the device list and drag the video channel, access 

control channel, and alarm channel to the map as required. See the figure below. All 

operations in map edit mode take effect in a real-time manner. 

 

Step 5  If it is required to adjust the positions of the channels on the map, click  button 

first to enable the drag function. See the first figure below. When this button is in blue, 
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the positions can be changed. See the second figure below. After the position 

adjustment, click this button again to disable the function. 

 

 

  The enable switch for device position change: Enable the switch to move the 

channels on the map. 

  The sub map adding button: Click to select a position for the sub map on the map 

first, and then click the mouse to add. 

  The box selection button: Click to box select a device on the map, thus to form a 

temporary device tree for preview, playback and deletion. 

  The device type filter button: Click to select the device type to display on the 

map. 

  Mark and reset. 

10.3  How to return from the sub map to the main map? 

A: 
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From the maps at all levels on the left bottom, select a map. See the figure below. 

 

10.4  How to configure the Emap to flash in case of alarms? 

A: 

You can configure the map to flash in positions with alarms. Configure the alarm flash on the 

map as per the following steps: 

Step 1 Enter Local Config in the Control Client, find the following config options and tick all 

alarm types. See the figure below: 
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Step 2 Open the Emap. When an alarm occurs at the alarm point, it will flash. 

11  Traffic Junction 

11.1  Why is there no picture in the picture scrolling area? 

A: 

Reason 1: No ANPR channel is selected. 

Solution: Click  above the scrolling section to select the ANPR channel. See the figure 

below: 
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Reason 2: No picture storage disk is configured. 

Solution: Add a disk and format it to a picture type. 

12  Video Intercom 

DSS V1.001.0000000 supports a new large SIP baseline for video intercom and requires 

supporting devices. The specific operation procedures are as follows: 

Building No. Enable Config  Local Device Config  Add Device to DSS  Use System 

Account to Configure Device Group and Administrator Group  Manage Other Transactions 

12.1  How to quickly add video intercom devices? 

Use the Excel template in the quick config tool for video intercom to import the devices in 

batch. 

12.2  After adding the video intercom device, it goes offline and prompts Building and Unit No. 

not matched. Why? 

To make a device added in DSS online, it must be consistent with the residence globally 

configured on the platform. If the building and unit are enabled on the device, they have to be 

enabled on the platform to be online. For this problem, check whether the enable status of the 

building and unit on the device is consistent with that on the platform. 

Check the unit enable status on the platform: Enter the Config page, and click the server node 

to select Residence Config. 
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12.3  After adding VTO and VTH, they go online. But only VTO is automatically generated in the 

device group, no VTH exists, and VTO and VTH cannot be called through. Why? 

Confirm whether the room number configured for VTH contains an extension number or 

whether the extension number is correct. In order to automatically generate the device group link, 

the extension number configured for VTH should be 0~99 according to the SIP white paper rules. 

12.4  The video intercom devices are online, VTO and VTH can be called through, but the devices 

cannot call the management center. Why? 

a. First, check whether the device group is correctly bound to the administrator group. 

b. Confirm that the management center is logged in by a non-system account. Since the 

system account can be reused, several client logins might cause calling the management 

center to be abnormal. Therefore, the program at this stage requires using a non-system 

account to login the management center. Later, after the dynamic number is assigned, the 

system account can be used to login the management center. 

c. Check whether the center number is configured correctly on the device. The center number 

should be 888888. 
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12.5  After the VTO/VTH device is imported into the system, it will be added to the management 

group by default. As a result, the device group information is abnormal. What should I do? 

A: 

After adding the VDP device to the system, the device can be used normally by clicking the 

"Restore Defaule Group" button. 

 

13  Face Recognition 

13.1  What face recognition devices do DSS support? 

DSS only supports front-end face recognition devices, including IVSS and FR camera. It does 

not support IVS-F intelligent face recognition server. For such requirements, please use DSS Pro. 

13.2  The face database issued by DSS to the front-end devices fails all the time. What are the 

possible causes? 

It is necessary to confirm whether the face database of the front-end devices has reached the 

upper limit. After confirming that the face database of the devices has not reached the upper limit, 

obtain and deliver msgs_service.log under the following directory to R&D and technical support for 

help. 

13.3 Why does the face interface frequently lag, but the face snapshots can still be queried? 

A: 
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When placing the mouse under the face frame or inside the face frame on the right, the 

preview won’t update. Please move the mouse away from the frame. This design is for the operator 

to check the details of a suspicious face picture. 

14  Access Control 

14.1 The access control device keeps going offline and displays “unknown” causes. What are the 

possible causes? 

First, check if the account (admin by default) and password (123546 by default, different from 

that of other video devices) are correct; check whether the DSS Server of DSS Express has 

correctly got the server IP address; if not, manually modify the IP address to keep consistency. The 

following figures shows the correct IP address: 

 

14.2 Why cannot the uploaded face pictures be distributed to the face access control device? 

A: 

The face pictures distributed to the face access control devices must be uploaded in the face 

comparison section on the authorization page. 
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14.3 How to distribute room numbers to the VTO device? 

A: 

Basic information of staff includes the room numbers which shall be filled following the Enable 

status of buildings and units in the residential block settings; also, make sure the VTO devices and 

the platform are consistent in enabling buildings and units; when choosing authorization via the 

VTO devices, the room numbers are distributed to VTO devices. 

14.4 Why cannot people use the configured password to directly open the door? 

A: 

The first generation of access control devices use card password and need to set up the 

card+password method for opening the door, with the involvement of the card; people can use the 

configured password to directly open the door in the case of the second generation of access 

control. 

14.5 Why is the person management permission overridden after the door rule authorization? 

A: 

Currently, the platform’s person authorization and door rule authorization are two independent 

logics with mutually overridden permission. 

14.6 Why does distributing three fingerprints to some devices fail? 

A: 

Different access control devices have different fingerprint capacities. Some only allow for two 

fingerprints, and thus prompt failure when trying to distribute three. 

14.7 Why does the batch distribution of cards override the old card information? 

A: 

The batch card distribution logic of the platform is about updating and replacing all card 

numbers. 

14.8 Why does the multi-door interlink set up for the integrated controller not take effect? 

A: 

In addition to setting up the multi-door interlock rule, the integrated controller also needs to 

select the multi-door interlock mechanism in door settings to make this happen. 
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15 Entrance & Exit 

15.1 The parking site is bound with ANPR devices, but why does the system always prompt lifting 

failure when a car passes? 

A: 

Please make sure the barrier controlling function has been enabled on the webpage of the 

device. 

15.2 Why can a blacklisted vehicle be automatically recognized and released? 

A: 

1) Check if the vehicle blacklist has expired. 

2) Confirm the parking lot permission settings of the vehicle.  

15.3 The ANPR cameras at the entrance/exit directly installed on the software platform can report 

data of passing vehicles, but why can't they do the same when connected to the NVR?   

A: 

Check if the ANPR cameras have been deleted from the platform. The NVR logic is if the ANPR 

cameras are bound to the platform and the NVR simultaneously, NVR does not report the data of 

passing vehicles. 

15.4 Why no recordings found when clicking on the vehicle-passing record? 

A: 

The established procedure of querying videos is to query those of the platform. If no results are 

returned, try the device recordings. If the system prompts that no recordings are found, check if the 

platform has set up a recording plan for the target device; if no, check if the ANPR cameras have 

storage cards and have been set up with a recording plan, and whether the storage device (NVR) 

connected to the entrance & exit has set up a recording plan for the ANPR channel; 

Besides, the system clock must be in perfect sync across the device-platform-client; otherwise 

it risks returning nothing to recording searches. 

15.5 Why does the card of passing vehicle records have no pictures in license plate recognition? 

A: 

Check if the platform has set up the ANPR picture netdisk. 
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15.6 The platform distributes whitelisted vehicle information to the ANPR cameras, but why cannot 

we appoint an NVR channel for the distribution? 

A: 

NVR can be bound with different types of device, such as ITC and IPC. The platform does not 

know the exact type, and thus cannot distribute through an appointed channel. Instead, the 

distribution is based on device and completed through all channels. In other words, NVR self-syncs 

distributed blacklists and whitelists to all connected ITC Cameras. 

15.7 The platform distributes the whitelist to the NVR device, but occasionally the platform prompts 

a successful distribution, when the ITC whitelist does not include corresponding data. 

A: 

When the platform distributes a whitelist to NVR and NVR confirms a successful receipt, it 

means nothing but the whitelist’s distribution to the NVR. The NVR then auto syncs the whitelist to 

all connected ITCs. However, the NVR cannot guarantee successful sync across all ITCs. Possible 

causes include network connection problems or an ITC not supporting the sync. 

15.8 The platform has added the video intercom device (entrance machine, unit entrance device), 

but why cannot the parking site be bound with the system? 

A: 

In the entrance machines or unit entrance devices, only the access control channel supports 

card swiping and face snapshot. In other words, the video intercom device must be built with the 

access control channel before being bound to the parking site. 
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